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68- Interior Equipment 








1 Description and Operation 

> “1.1 Interior Rearview Mirror“, page 1 

1.1 Interior Rearview Mirror 

> “1.1.1 Automatic Dimming Interior Rearview Mirror“, 

page 1 

1.1.1 Automatic Dimming Interior Rearview 


Mirror 


The automatically dimming interior rearview mirror dims progres- 
sively when the driver is blinded from the rear. 


It consists of a mirror element and an electrical element with two 
photo sensors. 


The electronic element registers light incidence from the front and 
rear through the photo sensors. 


If the incident light from the rear is greater than that from the front, 
a current flows through the electronic element to a conductive 
coating. 


The applied current will change the color of the electrolytes. The 
higher the voltage, the darker the electrolyte. The incident light 
will be reflected to a lesser degree. 


When the reverse gear is engaged, the dimming:function is 
switched off so the mirror can be used; for example, to backout 
of a dark garage. 


pe, 
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2 Removal and Installation 
> “2.1 Grab Handles“, page 2 

> “2.2 Interior Rearview Mirror“, page 3 

> “2.3 Sill Panel Trim“, page 8 





> “2.4 Storage Compartments, Covers and Trim“, page 14 
2.1 Grab Handles 

> “2.1.1 Roof Grab Handles“, page 2 

2.1.1 Roof Grab Handles 


[a] Note 


Illustration shows the right front grab handle, removing and in- 
stalling the remaining grab handles is identical. 
Removing 


— Swing down grab handle and open the two cover caps -1- and 
-2- using a small screwdriver. 


— Remove two screws -3- (2 Nm) and remove grab handle. 


2 Rep. Gr.68 - Interior Equipment 
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Installing 


— Install in reverse order of removal. 


2.2 Interior Rearview Mirror 


=> “2.2.1 Interior Rearview Mirror with Rain Sensor Retaining 

Plate, Attaching", page 3 

> “2.2.2 Interior Rearview Mirror with Rain Sensor“, page 4 

> “2.2.3 Interior Rearview Mirror“, page 5 

> “2.2.4 Intetior Rearview Mirror Base Plate, without Rain Sensor, 

Installing“, page 6 

2.2.1 Interior Rearview Mirror with Rain Sen- 
sor Retaining Plate, Attaching 


Removal of windshield is no longer necessary, as with previous 
repair procedure. 


At the same time, it is possible to use the old, detached mirror 


base. 
A 


Windshield, Preparing & 
— All adhesive and primer residue,must be remove to ce- 


ramic coating. 


2. Removal and Installation 3 
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Clean adhesion surface using D 009 401 04 cleaning solution. 
— Dry off period must be at least 10 minutes. 

— Apply glass-/paint primer D 009 200 02. 

— Drying time: minimum 10 minutes up to an hour. 

Preparing Used or New Mirror Base 


— Use a tool to remove adhesive residue (only for detached mir- 
ror base). 


— Prepare adhesive surface by wet-sanding with fine emery pa- 
per (800-1200 grit) until water remains (does not bead and run 
off) on adhesive surface. 


— Then clean using D 009 401 04 cleaning solution. 
Mirror Base, Installing 


— Apply 2C polyurethane adhesive D 180 KD2 A1 direct to pre- 
pared and cleaned mirror base adhesive surface. 


— Bead diameter: approximately 2.5 to 3 mm. 


— Immediately after applying adhesive on mirror base, press on- 
to prepared windshield. 


— Align mirror base on its designated position on ceramic coating 
and secure using adhesive tape. 


Excess Adhesive, Cleaning and Removing 


— Carefully remove adhesive tape 1 hour after attaching mirror 
base. 


— Carefully remove excess soft adhesive all around using spat- 
ula. 


— Then remove any remaining excess adhesive using a primer 
applicator or rag, saturated with cleaning solution. 


Installation of rain sensor and mirror 


— Mirror can be installed 2.5 hours after mirror base hasbeen 
attached! 


2.2.2 Interior Rearview Mirror with Rain Sen- 
sor 

Removing 

— In vehicles with rain sensor, switch ignition off. 


— Using trim removal wedge -3409- , operate lacking mecha- 
nism -1- of right cover cap -2-. 


— Remove right -2- and left cover caps -3- from, mirror base. 
— Disconnect the connector -4-. 


— Slide the interior rearview mirror downward out-of mount along 
the windshield. 


4 Rep. Gr.68 - Interior Equipment 
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Installation 

— Toinstall, perform the steps used for removal in reverse order. 
2.2.3 Interior Rearview Mirror 

Removing 


— Rotate the interior rearview mirror -1- 90° counterclockwise 
-arrow- and remove it from the adhesive plate -2-. 


2. Removal and Installation 5 
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Installation 
— Toinstall, perform the steps used for removal in reverse order. 


2.2.4 Interior Rearview Mirror Base Plate, 
without Rain Sensor, Installing 


Materials 
@ Glass-metal adhesive set “D 000 703 A1“ 


6 Rep. Gr.68 - Interior Equipment 
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1 - Window scraper (commercially available) 
2 - Blade (commercially available) 
— Remove retaining plate from mirror base. 


— Remove any PUR adhesive sealant from retaining plate using 
a wire brush. 


— Grind off the three spacer knobs on the adhesive surface using 
360 - 400 grit sand paper on a flat surface. 


— Keep sanded surface free of dirt and grease. 





— Remove the PUR adhesive sealant as well as the old glass/ 
paint primer up to the ceramic layer from the windshield with 
a scraper. 


— Clean adhesive surface with adhesive remover D 002 000 10 
or cleaning solution D 009 401 04. 


AN Caution 


Be careful not to damaged the ceramic coating because 
scratches are always visible. 





— Cut nylon mesh to exact dimensions of mirror base. 


B Note 


Protective gloves (rubber gloves) should be worn. 


— Spread thick layer of adhesive evenly on mirror base, 
— Lay nylon mesh on mirror base. 
— While continuing to apply adhesive with tube dab nylon mesh. 


30 seconds are available from laying the nylon mesh on the ad- 
hesive to pressing on the windshield. 


— Press mirror base (without force) onto windshield and hold for 
15 seconds. 


— Use a rag to remove excess adhesive. 


cae 


The interior rearview mirror can bezinstalled after 15 minutes. 
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2.3 Sill Panel Trim 
> “2.3.1 Sill Panel Trim, 2-door“, page 8 
> “2.3.2 Sill Panel Trim, 4-door“, page 9 


> “2.3.3 Trim, Wheel Housing, 4-door, Without Side Airbag, from 
06.05“, page 11 


> “2.3.4 Wheel Housing Trim, 4-door“, page 12 
2.3.1 Sill Panel Trim,c2-door 


(å) Note 


Removatand installation is described for the right side of the ve- 
hicle. Removing and installing on the left side is identical. 














Removing 


— Remove the rear bench seat from the front anchors. Refer to 
> “1.2.1 Bench Seat", page 294 . 


(å) Note 


It is not necessary to completely remove the rear seat bench. 





= Remove the sill panel strip -1-, the side trim and the door seal. 


B Note 


Cheek the seven clips for damage and replace them if necessary. 


8 Rep. Gr.68 - Interior Equipment 
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Installing 
— Install in reverse order of removal. 


2.3.2 Sill Panel Trim, 4-door 


(å) Note 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing on the right side is identical. 


Removing 


— Remove the rear bench seat from the front anchors. Refer to 
> “1.2.1 Bench Seat", page 294 . 


(è) Note 


It is not necessary to completely remove the rear seat bench. 


— Remove 4-door vehicle wheel housing trim in sill panel strip 
transition area from mount. 
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— Pull sill panel trim out of front sill panel and door seal piping. 





— Remove the guide -1- from the B-pillar lower. 

— Pull sill panel trim out of rear sill panel and door seal piping. 
— Remove the guide -2- from the B-pillar lower. 

— Open strap -3- and feed seat belt through it. 


(å) Note 


Check the six clip for damage and replace if necessary. 
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Installing 


— Install in reverse order of removal. 
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2.3.3 Trim, Wheel Housing, 4-door, Without 
Side Airbag, from 06.05 
(è) Note 


Removal and installation is described for the right side of the ve- 
hicle. Removing and installing on the left side is identical. 
Removing 


— Remove the seat bench. Refer to 
> “1.2.1 Bench Seat", page 294 . 


— Fold backrest forward. 





— Remove cover cap -1- from wheel housing trim -2-. 














= Remove the two bolts -1- (1.5 Nm). 

















— Remove,nut -1- (3.5 Nm). amy 
— Loosen trimin center from door seal mafding -arrow A= 
— Loosen upper aréa‘of.trim -arrow B- from mount: 

— Remove trim from window flange -2-. 

— Loosen trim in lower area -arrow C- from mountings. 


— Loosen trim from pins -3-. 


2. Removal and Installation 1 1 
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Installing 
— Install in reverse order of removal. 


2.3.4 Wheel Housing Trim, 4-door 


a Note 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing on the right side is identical. 
Removing 


— Remove the rear bench seat. Refer to 
=> “1.2.1 Bench Seat", page 294 


— Remove 4-door side upholstery: 


@ With rear side airbag, refer to 
> “1.2.3 Side Upholstery with Side Airbag, 4-door", 


page 296 


+ Without rear side airbag, through 06.05, refer to 
> “1.2.4 Side Upholstery, 4-door“, page 297 


— Remove the two bolts -1- (1.2 Nm). 


1 2 Rep. Gr.68 - Interior Equipment 
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— Remove clip -2- from body flange. 

— Pull trim -3- from door seal piping -4. 

— Remove the trim from the mounts<in sill panel strip -5-. 
— Remove the trim under the C-pillar trim. 


N68-10058 | 





Installing 


— Install in reverse order of removal. 


2. Removal and Installation 1 3 
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Trim 
> “2.4.1 Center Console, Basis, Golf from MY 04“, page 15 
> “2.4.2 Center Console, Basis, Golf from MY 09%, page 18 
> “2.4.3 Center Console, Basis, Golf from MY 09%, page 23 
> “2.4.4 Center Console, Highline, Golf from MY 04", page 27 
> “2.4.5 Center Console, Highline, Golf from MY 09", page 36 
> “2.4.6 Center Console, Highline, Golf fromjMY_09", page 46 
> “2.4.7 Cover, Center, Golf from MY 80“, page 49 
> “2.4.8 Cover, Center, Golf fromeMY 04“, page 50 
> “2.4.9 Cupholder, Center Console, Highline“, page 51 





























> “2.4.10 Cupholder, Center Console, Highline, Servicing", page 
52 


> “2.4.11 Decorative Trim, Instrument Panel, Golf from MY 04“, 
page 55 


> “2.4.12 Decorative Trim, Instrument Panel, Golf from MY 09%, 
page 56 


> “2.4.13 Driver Side Footwell Cover", page 57 

> “2.4.14 Driver Side Beft Trim“, page 58 

> “2.4.15 Driver Side Right Trim“, page 60 

> “2.4.16 Eyeglass Compartment in Headliner“, page 63 














> “2.4.17 Frame in Headtiner“, page 64 


> “2.4.18 Glove Compartment“, page 65 
> “2.4.19 Glove Compartment Lock Cylinder“, page 69 








> “2.4.20 Instrument Panel SidésCovers", page 70 


(Pm 
> “2.4.21 Mounting Bracket, Center Console, Golf from MY 20044) 
page 71 A 


> “2.4.22 Mounting Bracket, Center Console atradFootwell Trim, 
Rabbit from MY 09", page 75 


> “2.4.23 Storage Compartment/Ashtray, Golf from MY 04“, page 
80 


> “2.4.24 Storage Compartment/Ashtray, Golf from MY 09“, page 
81 


=> “2.4.25 Storage Compartment, Instrument Panel, Center, Golf 
from MY 09", page 81 


> “2.4.26 Steering Column Trim“, page 82 
> “2.4.27 Sun Visor“, page 83 


> “2.4.28 Trim, Instrument Panel, Center, Golf from MY 09“, page 
87 


> “2.4.29 Trim, Instrument Panel, Center, Golf from MY 04“, page 
87 


> “2.4.30 Trim, A/C and Heater Controls, Golf from MY 09", page 
88 


> “2.4.31 Vents, Instrument Panel, Center, Vehicles without Cli- 
matronic, Golf from MY 04“, page 89 

















> “2.4.32 Vents, Instrument Panel, Center, Vehicles with Clima- 
tronic, Golf from MY 04", page 91 


2.4.33 Ven Instr Im nt anel, Center, Golf from MY 09“, page 
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94 
2.4.1 Center Console, Basis, Golf from MY 04 


Removing 
— Switch off ignition. 
Vehicles with automatic transmission 


— Loosen the selector lever boot off the cover. Refer to > Au- 
tomatic Transmission; Rep. Gr. 37 ; Removal and Installation 


Vehicles with manual and DSG transmission 


— Loosen the selector lever boot off the cover. Refer to > Manual 
Transmission; Rep. Gr. 34 ; Removal and Installation 


All vehicles 


— Remove parking brake lever trim. Refer to => Brake System; 
Rep. Gr. 46 ; Removal and Installation . 


— Remove the two lining mats -1- from extension -3-. 
— Remove the three bolts -2- (1.5 Nm). 
— Loosen extension from mounts. 


— Pull parking brake lever extension forward through opening. 
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V Golf 2004 > , Golf 2009 > 
Body Interior - Edition 05.2011 
— Remove gear selector insulation -1- from center console. 


— Remove the two bolts -2- (1.5 Nm). 


— Remove storage compartment -3- from center console and 
(depending on vehicle equipment) disconnect wiring harness- 
es. 


a Note 


An ashtray may be installed instead of the storageeompartment 








-3-,rémoyal is the same. 
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— Unclip cover -1- from trim using a small screwdriver. 
— Remove bolt -2- (1.5 Nm). 
— Pull left footwell trim -3- out of mounts. 


B Note 


Removal of right footwell trim is identical. 


1 6 Rep. Gr.68 - Interior Equipment 
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— Using the Trim Removal Wedge -3409- , unclip the trim panels 
-4- on both sides in the area of the retainers. 


3409 — 


4 
nase” AG. VokSp%fen AG doe 
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Z S 
E > 
— Remove the two'bolts -1- and -2- (1.5 Nm). 3 
— Remove the two bolts,-3- and -4- (1.5 Nm). i S 
“Aa or 
— Remove bolt -5- (1.5 Nm). “9p aoe a enone 


104g ‘OW yet 


a Note 


Install the bolts in the following sequence: -1-, -2-, -3-, -4- and -5-. 


— Remove center console from vehicle. 
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Installation 
— To install, perform the steps used for removal in reverse order. 


2.4.2 Center Console, Basis, Golf from MY 09 


Removing 
— Switch off ignition. 
Vehicles with automatic transmission 


— Loosen the selector lever boot off the cover. Refer to > Au- 
tomatic Transmission; Rep. Gr. 37 ; Removal and Installation 


Vehicles with manual and DSG transmission 


— Loosen the selector lever boot off the cover. Refer to > Manual 
Transmission; Rep. Gr. 34 ; Removal and Installation 


All vehicles 


— Remove parking brake lever trim. Refer to => Brake System; 
Rep. Gr. 46 ; Removal and Installation . 


— Remove the trim in the center of the instrument panel (Golf 
from MY 09). Refer to 
> “2.4.28 Trim, Instrument Panel, Center, Golf from MY 09%, 


page 87 


1 8 Rep. Gr.68 - Interior Equipment 
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Remove the trim around the A/C.and heater controls (Golf from 
MY 09). Refer to 
=> “2.4.30 Trim, A/C and Heater Controls, Golf from MY 09“ 


page 88 


Remove the center cover (Golf from MY 09). Refer to 
> “2.4.7 Cover, Center, Golf from MY 00“, page 49 


Remove the two ining mats -2- from extension -4-. 








Remove lining mat -5- from center console. 


Remove the “AUX IN socket" -1-, if equipped. Refer to> Com- 
munication; Rep. Gr. 91 ; Removal and Installation 


Remove the three bolts -3- (1.5 Nm). 
Loosen extension from mounts. 


Pull parking brake lever extension forward through opening. 
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If the vehicle has a manual transmission, remove the noise 
insulation and shift mechanism -3- in the center console. 


Remove the two bolts -2- (1.5 Nm). 


Remove the ashtray -1- from center console and (depending 
on vehicle equipment) disconnect the wiring harnesses. 


2. Removal and Installation 1 9 
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The vehicle may have a storage compartment in place of an ashtray -1-. Removing the storage com, 
Is identical to removing the ashtray. 


„\ purposes, in part Orin Wh 


N68- 10360 


— Remove bolt -1- (1.5 Nm). 
— Pull left footwell trim -2- out of mounts. 


[4] Note 


+è Removal of right footwell trim is identical. 
+è Be sure to install the footwell trim panel -2- into the retainer -3- first. 
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— Remove the two bolts -4- (1.5 Nm). 
— Remove bolt -3- (1.5 Nm). 
— Remove the two bolts -2- (1.5 Nm). 


— Remove the cover on the center console -1- 
-in direction of arrow-. 


a Note 


Install the bolts in the following sequence: -2-, -3- and -4-. 


2. Removal and Installation 21 
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— Remove center console -1- from vehicle. 


a Note 


Make sure the center console locks securely into the mounts -arrows- in the instrument panel. 


le 


22 Rep. Gr.68 - Interior Equipment 


B 


od 


Golf 2004 > , Golf 2009 > 
Interior - Edition 05.2011 





Installation 
— Toinstall, perform the steps used for removal in reverse order. 


2.4.3 Center Console, Basis, Golf from MY 09 


[a] Note 


On the Golf from MY¥609 it is not necessary omer ve the centér 
control in order to remove,the instrument pa The center con- 
sole can be loosened and then;ogushed toward the rear. 
Detachment 

— Switch off ignition. 

Vehicles with automatic transmission 


— Loosen the selector lever boot off the cover. Refer to > Au- 
tomatic Transmission; Rep. Gr. 37 ; Removal and Installation 


Vehicles with manual and DSG transmission 


— Loosen the selector lever boot off the cover. Refer to > Manual 
Transmission; Rep. Gr. 34 ; Removal and Installation 
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All vehicles 


Remove the trim in the center of the instrument panel (Golf 
from MY 09). Refer to 
> “2.4.28 Trim, Instrument Panel, Center, Golf from MY 09°, 


page 87 
Remove the trim around.the A/C and heater controls (Golf from 


MY 09). Refer to 
> “2.4.30 Trim, A/C aad Heater Controls, Golf from MY 09%, 


page 88 


Remove the center cover (Golf from MY 09). Refer to 
> “2.4.7 Cover, Center, Golf from MY 00“, page 49 


If the vehicle has as¢manual transmission, remove the noise 
insulation and shifttmechanism -3- in the center console. 


Remove the two bolts -2- (1.5 Nm). 


Remove the ashtray-1- from center console and (depending 
on vehicle equipment) disconnect the wiring harnesses. 











a Note 


The vehicle may have a storage compartment in place of an ashtray -1-. Removing the storage compartment 
Is identical to removing the ashtray. 


24 Rep. Gr.68 - Interior Equipment 
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Remove bolt -1- on both sides of the center console (1.5 Nm). 


It is not necessary to remove the footwell trim -2-. 
It is likewise not necessary to remove the trim in the right foot- 
well. 


B Note 


Make sure the footwell trim -2- fits securely in the mount -3- when installing the center console. 
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— Remove the two bolts -4- (1.5 Nm). 


— Remove the liner from the center console and then remove the 
bolt -3- (1.5 Nm). 


— Remove the two bolts -2- (1.5 Nm). 


— Remove the cover on the center console -1- 
-in direction of arrow-. 


(å) Note 


Install the bolts in the following sequence: -2-, -3- and -4-. 
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— Move the center’console all the way to the rear. 


Mounting a 
— Attachment is performed accordingly in the reverSe.order of 
removal. 


2.4.4 Center Console, Highline, Golf from MY 
04 

Removing 

— Switch off ignition. 

Vehicles with automatic transmission 


— Loosen the selector lever boot off the cover. Refer to > Au- 
tomatic Transmission; Rep. Gr. 37 ; Removal and Installation 


Vehicles with manual and DSG transmission 


— Loosen the selector lever boot off the cover. Refer to > Manual 
Transmission; Rep. Gr. 34 ; Removal and Installation 


All vehicles 


— Remove parking brake lever trim. Refer to > Brake System; 
Rep. Gr. 46 ; Removal and Installation . 
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Vehicles with CD changer. 





— Remove CD changer -1- = Communication; Rep. Gr. 91 ; 
Removal and Installation 


— Remove lining mat -2- from storage compartment. 
— Remove bolt -3- (1.5 Nm). 


|IN68-10063 





Vehicles with cooled storage compartment 

— Remove lifing mat -1- from storage compartment. 

— Remove cover -2- out of mounts in storage compartment. 
— Remove bolt -3- (1.5 Nm). 
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All vehicles 


— Open beverage holder -1- and remove two bolts -2- (1.5 Nm). 
— Pull cup holder out of center console. 


a Note 


The cupholder must be closed when inserting it into the center console. Then open it and install the two screws 
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— Remove trim panel -1- from mounts in lower area -arrow-. 


— Remove trim panel from mounts in center console in upper 
area. 
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— Remove the bolts -1- and -2- (1.5 Nm), = 


— Release extension -3- from mounts in lowér-area. 
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— Remove gear selector insulation -1- from center console. 
— Remove the two bolts -2- (1.5 Nm). 


— Remove storage compartment -3- from center console and 
(depending on vehicle equipment) disconnect wiring harness- 
es. 


a Note 


An ashtray may be installed instead of the storage compartment -3-, removal Is the same. 
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Unclip cover -1- from trim using a small screwdriver. 
— Remove bolt -2- (1.5 Nm). 


Pull left footwell trim -3- out of mounts. 


B Note 


Removal of right footwell trim is identical. 


Using the Trim Removal Wedge -3409- , unclip the trim panels 
-4- on both sides in the area of the retainers. 
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n 
— Remove lining mat -1 from storage compartment. 


- Remove the two bolt&-2- and -3- (1.5 Nm). 
E 
- Remove the two bolts =4- and -5- (1.5 Nm). 


E 
- Remove bolt -6- (1.5 Nm). 


O 
% 
B 
Note % 
o 
Install the screws in this sequence: “2, -3-, -4-, -5- and -6- 
US, 


J G 
- Remove center console from vehicle. 94 Oe 
e ł99)0] 
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- Remove bolts -1-, -2-, -3- And -4- (1.5 Nm). 


— Remove center console trim carrier -5- from vehicle. 
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Installation 5 
— Toinstall, perform the steps used for removal in reverse order. 


2.4.5 Center Console, Highline, Golf from MY 
09 

Removing 

— Switch off ignition. 

Vehicles with automatic transmission 


— Loosen the selector lever boot off the cover. Refer to > Au- 
tomatic Transmission; Rep. Gr. 37 ; Removal and Installation 


Vehicles with manual and DSG transmission 


— Loosen the selector lever boot off the cover. Refer to > Manual 
Transmission; Rep. Gr. 34 ; Removal and Installation 


All vehicles 


— Remove parking brake lever trim. Refer to => Brake System; 
Rep. Gr. 46 ; Removal and Installation . 


— Remove the trim in the center of the instrument panel (Golf 
from MY 09). Refer to 
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> “2.4.28 Trim, Instrument Panel, Center, Golf from MY 09“, 





page 87 


Remove the trim around the A/C and heater controls (Golf from 
MY 09). Refer to 
> “2.4.30 Trim, A/C and Heater Controls, Golf from MY 09%, 





page 88 


Remove the center cover (Golf from MY 09). Refer to 
> “2.4.7 Cover, Center, Golf from MY 00“, page 49 





Vehicles without CD changer 


Remove lining mat -1- from storage compartment. 


Remove the “AUX IN socket" -2-, if equipped. Refertas 


munication; Rep. Gr. 91 ; Re and Installation 







Remove the cover -4- from the mounts in storage compart- 
ment. PA 


Remove bolt -3- (181 Nm). 
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Vehicles with CD changer. 


Remove the CD changer -1-. Refer to => Communication; Rep. 
Gr. 91 ; Removal and Installation 
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— Remove lining mat -2- from storage compartment. 
— Remove bolt -3- (1.5 Nm). 
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All vehicles 
— Open beverage holder -1- and remove two bolts -2- (14,Nm). . 
— Pull cup holder out of center console. a 


a Note 


The cupholder must be closed when inserting it into the center console. Then open it and install the two screws 
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— Remove trim panel -1- from mounts in lower area -arrow-. 


~ 
— Remove trim panel from mounts in center console in upper 
area. S 
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- Remove the “AUX IN socket“ -1-, if equipped. Refer to= Com- X 

munication Gr. 91 ; Removal and Installation . S 
— Remove the batts -2- and -3- (1.5 Nm). £ 
9 
- Release extension- Az from mounts in lower ow 
uasa or 
on wore 
280), “OV yooe™ 
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— Ifthe vehicle-has a manual transmission, remove the noise S 
insulation and’shift mechanism -3- in the center console. S 
2 X 
— Remove the two bolts -2- (1.5 Nm). se 
2 





K 
X 
— Remove the ashtray “4rom center console a epending \«*"” 
hicl i t) disc t the wiring h Ses, o 
on vehicle equipment) öfnepkthe g = SES on 


a Note 


The vehicle may have a storage compartment in place of an ashtray -1-. Removing the storage compartment 
Is identical to removing the ashtray. 
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p 
- Reņióve bolt -1- (1.5 Nm). 





Ç 
Re ; Z, 
- Pull left footwell trim -2- out of mounts. % 
Q Z. 
x Z 
% 
Note a 
= Removal of right footwell trim is identical. O 
ra © 
< @ Be sure to install the footwell trim panel -2- into the retainer -3- first. = 
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— Remove lining mat -4- from storage compartment. 
— Remove bolt -5- (1.5 Nm). 

— Remove the two bolts -3- (1.5 Nm). 

— Remove the two bolts -2- (1.5 Nm). 


— Remove the cover on the center console -1- 
-in direction of arrow-. 


B Note 


Install the bolts in the following sequence: -2-, -5- and -3-. 
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D. 
%, $ x 
— Remove center'console -1- from vehi poe 


Iba ON 
8014 “OW yooe™ 


a Note 


Make sure the center console -1- locks securely into the mounts in the instrument panel -arrows-. 
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$ 
% S 
- Remove bolts -1-, -2-, -3- and -4- (1.5 Nm). = 
A , SR 
- Remove center console trim €arrier -5- from vehicle. g 
EZ 
K o> 
S% ow 
6 
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=On the Golf trom MY 09 it is not necessary to remove the center 
S Scontrol in order to remove the instrument panel. The center con- 
£ sole can be loosened and then pushed toward the rear. 


Loosen the selector lever boot off the cover. Refer to > Au- 
& tomatic Transmission; Rep. Gr. 37 ; Removal and Installation 


Vehicles with manual and DSG transmission 


= Loosen the selector lever boot off the cover. Refer to > Manual 
Tag Rep. Gr. 34 ; Removal and Installation 


All vehicles: we 
— Remove théåtrim i in the center of the fnStrument panel (Golf 
from MY 09). Refer to wore 


td D 
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> “2.4.28 Trim, Instrument Panel, Center, Golf from MY 09“, 
page 87 


— Remove the trim around the A/C and heater controls (Golf from 
MY 09). Refer to 
> “2.4.30 Trim, A/C and Heater Controls, Golf from MY 09%“, 


page 88 


— Remove the center cover (Golf from MY 09). Refer to 
> “2.4.7 Cover, Center, Golf from MY 00“, page 49 


— If the vehicle has a manual transmission, remove the noise 
insulation and shift mechanism -3- in the center console. 


— Remove the two bolts -2- (1.5 Nm). 


— Remove the ashtray -1- from center console and (depending 
on vehicle equipment) disconnect the wiring harnesses. 


(å) Note 


The vehicle may have a storage compartment in place of an ashtray -1-. Removing the storage compartment 
is identical to removing the ashtray. 


> 
~~ 
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— Remove bolt -1- on both sides of the center console (1.5 Nm). 
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— Itis not necessary to remove the footwell trim -2-. 





— Itis likewise not necessary to remove the trim in the right foot- 


well. 
AG. Volkswagen 
N N agen alg does Nor 
Note > Qa, 
or ay, 
XS Q 
Make sure the footwell trim -2- fits sécurely in the mount -3- when installing the center console. 
we a ee 
S Ox 
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— Remove lining mat -4- from storage compartment. 
— Remove bolt -5- (1.5 Nm). 

— Remove the two bolts -3- (1.5 Nm). 

— Remove the two bolts -2- (1.5 Nm). 


— Remove the cover on the center console -1- 
-in direction of arrow-. 


(å) Note 


Install the bolts in the following sequence: -2-, -5- and -3-. 
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O 
3 
Move the center console all the way to the rear. 
g 
no 
Q 


Yp 


— Attachment is performed score in the reverse order of 


removal. 


2.4.7 Cover, Center, Goif from MY 00 


Removing b 
~~ 


Remove the trim in the center of the instrument panel (Golf 


from MY 09). Refer to 
> “2.4.28 Trim, Instrument Panel, CenterGolt from MY 09“, 


page 87 
Remove the trim around the A/C and heater controle (Gol from 


MY 09). Refer to 
=> “2.4.30 Trim, A/C and Heater Controls, Golf from MY geog 


page 88 
Pry the trim out the rear mounts in the instrument panel using 
the trim removal wedge -3409- . 


Remove the trim -in direction of arrow- from the front mounts. 
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Installing 
— Toinstall, perform the steps used for removalin, reverse order. 
Y 


2.4.8 Cover, Center, Golf from MY 04, 


Removing Jo 
3. 
— Lift cover -1- out of mounts using trim removal wedge -3409- . i 


iy, 
MA, eS 
Də, fo 
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Installing g 
- To install, perform the steps used før removal in reverse order. 


2.4.9 Cupholder, Center Console, Highline 

— Switch off ignition. S 

Removing 

All vehicles s 

— Open beverage holder -1- and remove two bolts -2- (1.5 Nm). 


— Pull cup holder out of center console. 


a Note 


The cupholder must be closed when inserting it into the center console. Then open it and install the two sore ws 


Ò 
A 
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Installing 
— To install; perform the steps used for removal in reverse order. 


2.4.10 Cupholder, Center Console, Highline, 
Servicing 


If a cupholdeķris loose or has fallen out, it is not always necessary 
to replace it. It may be possible to service it. 
Checking if Repair is Possible 


A partial replacement should only be done if servicing is not pos- 
sible, for exampleşbecause components are too heavily de- 
formed, broken, broKen off or damaged in any other way and 
correct function of theccupholder can no longer be ensured be- 


cause of this. iy 
— Remove Highline center Console cupholder. reer 
> “2.4.9 Cupholder, Center Console, Highline“, p 51 


52 Rep. Gr.68 - Interior Equipment 


Golf 2004 > , Golf 2009 > 
Body Interior - Edition 05.2011 





— Loosen cover -1- from cupholder -arrow-. 

















— Check all four cupholder mounting points -1- for damage. 


— If amounting point -2- is bént up sharply, replace cupholder. 


a Note 


The cupholder should be replaced if there is any further damage to components that affects proper cupholder 
function. 
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Cupholder, Servicing 





— Insert lower cover -1- over outer mounting pins. -2- and -3- in 
cupholder. 


— Position mounting pins -4- in fronPof mount -5-. 


— Insert the upper section -6-.over the pins -7- and mounting pins 
-8- in the cupholder. 


— This places the mount -9- in front of the pins -10-. 





— Close cupholder, engaging mounts -1- and -3- automatically 
with corresponding pins -2- and -4-. 


— Open cupholder and insert cover. 
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Cupholder, Installing 
— Toinstall, perform the steps used for removal in reverse order. 


2.4.11 Decorative Trim, Instrument Panel, Golf 
from MY 04 


B Note 


Trim is only installed with “Highline“ version. 


Removing 


— Pry trimpanels -1- and - 2-out of instrument panel on driver 
side usifg trim removal wedge -3409- . 


— Pry trim panel -3- out of mounts on front passenger side using 
trim removal wedge -3409- . 
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Installing 
— Toinstall, perform the:steps used for removal in reverse order. 


2.4.12 Decorative Trim, Instrument Pangi] Goif 
from MY 09 


Removing 


Driver side 


— Pry trim panels -1- and - 2-out of instrument panel on driver 
side using trim removal wedge -3409- . 


Passenger side 


— Pry the passenger trim -4- out of mounts using trim removal 
wedge -3409- -arrow A-. Begin on the outside. 


— Remove the tension strap clips -3- and -5- from the glove 
compartment -arrow B-. 
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Installing 


-— To install, perform the steps used for removal in reverse order. 


2.4.13 Driver Side Footwell Cover 


Removing 


Switch off ignition. 
Remove the two bolts -1- (1.5 Nm). 


Remove cover from mounts and disconnect wiring harness 
from footwell lights. 


Press the two locking mechanisms -arrows- and disconnect 
diagnostic connector from cover. 


N6&8-10372 
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Installing 


To install, perform the steps used for removal in reverse order. 


2.4.14 — Driver Side Left Trim 


Removing 


a Note 


For reasons of clarity, the steering wheel is not depicted in the 
illustration, it is not necessary to remove it. 


Switch off ignition. 


Remove side instrument panel cover on front passenger side. 
Refer to > “2.4.20 Instrument Panel Side Covers“, page 70 


Press rotary light switch toward front, rotate it toward right until 
it stands vertically, now pull it out and disconnect wiring har- 
ness. 


Remove the steering column trim gap cover from instrument 
panel. Refer to > “2.4.26 Steering Column Trim“, page 82 . 
It is not necessary to remove the complete steering column 
trim. 
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Golf from MY 09 


— Remove the instrument cluster. Refer to > Electrical Equip- 
ment; Rep. Gr. 90 ; Removal and Installation . It is not 
necessary to disconnect the wiring harness. 


All vehicles 

— Remove storage compartment -1- from mounts. 
— Remove the two bolts -2- (1.5 Nm). 

— Remove the two bolts -3- (1.5 Nm). 

— Remove bolt -4- (1.5 Nm). 


— Disengage trim panel from instrufnent panel and remove the S9 
wiring harness from the headlamp range control. Ts, 


S 
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Installing 
— Toinstall, perform the steps used for removal in reverse order. 


B Note 


When installing, bolts must be installed in the sequence -2-, -3- and -4- (1.5 Nm). 
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2.4.15 Driver Side Right Trim 


Removing 
— Switch off ignition. 


— Remove side instrument panel cover on front passenger side. 
Refer to > “2.4.20 Instrument Panel Side Covers“, page 70 


— Remove right trim panel on driver side. Refer to 
> “2.4.14 Driver Side Left Trim“, page 58 


Golf from MY 04 


— Remove the center cover (Golf from MY 04). Refer to 
> “2.4.8 Cover, Center, Golf from MY 04", page 50 


Golf from MY 09 


— Remove the trim in the center of the instrument panel (Golf 
from MY 09). Refer to 
> “2.4.28 Trim, Instrument Panel, Center, Golf from MY 09%, 


page 87 
— Remove the trim around the A/C and heater controls (Golf from 


MY 09). Refer to 
> “2.4.30 Trim, A/C and Heater Controls, Golf from MY 09“, 


page 88 
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— Remove the center cover (Golf from MY 09). Refer to 
> “2.4.7 Cover, Center, Golf from MY 00“, page 49 


Vehicles with automatic transmission 





— Loosen the selector lever boot off the cover. Refer to > Au- 
tomatic Transmission; Rep. Gr. 37 ; Removal and Installation 


Vehicles with manual and DSG transmission 


— Loosen the selector lever boot off the cover. Refer to > Manual 
Transmission; Rep. Gr. 34 ; Removal and Installation 


— Remove the storage compartment or ashtray (Golf from MY 
09). Refer to 
> “2.4.24 Storage Compartment/Ashtray, Golf from MY 09“, 


page 81. 


— Remove the cover from the center console. It is not necessary 
to remove the entire center console. 


+ Basic: 
> “2.4.2 Center Console, Basis, Golf from MY 09", page 18 


@ Highline: 
> “2.4.5 Center Console, Highline, Golf from MY 09“, 
page 36 


All vehicles 
— Remove bolts -1-, -2-, -3- and -4- (485 Nm). 


— Using trim removal wedge -3409-S disengage trim panel from 
mounts. 








k 
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Installing 
— Toinstall, perform the steps used for removal in reverse order. 


a Note 


When installing, bolts must be installed in the sequence -1-, -2-, -3-, and -4- (1.5 Nm). 


5 


62 Rep. Gr.68 - Interior Equipment 


Golf 2004 > , Golf 2009 > 
Body Interior - Edition 05.2011 





2.416 Eyeglass Compartment in Headliner 


Removing 


[a] Note, 





compartment. 


— Open the eyeglass compartment. 


There are two slots -arrows- on the top of the eyeglass compart- 
ment. 


— Unlock the retainers -1- and -2- in the left slot. 
— Unlock the retainers -3- and -4- in the right slot. 


— Loosen the eyeglass compartment from the bracket in the 
headliner. 
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Installing 


Install the eyeglass compartment into the bracket and latch it 
into place. 


2.4.17 Frame in Headliner 


B Note 


The frame is installed between the sun visors. 


Removing 


Switch off the ignition. 


Remove the front interior lamp -W1- . Refer to > Electrical 
Equipment; Rep. Gr. 96 ; Removal and Installation . 


Remove the eyeglass compartment. Refer to 
> “2.4.16 Eyeglass Compartment in Headliner“, page 63 . 


Remove the two bolts -4- (2 Nm). 


It is not necessary to remove the sun visor -1- or the grab 
handles -2- and -3-. 
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— Remove the 2 additional screws from the eyeglass compart- 
ment (2 Nm) and remove the frame from the mount. 
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Installing 
— To install, perform the steps used for removal in reverse order. 


2.4.18 = Glove Compartment 


Removing 
— Switch off ignition. 


— Remove side instrument panel cover on front passenger side. 
Refer‘to > “2.4.20 Instrument Panel Side Covers“, page 70 


— Remove the center trim from the A-pillar on the passenger 
side. Refer to > “2.6.2 Center A-Pillar Trim“, page 225 


— Remove'the lower trim from the A-pillar on the passenger side. 
Refer to 
> “2.6.5 Lower A-Pillar Trim, Passenger Side“, page 228 


Golf from MY 04 
— Remove the centér,cover (Golf from MY 04). e to 





> “2.4.8 Cover, Center, Golf from-MY 04“, pag 
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Golf from MY 09 

— Remove instrument panel center trim. Refer to 
> “2.4.28 Trim, Instrument Panel, CenteroGolf from MY 09'S 
page 87 


— Remove the trim around theA/C and heater controls. Refer to 
> “2.4.30 Trim, A/C and Heater Controls, Golf from MY 09“, 


page 88 


— Remove the center:cover (Golf from MY 09). Refer to 
> “2.4.7 Cover, Center, Golf from MY 00“, page 49 


Vehicles with automatic transmission 





— Loosen the seléctor lever boot off the cover. Refer to > Au- 
tomatic Transmission; Rep. Gr. 37 ; Removal and Installation 


Vehicles with manual and DSG transmission 


— Loosen the selector lever boot off the cover. Refer to > Manual 
Transmission; Rep. Gr. 34 ; Removal and Installation 


— Remove the storage compartment or ashtray (Golf from MY 
09). Refer to 
> “2.4.24 Storage Compartment/Ashtray, Golf from MY 09*, 


page 81. 
— On the Golf from, MY 09, remove the two bolts -2- (1.5 Nm). 


— Remove the cover.on the center console -1- 
-in direction of arrow-. 


» le 
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— On vehicles with a headlamp range control module -J431- or 
a headlamp range/cornering lamp control module -J745- , re- 
move the bolt -1- (1.5 Nm). 
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All vehicles 
— Remove the 7 bolts -1-, -2-, and -3- (1.5 Nm) 
— Slide the glove compartment all the way out -arrow A-. 


— Disengage the glove compartment from the instrument panel 
-arrow B-. 


— Disconnect wiring harness from lights and contact switch. 


— In vehicles with glove compartment cooling, disconnect A/C 
channel from glove compartment. 
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— In vehicles with footwell lights, disconnect wiring harness from 
lights. 
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Installing 
— Toinstall, perform the steps used for removal in reverse order. 
Storage Compartment Cover, Retrofitting 


The self in the glove compartment for the Owner's Manual is not 
designed to hold small items. There is a “cover* that can be in- 
stalled and can be used to hold small items. 


* The glove compartment is removed. 
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— Install the “cover“ -1- in the back of the owner's manual slot. 




















2.4.19 Glove Compartment Lock Cylinder 


Removing 
— Open glove compartment. 


[a] Note 


It is not possible to remove separately from lock cylinder'-1-, releasé' button -2- must be replaced. 


— Remove the screw -3- and pull the release button -2- out of 
the release button. 
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Installing 
— Toinstall, perform the steps used for removal in reverse order. 


2.4.20 Instrument Panel Side Covers 


Removing 


— Using the Trim Removal Wedge -3409- , pry the right side of 
the instrument panel Gover -1- out of the retainers. 


— Using the Trim Removal Wedge -3409- , pry the left side of the 
instrument panel cover -2- out of the retainers. 


70 Rep. Gr.68 - Interior Equipment 


Golf 2004 > , Golf 2009 > 
Body Interior - Edition 05.2011 





| N68-10044 | 





Installing 
— Toinstall, perform the steps used for removal in reverse order. <> 


2.4.21 “Mounting Bracket, Center Console, Golf 
from MY 2004 wr 


Removing on Vehicles with Front Cente restand 2 Air Vents 
in Center Console nude Ov 


— Switch off ignition. 


— Remove center console. Refer to 
> “2.4.4 Center Console, Highline, Golf from MY 04", 


page 27. 


— Remove two nuts -1- (8 Nm) and remove mounting bracket 
-2-, 
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Removing on Vehicles without Front Center Armrest and without 
2 Air Vents in Center Console 


Vehicles with automatic transmission 


— Loosen the selector lever boot off the cover. Refer to > Au- 
tomatic Transmission; Rep. Gr. 37 ; Removal and Installation 


Vehicles with manual and DSG transmission 


— Loosen the selector lever boot off the cover. Refer to >oManual 
Transmission; Rep. Gr. 34 ; Removal and Installation, 


— Remove the storage compartment/ashtray (Golf from MY 04 Js a 
Refer to Ay, 
> “2.4.23 Storage Compartment/Ashtray, Golf from MY 04“, 


page 80 . 
— Unclip cover -1- from trim using a small screwdriver. 


— Remove bolt -2- (1.5 Nm). 
— Pull left footwell trim -3- out of mounts. 





— Remove the right trim panel, foot well, removal is identical 


— Itis not necessary to remove the trim -4- on both sides. 
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Remove the two bolts -3- 


and -4- (1.5 Nm). 


, -2- and -5- in order to 


Ẹ 


It is not necessary to remove the bolts 
remove the center console mounting bra 
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— Remove two nuts -1- (8 Nm) and remove mounting bracket 
-2-, 
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Installation 


— Install in reverse order of removal. 


2.4.22 Mounting Bracket, Center Console and 
Footwell Trim, Rabbit from MY 09 


Removing on Vehicles with Front Center Armrest and 2 Air Vents 
in Center Console 


— Switch off ignition. 


— Remove center console. Refer to 
> “2.4.5 Center Console, Highline, Golf from MY 09", 


page 36. 


— Remove the two nuts -3- (8 Nm) and remove the center con- 
sole mounting bracket -2-. 


— Remove the nut -4- (2.5 Nm) and remove the footwell trim 
panel mounting bracket -1-. 


B Note 


Removing the right footwell trim panel mounting bracket it identical. 
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Removing on Vehicles without Front Center Armrest and without = 
2 Air Vents in Center Console È 

o o 
— Switch off ignition. co S 

Vy X 
Vehicles with automatic transmission 2 
- Loosen the selector lever boot off the-cover. Refer to > Au or 
tomatic Transmission; Rep. Gr. 37 ; Rémoyal and Installati wore’ 


a0, A Ue 
Vehicles with manual and DSG transmission d oe 


— Loosen the selector lever boot off the cover. Refer to > Manual 
Transmission; Rep. Gr. 34 ; Removal and Installation 


— Ifthe vehicle has a manual transmission, remove the noise 
insulation and shift mechanism -3- in the center console. 


— Remove the two bolts -2- (1.5 Nm). 


— Remove the ashtray -1- from center console and (depending 
on vehicle equipment) disconnect the wiring harnesses. 


(å) Note 


The vehicle may have a storage compartment in place of an ashtray -1-. Removing the storage compartment 
is identical to removing the ashtray. 
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Remove bolt -1- (1.5 Nm). 
Pull left footwell trim -2- out of mounts. 


Dro 
© 
wv 


+ Remo val of right footwell trim is identical. 
2- into the retainer -3- first. 
` 


+è Be suréto, install the footwell trim pa 
K 
or 


Moy 

AN 

Hons ones 
81014 “OW yee 
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— Remove the two bolts -3- (1.5 Nm). 


It is not necessary to remove the bolts -2- and -5- in order to re- 
move the bracket. 


It is not necessary to remove the liner -4-. The -arrow- in the il- 
lustration is not important. 
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IDa 5 mone 
— Remove the two nuts*43-;(8 Nm) and.reméve the center con- 
sole mounting bracket -2-. 


— Remove the nut -4- (2.5 Nm) and remove the footwell trim 
panel mounting bracket -1-. 


[a] Note 


Removing the right footwell trim panel mounting bracket it identical. 
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Installation 
— Install in reverse order of removal. 


2.4.23 Storage Compartment/Ashtray, Golf 
from MY 04 

Removing 

— Switch off ignition. 

Vehicles with automatic transmission 


— Loosen the selector lever boot off the cover. Refer to > Au- 
tomatic Transmission; Rep. Gr. 37 ; Removal and Installation 


Vehicles with manual and DSG transmission 


— Loosen the selector lever boot off the cover. Refer to > Manual 
Transmission; Rep. Gr. 34 ; Removal and Installation 
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— Remove the two bolts -1- (1.5 Nm). 


— Remove storage compartment -2- from center console and 
(depending on vehicle equipment) disconnect wiring harness- 
es. 


B Note 


An ashtray may be installed instead of the storage compartment, 
removal Is the same. 











Installing 








— Toinstall, perform the steps used for removal in reverse order. 


2.4.24 Storage Compartment/Ashtray, Golf 
from MY 09 

Removing 

— Switch off ignition. 

Vehicles with automatic transmission 


— Loosen the selector lever boot off the cover. Refer to > Au- 
tomatic Transmission; Rep. Gr. 37 ; Removal and Installation 


Vehicles with manual and DSG transmission 


— Loosen the selector lever boot off the cover. Refer to > Manual 
Transmission; Rep. Gr. 34 ; Removal and Installation 


All vehicles 
— Remove the two bolts -1- (1.5 Nm). 


— Remove the ashtray -2- from center console and (depending 
on vehicle equipment) disconnect the wiring harnesses. 


a Note 


A storage compartinent may be installed in place of an ashtray. °<. 
Removing the storage compartment is identical to removing the 
ashtray. 














Installing 





— Toinstall, perform the steps used for removal in reverse order. 


2.4.25 Storage Compartment, Instrument Pan- 
el, Center, Golf from MY 09 


Removing 
— Switch off ignition. 


— Remove the trim in the center of the instrument panel (Golf 
from MY 09). Refer to 
> 2.4.28 Trim, Instrument Panel, Center, Golf from MY 09%, 


paĝe 87 


— Remove the radio, if equipped. Refer to > Communication; 
Rep. Gr. 91 ; Removal and Installation . 


— Removethe four bolts -2- (1.5 Nm). 


— Remove théstorage compartment -1- from the instrument 
panel. ) 
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Installing Th. ce 
— Toinstall, perform the steps used for remov reverse orders 
ooy oñ 
à . AÑ 
2.4.26 Steering Colúmn Trim ur" 


Removing 


a Note 


For reasons of clarity, the steering wheel is not depicted in the 
illustration, it is not necessary to remove it. 

— Remove the cover -1- and steering column trim -2-. 

— Remove bolt -3- (1.5 Nm). 

— Remove the two bolts -4- (1.5 Nm). 


— Remove lower steering column trim -5- from mounts. 
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Installing J 
— Toinstall, perform the’steps used for removal in reverse order. 


2.4.27 Sun Visor “e F 


[a] Note 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing on the right side is identical. 


Removing 
— Switch off ignition. 


B Note 


It is not necessary to remove the bolt -3- and the sun visor mount -6-if only the sun visor is being removed. 


— Using a small screwdriver, open cover caps -1- and -2-. 
— Remove the bolts -3- and -4- (2 Nm). 


2. Removal and Installation 83 


Golf 2004 > , Golf 2009 > 
Body Interior - Edition 05.201 1 











— > Carefully pull sun visor mount -1- out of mount. 


AN Caution 


Hold the sun visor. Do not let it hang by the wiring harness. 





= Grasp sun visor wiring harness -1- with thumb and forefinger 
as shown in area by headliner opening. 
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AN Caution 


When removing connector from clips as follows, it is possible 
that the wiring harness may-be damaged. If this is the case, 
the connector will need to be-yanked out of the clip. For this 
reason, carefully pull the connector out with one hand while 
supporting yourself with the other hand on the vehicle. This 
evens out the pulling force. 





— Hold onto roof grab handle firmly, ther-pull lightly on wiring 


es 
harness in direction of windshield until connector comes out A 
of clip in headliner. = 


— Carefully pull connector -1- out through opening in headliner, 
pulling out just far enough until connector is located closely 
beneath headliner. 
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AN Caution 


@ Do not pull the.connector further, since the excess length 
of flat wire -2</s limited and there is a hazard it will shear 





off. 


+ Flat wirè must only be pulled a maximum of 1 cm out of 
opening in headliner. 





— Carefully disconnect connector without pulling on flat wire. 








Installing 


(å) Note 


Slide a small foam tube (part number 533 863 288 A) over the 
harness connector when installing the sun visor. 


— Install in reverse order of removal. 
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Trim, Instrument Panel, Center, Golf 


2.4.28 
from MY 09 


Removing 
Pry the trim out its mounts in the center of the instrument panel 


using the trim removal wedge -3409- 


Interior - Edition 05.2011 








alpurposes. IN PAM Orin yp 
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Do 


Installing 
O 
-— Toinstall, perform the steps used for removal in reverse order. 


2.4.29 Trim, Instrument Panel, Center, Golf 
from MY 04 >? 


(og 
Removing ‘ee 
k 
- Remove instrument panel center vént: 
z 
@ Vehicles without Climatronic (Golf from WY,,04), refer to 
> “2.4.31 Vents, Instrument Panel, Center, Vehicles without 
Climatronic, Golf from MY 04“, page 89 Ploy 


@ Vehicles with Climatronic (Golf from MY 04), refer to 
> “2.4.32 Vents, Instrument Panel, Center, Vehicles with Cli- 


matronic, Golf from MY 04", page 91 
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— Remove the two bolts -1- (1.5 Nm). 


— Pry the trim out of the instrument panel using the trim removal 
wedge -3409- . 
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Installing 
— Toinstall, perform the steps used for removal in reverse order. 


2.4.30 Trim, A/C and Heater Controls, Golf 
from MY 09 


Removing 


— Remove the trim in the center of the instrument panel (Golf 
from MY 09). Refer to 
> “2.4.28 Trim, Instrument Panel, Center, Golf from MY 09“, 


page 87 


— Pry the trim -1- out of its mounts in the instrument panel using 
the trim removal wedge -3409- . 


— Disconnect the front passenger airbag disabled indicator lamp 
-K145- wiring harness -2- and remove the trim. 
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Installing 
- Toinstall, perform the steps used for removal in reverse order. 


2.4.31 Vents, Instrument Panel, Center, Vehi- 


cles without Climatronic, Golf from MY 
04 


a Note 


The components in the following illustration are shown removed. 


Removing 


Remove lining mat -1- from storage compartment. 
— Remove the two bolts -2- (1.5 Nm). 


— Remove the storage compartment -3- from the air vent -4-. 
Vehicles with Climatronic 


Items -5-, -6-, -7-, -8- and -9- only apply to vehicles with Clima- 
tronic. 
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Instrument panel center vent (vehicles with Climatronic), remov- 
ing 

> “2.4.32 Vents, Instrument Panel, Center, Vehicles with Clima- 
tronic, Golf from MY 04", page 91 
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The two bolts -1- in this location are already removed on vehicles without Climatronic? 


— Place two trim removal, wedges -3409- in lower vent seam 
-arrows- and press ventjupward out of instrument panel 
mounts. Oy 





- Press the tabs and disconnect the wiring harnesses fam the oh 
front passenger airbag emergency lámp switch and indicatoren” 
lamp. = oe 
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Installing 
—<£ To install, perform the steps used for removal in reverse order. 


2.4.32 Vents, Instrument Panel, Center, Vehi- 
cles with Climatronic, Golf from MY 04 


Removing 
— Switch off ignition. 
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Pry the photosensor -1- out of indirect ventilation -2- using a 
trim removal wedge -3409- . 


Disconnect the wiring harness from the photosensor. 
Remove bolt -3- (1.5 Nm). 





B Note 


The components in the following illustration are shown removed. 


Insert two trim removal wedges -3409- as shown in seam be- 
tween indirectiomventilation -1- and vent -2-. 


Press metal clips -3- and -4- back with trim removal wedge 
-3409- and remove indirect ventilation upward out of mounts 
in vent -arrow-. i 
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Remove the two bolts -1- (1.5 Nm). 
Remove vent -2- in front area from mounts. 


Place two trim removal wedges -3409- in lower vent seam 
-arrowSs-and press vent upward out ofinstrument panel 
mounts. = ay 


Press the tabs’and disconnect the wi harnesses‘from the 
front passenger airbag,emergency lamp switeheand indicator 
lamp. 
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Installing 
— Toinstall, perform the steps.used for removal in reverse order. 


2.4.33 Vent, Instrument Panel, Center, Golf 
from MY 09 


Removing 
— Switch off ignition. 


— Remove the trim in the center of the instrument panel (Golf 
from MY 09). Refer to 
> “2.4.28 Trim, Instrument Panel, Center, Golf frorAdVuy 09“, 


page 87 


Vehicles with a storage compartment in the center of the instru- 
ment panel 


— Remove the radio, if equipped. Refer to = Communication; 
Rep. Gr. 91 ; Removal and Installation . 


PDE) 


— Remove the storage compartment from the center of the in- 
strument panel (Golf from MY 09). Refer to 
> “2.4.25 Storage Compartment, Instrument Panel, Center, 


Golf from MY 09“, page 81 
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Vehicles with radio/navigation system 


— Remove the radio/navigation system. Refer to = Communi- 
cation; Rep. Gr. 91 ; Removal and Installation 


All vehicles 
— Remove the two bolts -2- (1.5 Nm). 


— Remove the four clips -arrows- using the trim removal wedge 
-3409- , and remove the center vent from the instrument panel en AG. Volkswagen ag 
-1-. g doe 


— Disconnect the connector on the emergency r swich - ar, 
E3- and remove the center vent. Bo 
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Installing 
— To install, perform the steps used for removal in reverse order. 
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3 Special Tools 
Special tools and workshop equipment required 
@ Release lever -T10039 - 





@ Trim removal wedge -3409¢ 


yvoo-0016 
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1 General Information 


> “1.1 Airbag, Belt Tensioner and Battery Cut-Out Units, General 
Safety Precautions“, page 98 


> “1.2 Airbag, Belt Tensioner and Battery Cut-Out Units, Storage 
Transporting and Disposal“, page 99 








> “1.3 Belt Tensioner, Special Instructions“, page 99 


1.1 Airbag, Belt.#ensioner and Battery Cut- 
Out Units, General Safety Precautions 


AN WARNING 


+ Pyrotechnic components always contain chemicals, which 
turft into an expanding gas when detonated. There is also 
additional stored gas available for discharge. 


This gas is contained under high pressure and is stored in 
a pressurized gas container. 


An electric/mechanical igniter ignites the pyrotechnic 
components. 


Testing, removing, installing and repair work may only be 
performed by qualified personnel. 


There is no change interval for airbag units. 
Never test with a test light, volt meter or ohm meter. 


The pyrotechnic components may be check only when 
they are installed and with a Volkswagen approved vehicle 
diagnosis, testing and information system. 


When.working on pyrotechnic components and on the Air- 
bag control module, the battery ground cable must be 

disconnected when the ignition is ge on. Then cover 
the negative-pole. 


Wait for 10 seconds after disconnectin f tite battery. 


Connect the battery with the ignition SMIT FGHED ON. No 
one should be sitting inside the vehicle when doing this. 
Exception: vehicles with the battery inside the passenger 
compartment. In this case, stay away from the airbags and 
the safety belts. 


Wash hands after touching ignited restraint system pyro- 
technic components. 


Pyrotechnic components may not be opened nor repaired; 
always use new parts (risk of injury). 


Pyrotechnic components that have fallen onto a hard sur- 
face or show signs of damage must not be installed in 
vehicle. 


Before handling pyrotechnic components of the restraint 
system, for example, before disconnecting the electrical 
harness connector, the relevant person must discharge 
Static electricity. Touching grounded metal parts, for ex- 
ample, touching the door striker, will discharge the static 
electricity. 


Pyrotechnic components should be installed immediately 
upon removal from shipping package. 


/f the work must be stopped for awhile, put the pyrotechnic 
component back into its shipping package. 


Do not leave the pyrotechnic eee out unattended. 


Tie LEMME nc Protection, Airbags, Seat Belts 


Pyrotechnic components must not be exposed to temper- 
atures over 100 °C, even for a short time. 
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1.2 Airbag, Belt Tensioner and Battery Cut- 
Out Units, Storage, Transporting and 
Disposal 


AN WARNING 


@ Storage must conform to national legislation. 


Transport must conform to national and international 
guidelines, whereby packaging, identification and ship- 


ping documents are controlled to the greatest detail. 


Undeployed pyrotechnic components must be disposed of 
in an orderly manner, conforming to national legislation, in 
their original packaging! Direct questions to your importer! 


Only pyrotechnic components, which have been ignited 
completely, may be disposed in industrial waste. 





1.3 Belt Tensioner, Special Instructions 


A WARNING 


The open end-of the belt tensioner should never be poin- 
ted at anyone. 


Use extreme care when removing and installing belt ten- 
sionersHandling belt tensioner units improperly is very 
dangetous and could result in serious personal injury. 


When connecting a belt tensioner, all mechanical parts, 
including those in the three-point seat belt, must be se- 
cured correctly. If it is not possible to connect the belt 
tensioner because of insufficient space, the seat belt must 
be‘rolled up completely prior to connection. In this case 
there is no increased safety risk, if all other safety instruc- 
tions are followed. In particular, this includes the notes 
regarding the disconnection of the battery and the static 
discharging of the technician prior to connection of the belt 
tensioner. 


Even after a crash, it is possible that the belt tensioner 
ignited, but the belt force limiter did NOT. Treat these 
components as if they had not ignited! 
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2 Description and Operation 


> “2.1 Airbag", page 101 


> “2.2 LATCH Child Seat Anchors, Inspecting after an Accident", 
page 105 


=> “2.3 Passive Occupant Detection System“, page 105 
> “2.4 Seat Belts“, page 109 
> “2.5 Seat Belts, Inspecting“, page 113 


2.1 Airbag 


> “2.1.1 Airbag Component Location Overview“, page 101 


> “2.1.2 Airbag, Belt Tensioner and Battery Cut-Out Units, Gen- 
eral Safety Precautions“, page 103 


> “2.1.3 Airbag, Belt Tensioner and Battery Cut-Out Units, Stor- 
age, Transporting and Disposal", page 104 


> “2.1.4 Airbag Units, Removing and Installing After an Accident“, 
page 104 


> “2.1.5 Components, Adapting“, page 104 





























> “2.1.6 Driver and Passenger Airbag, Special Notes‘, 
page 105 


> “2.1.7 Side Airbag Module, Special Notes“, page 105 








2.1.1 Airbag Component Location Overview 


1 - Driver airbag unit 
QO) Removing, refer to 


> “3.1.2 Air Bag, Driver 
Side, Golf from MY 04“ 


page 118 
2 - Airbag indicator lamp (K 75) 


3 - Front passenger airbag unit 
QO) Removing, refer to 
> “3.1.11 Passenger 
Airbag Unit", page 142 
4 - Side airbag, driver side 
QO) Removing, refer to 
> “3.1.5 Driver and Pas- 
senger Side Airbag", 
page 125 
5 - Side airbag, front passen- 
ger side 
QO) Removing, refer to 
> “3.1.5 Driver and Pas- 
senger Side Airbag“, 
page 125 
6 - Rear driver side side airbag 
Q 4-door only 
Q Removing, refer to 
> “3.1.12 Rear Side Air- 
bag, 4-door“, page 147 


7 - Rear side-airbag, front pas- 
senger side 


Q) 4-door only 
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Q Removing, refer to > “3.1.12 Rear Side Airbag, 4-door“, page 147 

8 - Airbag Control Module (J234) 

CY Removing, refer to > “3.1.1 Airbag Control Module J234", page 116 

Q Adapting components (coding), refer to = “2.1.5 Components, Adapting“, page 104 











9 - Diagnostic connector 


10 - Front passenger side cur- 
tain airbag 


QO) Removing, refer to 
> “3.1.6 Driver and Pas- 
senger Side Curtain Airs 
bags“, page 128 


11 - Driver side side‘curtain air- 
bag 
QO) Removing, refer to 
> “3.46 Driver and Pas- 


senger Side Curtain Air- 
bags“, page 128 
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2.1.2 Airbag, Belt Tensioner and Battery Cut- 
Out Units, General Safety Precautions 


AN WARNING 


@ Pyrotechnic components always contain chemicals, which 
turn into an expanding gas when detonated. There is also 
additional stored gas available for discharge. 


This gas is contained under high pressure and is stored in 
a pressurized gas container. 


An electric/mechanical igniter ignites the pyrotechnic 
components. 


Testing, removing, installing and repair work may only be 
performed by qualified personnel. 


There is no change interval for airbag units. 
Never test with a test light, volt meter or ohm meter. 


The pyrotechnic components may be check only when 
they are installed and with a Volkswagen approved vehicle 
diagnosis, testing and information system. 


When working on pyrotechnic components and on the Air- 
bag control module, the battery ground cable must be 
disconnected when the ignition is switched on. Then cover 
the negative pole. 


Wait for 10 seconds after disconnecting the battery. 


Connect the battery with the ignition SWITCHED ON. No 
one should be sitting inside the vehicle when doing this: 
Exception: vehicles with the battery inside the passenger 
compartment. In this case, stay away from:thè airbags and 
the safety belts. 


Wash hands after touching ignitedfestraint system pyro- 
technic components. 


Pyrotechnic components may:not be opened nor repaired; 
always use new parts (risk of injury). 


Pyrotechnic components that have fallen onto a hard sur- 
face or show signs of damage must not be installed in 
vehicle. 


Before handling pyrotechnic components of the restraint 
system, for example, before disconnecting the electrical 
harness connector, thé relevant person must discharge 
Static electricity. Touching grounded metal parts, for ex- 
ample, touching the door striker, will discharge the static 
electricity. 


Pyrotechnic components should be installed immediately 
upon removal from shipping package. 


/f the work must be stopped for awhile, put the pyrotechnic 
component back into its shipping package. 


Do not leave the pyrotechnic:component out unattended. 


Do not use any grease or cleaning solutions on pyrotech- 
nic components. 


è } 


DE 


pie, 


Pyrotechnic components must not be exposed to temper- 
atures over 100 °C, even for a short timé: 
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2.1.3 Airbag, Belt Tensioner and Battery Cut- 
Out Units, Storage, Transporting and 
Disposal 


A WARNING 


$ Storage must conform to national legislation. 


@ Transport must conform to national and international 
guidelines, whereby packaging, identification and ship- 


ping documents are controlled to the greatest detail. 


@ Undeployed pyrotechnic components must be disposed of 
in an orderly manner, conforming to national legislation, in 
their original packaging! Direct questions to your importer! 


@ Only pyrotechnic components, which have been ignited 
completely, may be disposed in industrial waste. 


2.1.4 Airbag Units, Removing.and Installing 
After an Accident 


After an accident with airbag deployment, the following compo- 
nents must always be replaced: 


+ All deployed airbag units. 


@ Supports and bracket of the.front passenger airbag unit in the 
case of a deployed front passenger airbag. 


@ Coil connector with slip ring, if driver airbag is deployed. 
+ All seat belts with deployed seat belt tensioners. 


+ If needed (visual inspection), the following must also be re- 
placed: all faulty components. 


Accident without airbag deployment 


+ Ifthe airbag malfunction indicator lamp (K 75) does not indi- 
cate a malfunction, the airbag components do not need to be 
replaced. Check seat belts separately. 


2.1.5 Components, Adapting 


@ Vehicle Diagnosis, Testing and Information System - 
VAS 5051- 


@ Diagnostic cable -VAS 5051/1- or -VAS5051/3- 


Select “Guided Fault Finding“ in the Vehicle Diagnosis, Testing 
and Information System -VAS 5051- . 


After all control modules have been interrogated: 

— Press the “Go to“ button. 

— Select “function/component selection“. 

-— Select “Body“. 

— “Body Repairs“. 

— Select “O01 - On board diagnostic-capable systems“. 
- Select “Airbag". 

— Select “Functions”. 

- Select “Action*. 
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2.1.6 Driver and Passenger Airbag, Special 
Notes 


AN WARNING 


@ Store driver and passenger airbag units in their uninstalled 
condition so that the cushioned side faces upward. 





2.1.7 Side Airbag Module, Special Notes 


AN WARNING 


@ Place any removed head curtain airbag modules back in 
their transport containers or on a clear-and even surface 
with a cloth underneath. 


They may be folded as long as this-does not damage 
them, especially the protective sleeve. 


Handle head curtain airbag modules with great care when 
removing and installing them to prevent causing any dam- 
age. 


@ As long as the gas generator is NOT attached, hold it se- 
curely when transporting, removing, installing, etc. 





2.2 LATCH Child SeatAnchors, Inspecting 
after an Accident 
Inspection Points 


+ Child seat anchors must be checked for damage or deforma- 
tions after an accident. 


+ Child seat anchors that are welded into the body cannot be 
repaired or corrected. 


+ Child seat anchors that are bolted to the body must be re- A 
placed if damaged or deformed. = 
2.3 Passive Occupant Detection System 





> “2.3.1 After an Accident with Belt Tensioner and/or Airbag De- 
ployment", page 105 


> “2.3.2 Passive Occupant Detection System, Safety Precau- 
tions“, page 106 


> “2.3.3 Passive Occupant Detection System Assembly Over- 
view“, page 107 


> “2.3.4 Passive Occupant Detection System Repair Kit Compo- 
nents“, page 107 


2.3.1 After an Accident with Belt Tensioner 
and/or Airbag Deployment 


+ Each time passenger airbag and/or belt pretensioner on pas- 
senger side is deployed, Seat Occupied Recognition Control 
Module -J706- basic setting must be performed. Perform the 
basic setting with a Vehicle Diagnosis Tester that has “Guided 
Fault Finding“. 





+ Ifthe seat rails and/or seat pan must be replaced after an ac- 
cident due to deformation, seat occupied recognition must 
also be replaced with “seat occupied recognition repair kit“. 
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Then, Seat Occupied Recognition Control Module -J706- ba- 


sic setting must be performed. Perform the basic setting with 
a Vehicle Diagnosis Tester that has “Guided Fault Finding“. 


2.3.2 Passive Occupant Detection System, 


Safety Precautions 


After every repair on the passenger seat in which the seat and/ 
or backrest cover was “disengaged“ basic setting on Seat Oc- 
cupied Recognition Control Module -J706- must be performed. 
Perform the basic setting with a Vehicle Diagnosis: ester that 
has “Guided Fault Finding". 


Do not bend the passenger occupant detection system mat. 
A leaking mat must be replaced (repair kit): 


Do not bend the passenger occupant detection system pres- 
sure hose. 


Seat occupied recognition (repair kit) components must not fall 
on hard surfaces. 


Seat occupied recognition components must not come in con- 
tact with grease. 


There is the danger that the seat occupied recognition com- 
ponents may be damaged by sharp objects when working on 
the seat. It is necessary to avoid this danger. 


The mat, the fleece and various covers must be fitted to be 
free of folds. 


When installing, ensure upholstery and cover are installed 
correctly. 


Replace all upholstery clips and clip connectors from cover, 
ensure it is positioned correctly on seat when doing-so. 


System basic setting is only possible at temperatures between 
0 ° Celsius und + 40 Celsius. 


Make sure that no objects are placed on seat when performing 
basic setting. 


Using a seat cover or placing a cushion on the seat will impair 
the passenger occupant detection system as well as the ef- 
fectiveness of the airbag system. 


Do not install any clips near the mat for the passenger occu- 
pant detection system. This also applies to changes to the seat 
wiring harness. 
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2.3.3 Passive Occupant Detection System Assembly Overview 





1 - Front seat wiring harness 


QO) Nolong necessary tone» 
moved due to technical 
update. 


2 - Seat frame 


3 - Seat Occupied Recognition 
Control Module -J706- 
4 - Seat cushion 


() Must not be separated 
from mat for seat occu- 
pied recognition 


5 - Passive Occupant Detec- 
tion System Mat 


QO) =Must not be removed 
from pressure hose and 
upholstery of front seat 
cushion 

6 - Insertion profile 


LY Note location 


7 - Bracket 
Q White 


LY Nolongnecessary to re- 
moved due to technical 
update. 





NES-10G20 








2.3.4 Passive Occupant Detection System 
Repair Kit Components 


If a system component malfunctions, it must be replaced with 
components from the repair kit. Repair set is already matched to 
characteristics of vehicle to be repaired and contains the following 
components: 


@ Seat cushion with the passenger occupant detection system 
mat and pressure hose 


@ Passenger occupant detection system pressure sensor - 
G452-. 


@ Passenger occupant detection system control module -J706- . 
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AN WARNING 


Never use repair set components separately. 


Be sure to only use components that are calibrated toðeach 
other. This contains the mat for the passenger occupant de- 
tection system, the passenger occupant detection system con- 
trol module -J706- and the seat cushion. 


AN WARNING 


Read and follow instructions for use on package of repair set. 
Misapplication may lead to malfunction of system. 





pe 


D 
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2.4 Seat Belts 
> “2.4.1 Front Seat Belts, 2-door, Assembly Overview", Faas 
page 109 l aygwooe AV. 


> “2.4.2 Front Seat Belts, 4-door, Assembly Overview“, 
page 110 


A : 
> “2.4.3 Rear Outer Seat Belts Assembly Overview", page 111 “Ce, 


> “2.4.4 Rear Center Three-Point Seat Belt Assembly Overview“, 
page 112 S 


2.4.1 Front Seat Belts, 2-door, Assembly Overview % 








Z 
Ds 
‘Ze. 


1 - Bolt 
Q 20 Nm 


2 - Bolt 
Q 40 Nm 


3 - Window 
4 - Anchor rail 


5 - Bolt 
n 40 Nm 


6 - B-pillar automatic belt re- 
tractor 





7 - Wiring harness 
8 - Screws 
Q Quantity: 2 
Q 4.5Nm 
9 - Belt guide 
10 - Bolt 

n 40 Nm 
11 - Belt guide ring 
12 - Belt latch 


ü Removing, refer to 
> “3.4.1 Belt Latch, 2- 


door“, page 166 
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2.4.2 Front Seat Belts, 4-door, Assembly Overview > 





1 - Bolt 
O 40Nm 
OY Micro-encapsulated 





2 - Belt anchor 


3 - Bolt 

Q 40Nm 
4 - B-pillar automatic belt re- “ 
tractor = 
5 - Wiring harness 
6 - Screws 2 a N ! 
QO Quantity: 2 o E À \ À WID 
O 4.5 Nm i \ X SH IAN \ \\ | \h 
7 - Belt guide 
8 - Bolt 

QO 40Nm 


9 - Belt guide ring 


10 - Belt latch 


QO) Removing, refer to 
> “3.4.2 Belt Latch, 4- 


door“, page 168 








ae 


mE 
FS 


S 
> 


= 


i 
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2.4.3 Rear Outer Seat Belts Assembly Overview 


1 - Bolt 
Q 40Nm 
2 - Belt anchor 
3 - Wiring harness 
4 - Bolt 
Q 40Nm 


5 - Automatic belt retractor with 
belt tensioner 


6 - Bolt 
QO 40 Nm 


7 - Automatic belt retractor. 
without belt tensioner 








\ 

\ 

A\\, 
y\ 
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2.4.4 Rear Center Three-Point Seat Belt Assembly Overview 


1 - Bolt 
n 40 Nm 


2 - Belt latch 


3 - Hex nut 
QO 40Nm 


4 - Automatic belt retractor 
5 - Console 


N69-10040 
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2.5 Seat Belts, Inspecting 
> “2.5.1 Belt Webbing, Checking“, page 113 
> “2.5.2 Belt Latch, Inspection“, page 114 


> “2.5.3 Belt Latch, Checking Function“ page 114 
> “2.5.4 Belt Guide Rings and Locking’ Tongue, Checking“, page 
114 











=> “2.5.5 Mounting Components and Mounting Points, Checking", 
page 115 


> “2.5.6 Retractor, Checking Locking Function", page 115 
2.5.1 Belt Webbing, Checking 


AN WARNING 


After every accident the seat belt system must be inspected 








systematically! If damage is determined when inspecting the 
check points, customer must be informed regarding necessity 
of changing belts. 





— Pull belt completely out of retractor orlap belt adjustment 
tongue. 


— Make sure the seat belt is not dirty. If necessary, wash with a 
mild soap solution > Owner's Manual. 
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¢ If any of the following illustrated damage examples (1 and 2) 
are discovered on an accident vehicle - replace complete seat 
belt with seat belt latch and belt height adjuster. 


¢ If one kind of damage under points 1, 2, 3:and 4 is detected 
ona vehicle which has not been in an accident, only the dam- 
aged seat belt needs to be replaced. 


e Belt webbing cut, torn or chafed. 
e Webbing loops on belt edge torn. 
e Burn marks from cigarettes or similar. 


* One side of belt edge deformed or area of belt-edge is wavy. 


2.5.2 Belt Latch, Inspection 


— Inspect belt buckle for cracks and fracturing. 
* If damaged, replace seat belt complete with belt buckle. 


2.5.3 Belt Latch, Checking Function 


Checking seat belt latch: 


— Slide the latch tongue into the belt latch until it clicks in place. 
Pull on the belt webbing strongly to make sure the latch mech- 
anism is engaged. 


e Replace seat belt complete with seat belt latch if belt tongue 
fails even only once to engage properly in seat belt latch during 
at least 5 tests. 


Check release mechanism: 
— Press the seat belt latch to release the seat belt. 


— With the seat belt relaxed, the lock tongue must spring out of 
seat belt latch without assistance. 


* Perform the test at least five times. If the latch tongue does not 
spring out even one time, replace the entire seat belt, including 
the belt latch. 


AN WARNING 


Under no circumstances may grease be used to eliminate 
noise or stiffness at seat belt latch buttons. 





2.5.4 Belt Guide Rings and Locking Tongue, 
Checking 


Plastic-coated fittings face the load (seat belt on during accident) 
of the belt system parallel to the small grooves (wear created by 
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significant usage, in contrast, is recognizable on the basis of the 
smooth, stripe-free abrasion). 


— Check plastic for deformation, rupture and tearing. 


e For groove build-up and/or damage, replace seat belt com- 
pletely with lock. 


2.5.5 Mounting Components and Mounting 
Points, Checking 

@ Buckle latch deformed (stretched) 

@ Height adjustment not functional 


@ Anchorage points (seat, pillar, vehicle floor) distorted or 
threads damaged. 


« If damage is found at components, replace the seat belt com- 
pletely with lock. 


e Replace anchorage points. 


B Note 


In damage is discovered that is not accident-related, for example, 
wear, replace the particular part whichis damaged. 


2.5.6 Retractor, Checking Locking Function 
Automatic belt retractor has two locking functions. 


@ The first locking function is initiated by belt being jerked out of 
the retractor (beltextraction acceleration). 


Checking 
— Pull belt webbing out of retractor with a firm jerk. 
* No locking effect - replace seat belt complete with belt buckle. 


e If difficulties are experienced when pulling out or retracting 
belt, first check whether position of retractor has been altered. 


e The second lécking function is initiated by change in vehicle 
velocity (vehicle-dependent locking function). For this, the ve- 
hicle must be‘moved on a level surface. 


Checking 
— Fasten seat belt: 


— Accelerate vehicle:to 20 km/h and then perform a full braking 
maneuver with foot brake. 


e Replace seat belt complete with seat belt latch if seat belt is 
not locked by locking mechanism during braking procedure. 


AN WARNING Ae 


For safety reasons, road test should be carried out on traffic- 





free stretch to ensure that other motorists/pedestrians etc. are 
not endangered. 
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3 Removal and Installation 


> “3.1 Airbag", page 116 
> “3.2 Crash Sensors“, page 149 








=> “3.3 Passive Occupant Detection System“, page 158 
> "3.4 Seat Belts“, page 166 


3.1 Airbag 

> “3.1.1 Airbag Control Module J234", page 116 

=> “3.1.2 Air Bag, Driver Side, Golf from MY 04“, page 118 
> “3.1.3 Air Bag, Driver Side, Golf from MY 09", page 121 


> "3.1.4 Airbag Spiral Spring/Return Spring With Slip Ring F138“, 
page 125 


> “3.1.5 Driver and Passenger Side Airbag“, page 125 








> “3.1.6 Driver and Passenger Side Curtain Airbags“, page 128 


> “3.1.7 Driver and Front Passenger Side Gurtain Airbag, Golf 
from MY 2009, 4-door“, page 130 


> “3.1.8 Front Passenger Seat Occupant Sensor G128“, 
page 134 


> “3.1.9 Knee Airbag, Golf from MY 09“, page 137 

> “3.1.10 Knee Airbag Bracket, Rabbit from MY 09“, page 139 
2> “3.1.11 Passenger Airbag Unit“, page 142 

> “3.1.12 Rear Side Airbag, 4-door", page 147 


3.1.1 Airbag Control Module J234 


A WARNING 


When working on the airbag control module always not the 














safety guidelines when working on airbags, belt tensioners and 
battery cut-out units. Refer to 
> “1.1 Airbag, Belt Tensioner and Battery Cut-Out Units, Gen- 
eral Safety Precautions“, page 98. 











Removing AI 


Las 
— Disconnect the battery. Refer to = Electrical Equipment; Rep. A 
Gr. 27 ; Removal and Installation ams 


— Remove right and left footwell trim from center console (other 
center console components do not need to be removed): 








+ Basic: 

> “2.4.1 Center Console, Basis, Golf from MY 04“, page 15 
@ Highline: 

> “2.4.4 Center Console, Highline, Golf from MY 04", 

page 27 


a Note 


For clarity, center console is not depicted in the illustration. 


— Open locking mechanism of connector -1- and disconnect wir- 
ing harness from control module -2-. 
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— Remove three nuts -3- (9 Nm). 
— Remove the control module from the vehicle. 


N69- 10046 





Installing 
— Install in reverse order of removal. 


— Switch on ignition. 


AN WARNING 


Make sure that no persons are in the vehicle. 





— Connect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation . 


— Ifthe control unit was replaced, it must be coded. Adapting 
components (coding). Refer to 
> “2.1.5 Components, Adapting", page 104 
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3.1.2 Air Bag, Driver Side, Golf from MY 04 


(å) Note 


@ Removal and installation of airbag unit is described for multi- 
function steering wheel. 





@ The screwdriver mentioned in the following should be about 
175 mm long and have a blade width of 7 mm. 


Removing 


AN WARNING 


@ Read the Safety Instructions for working with airbags, belt 
tensioners and battery cut-out units. Refer to 
> “1.1 Airbag, Belt Tensioner and Battery Cut-Out Units, 
General Safety Precautions“, page 98 . 


Note the special instructions for the driver and passenger 
airbags. Refer to 
> ‘2. 1.6 Driver and Passenger Airbag, Special Notes“, 


page 105. 





— Disconnect the battery. Refer to = Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation 


— Adjust steering wheel height so that it is located in the highest 
position. 


— Adjust steering wheel depth (reach) so it is in the fully extended 
position. 


— Turn steering wheel into the position depicted. 


— Insert a screwdriver into hole on, rear side of steering wheel 
until it stops (approx, 8,mm): 


— Turn the screwdriver in the direction of -arrow-; this’‘unlocks 
the airbag unit locking frame on the right side of the steéring 
wheel. 


— Turn.steering wheel 180° and disengage airbag unit locking 
mechanism on left side of steering wheel as described. 


— urn steering wheel back 90° into center position. 


— “Remove airbag unit from steering wheel. 
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NGI- 10087 


AN WARNING 


Electrostatic discharges can lead to unintended deployment of 
the airbag. Therefore, the technician must discharge static 
electricity from the body before disconnecting the ignition and 
ground wiring. This is done, for example, by briefly touching 
the vehicle body or the door striker pin: 





— Press connector lock and disconnect '€onnector -1-. 


a Note 


This connector is only installed with multifunction steering wheel. 


— Release connector lock -in direction of arrow=and disconnect 
airbag connector -2-. 


PDE) 
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Installing 


Check whether wiring harness -3- is routed as shown in the 
illustration. 


Connect the airbag connector -2- into the connector coupling. 
The airbag connector must engage audibly. 


Connect the connector -1- into the connector coupling. 
Push airbag unit into steering wheel. 


Check whether the airbag unit is engaged on the left and right 
side of the steering wheel. 
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— Switch on ignition. 


AN WARNING 


Make sure that no persons are in the vehicle. 





— Connect the battery. Refer to = Electrical Equipment; Rep. 
Gr.527 ; Removal and Installation . 


3.1.3 Air Bag, Driver Side, Golf from MY 09 


a Note 


@ Removal and installation of airbag unit is described for multi- 
function steering wheel. 


@ The sérewdriver mentioned in the following should be about 
175 mm_long and have a blade width of 7 mm. 


2 
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Removing 


AN WARNING 


@ Read the Safety Instructions for working with airbags, belt 
tensioners and battery cut-out units. Refer to 
> “1.1 Airbag, Belt Tensioner and Battery Cut-Out Units, 
General Safety Precautions“, page 98 . 











$ Note the special instructions for the driver and passenger 
airbags. Refer to 
> ‘2.1.6 Driver and Passenger Airbag, Special Notes% 


page 105. 








— Disconnect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation 


— Adjust steering wheel height to the highest position. 


— Adjust steering wheel depth (reach) so itis in the fully extended 
position. 


— Turn steering wheel into the position depicted. 


— Insert a screwdriver into hole on rear-side of steering wheel 
until it stops (approx. 8 mm). 


— Turn the screwdriver in the direction ¢arrow-; this unlocks the 
airbag unit locking frame on the right-side of the steering 
wheel. 


a Note 


If it is not a multifunction steering wheel, then, the airbag must be removed trom the steering wheel bezel on 
the upper edge after actuating the lock. 


— Turn steering wheel 180° and disengage airbag_unit locking 
mechanism on left side of steering wheel as described. © 


(å) Note — 


If it is not a multifunction steering wheel, then the airbag must be removed from the steering wheel bezel on 
the upper edge after actuating the lock. 


— Turn steering wheel back 90° into center position. 


— Remove airbag unit from steering wheel. 
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& 
oS Electrostatic discharges can lead to unintended deployment o: 

T the airbag. Therefore, the technician must discharge static |, 

$ electricity from the body before disconnecting the ignition and |>, 
S ground wiring. This is done, for example, by briefly touching | >- 
6 the vehicle body or the door striker pin. = 
g - Disconnect the airbag connector -2-. g 
g — Disconnect the connector -1-. This is necessary only on the 8 


multifunction steering wheel. 
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Installing 


Connect the airbag connector -2- into the connector coupling. 
The airbag connector must engage audibly. 


Connect the connector -1- into the connector coupling. This is 
necessary only on the multifunction steering wheel. 


Push airbag unit into steering wheel. 


Check whether the airbag unit is engaged on the left and right 
side of the steering wheel. 
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— Switch on ignition. 


- Connect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation 


<a 
3.1.4 Airbag Spiral Spring/Return 1 Spring With 
Slip Ring F138 P8100, 
Airbag spiral spring/return spring with slip ring is a component of 
steering column switch, depending on construction type. Refer to 
> Electrical Equipment; Rep. Gr. 94 ; Removal and Installation 


3.1.5 Driver and Passenger Side Airbag 


a Note 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing on the right side Is identical. 
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Removing 


AN WARNING 


Read the Safety Instructions for working with airbags, belt ten- 


sioners and battery cut-outs units. Refer to 
> “1.1 Airbag, Belt Tensioner and Battery Cut-Out Units, Gen- 
eral Safety Precautions“, page 9&. 








— Mountthe fixture for seat repair -VAS 6136- on the engine and 
transmission holder -VAS:6095- . 


— Remove front seat. Refer to > “1.1.7 Front Seat", page 258 
— Attach the seat to the fixture for seat repair -VAS 6136- . 


— Remove front right seat trim. Refer to 
> “1.1.27 Right Seat Trim“, page 288 


Vehicles with manual seati:adjustment 





— Remove front left seat trim. Refer to 
> “1.1.12 Left Seat Triné’, page 268 


Vehicles with electric seat adjustment 





— Remove left power seat trim. Refer to 
> “1.1.14 Left Power Seat Trim", page 271 


All vehicles 





— Remove front seat backrest. Refer to k 
> “1.1.16 Left Front Seat Backrest“%page 273 EJ 


— Remove cover and cushion from the frontSeat backrest. Refer A 
se Front Seat Backrest Cover and Cushion", page 306 

— Separate wiring harness -1- from backrest frame. 

— Remove bolt -2- (9 Nm). 

— Remove side airbag -3- from mounting in backrest frame. 
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Installing 
— stall in reverse order of removal. 


— Switch on ignition. 


AN WARNING 


Make sure that no persons are in the vehicle. 





-— Gonnect the battery. Refer to = Electrical Equipment; Rep. 
Gr, 27 ; Removal and Installation . 


PDE) 
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3.1.6 Driver and Passenger Side Curtain Air- 


bags 
B Note 


@ Removal and installation is described for the right side of the 
vehicle. Removing and installing on the left side is identical. 


+ The following describes removing and installing on a 4-doot 
vehicle. Removing and installing on a 2-door vehicle is idénti- 
cal. 


Removing 


AN WARNING 


@ Read the Safety Instructions for working with airbags, belt 
tensioners and battery cut-out units. Refer to 
> “1.1 Airbag, Belt Tensioner and Battery Cut-Out Units, 





General Satety Precautions", page 98 . 


+ Pay attention especially to the instructions for side airbag 
modules. Refer to 
> ‘2.1.7 Side Airbag Module, Speciat:Notes“, page 105. 





— Disconnect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation 





— Remove headliner. Refer to > “2.9.1 Headliner“, page 239 


AN WARNING 


Electrostatic discharges can lead to unintended deplóyment of 


the airbag. Therefore, the technician must discharg® static 
electricity from the body before disconnecting the ignition and 
ground wiring. This is done, for example, by briefly touching 
the vehicle body or the door striker pin. 


RDE) 





— Disconnect wiring harness from side curtain airbag 
— Remove the four bolts -1- (4.5 Nm). 


(å) Note 


The four screws -1- must be replaced. 


— Remove the two cap nuts -2- (9 Nm). 

-— Remove all clips for head curtain airbag from body. 
— Remove igniter -3- from threaded pins -4- in body. 
— Remove head-level airbag from vehicle via rear lid. 
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Installing 


Install in reverse order of removal. 


After working on side curtain airbag, ensure wiring harness 
-1- is routed as shown. 


The wiring harness -1- must be attached to the cable guide 
-2- near the C-pillar. 
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— Switch on ignition. 


AN WARNING 


Make sure that no persons are in the vehicle. 





— Connect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation . 


3.1.7 Driver and Front Passenger Side Cur- 
tain Airbag, Golf from MY 2009, 4-door 


a Note 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing on the right side Is identical. 
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Removing 


AN WARNING 


@ Read the Safety Instructions for working with airbags, belt 
tensioners and battery cut-out units. Refer to 


> “1.1 Airbag, Belt Tensioner and Battery Cut-Out Units, 
General Safety Precautions“, page 98 . 





@ Pay attention especially to the instructions for side airbag 
modules. Refer to 
> ‘2.1.7 Side Airbag Module, Special Notes“, page 105 . 





— Disconnect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation 


— Remove headliner. Refer to > “2.9.1 Headliner“, page 239 


— Placea flat O-ring pliers into the clip openings -1- and carefully 
remove the clips out of the opening in the body. 


a Note 


The clips are covered by straps. Fold the straps up before removing the Clips. 
— Remove the clips -2-, -3- and -4-, as described, out of the body. 


AN WARNING 


/f one of the four.clips were damaged while removing, the side 
curtain airbag-must be replaced! 


Electrostatic discharges can lead to unintended deployment of 
the airbag. Therefore, the technician must discharge static 
electricity from the body before disconnecting the ignition and 
gfound wiring. This is done, for example, by briefly touching 
the vehicle body or the door striker pin. 





— Release the connector lock -5- and disconnect the connector 
from the side curtain air bag. 
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— Remove the bolt -1- (4.5 Nm). As am alternative, the side cur- 
tain airbag can be secured in this position with a metal eye and 
a locking pin. 


— Remove the bolts -2- and -3- (3 Nm). 
— Remove side curtain airbag from mounts in body. 
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Installing 


AN Caution 


There is a line on the side curtain airbag. This line must be 
straight after installing. Do not twist. 


nagen AG. Volkswagen 4G do 
es 
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— Install in reverse order of removal. 


— Switch on ignition. 


AN WARNING 


Make sure that no persons are in the vehicle. 





— Connect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation 
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3.1.8 Front Passenger Seat Occupant Sensor 
G128 


A WARNING 


/f Front Passenger Seat Occupied Sensor is replaced, also the 
upholstery, front seat cushion must always be replaced! 





Removing 


— Mount the fixture for seat repair -VAS 6136- on the engine and 
transmission holder -VAS 6095- . 


— Remove front seat. Refer to > “1.1.7 Front Seat, page 258 
— Attach the seat to the fixture for seat repair -VAS 6136- . 


— Remove front right seat trim. Refer to 
= “1.1.27 Right Seat Trim*, page 288 


Vehicles with manual seat adjustment 





— Remove front left seat trim. Refer to 
=>“1.1.12 Left Seat Trim“, page 268 


— Remove bracket and front seat operating lever. Refer to 
> “b1.9 Front Seat Support and Operating Lever", 
page.264 


Vehicles with electric seat adjustment 





— Remove léft power seat trim. Refer to ak. 
> “1.1.14 LefePower Seat Trim“, page 27k} 


— Remove retainer and power seat bracket$Refer to 
> “1.1.26 Power Seat Bracket and Support’. page,.287 


All vehicles 





— Remove front seat drawer mount. Refer to 
> “1.1.30 Seat Drawer Mount", page 291 


a Note 


If the vehicle has a pass-through, it is sufficient to fold the backrest 
forward; it does not have to be removed. 





— Remove front seat backrest. Refer to 
> “1.1.16 Left Front Seat Backrest", page 273 





— Remove cover and cushion from front seat backrests. Refer 
to > “1.1.1 Front Seat Pan Covers and Cushion“, page 301 


AN WARNING 


Front passenger seat occupant sensor -1- is glued to the seat 
cushion padding. It is not possible to remove and install sepa- 
rately, sensor must be replaced with upholstery. 
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Installing 


— Press wiring harness in positioning aid area -1- in rear padding 
channel. 


— Press the wiring harness into the recess in the padding at the 
areas indicated by the -arrows A and B-. 


— Align sensor positioning aid -3- with padding positioning aid 


AN Caution 


Ensure distance from sensor to positioning aids -2- is constant 
-arrows- when doing this. 
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— Secure aligned sensor -1- with right hand, remove adhesive 
tape strips -2- and affix sensor to padding. 


— Press wiring harness in rear area into padding opening 
-arrow-. 


— Connect wiring harness with vehicle electrical system. 
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Installing of remaining components is reverse of removal. 


— After installinggþperform a function check with ignition on. 


3.1.9 Knee Airbag, Golf from MY 09 


(å) Note 


The knee áirbag is installed above the pedal cluster. 


Removing 


AN WARNING 


Read the Safety Instructions for working with airbags, belt ten- 


sioners and _ battery cut-out units. Refer to 
> “1.1 Airbaĝ, Belt Tensioner and Battery Cut-Out Units, Gen- 
eral Safety Precautions", page 98 . 








— Switch on ignition: 


— Disconnect the battery: Refer to > Electrical Equifgnt Rep. 


Gr. 27 ; Removal and Installation a 
ae 
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Electrostatic discharges canléad to unintended deployment of 
the airbag. Therefore, thé technician must discharge static 
electricity from the bodybefore disconnecting the ignition and 


ground wiring. This issdone, for example, by briefly touching 
the vehicle body or the door striker pin. 





S 
a Note Š 


L 
z 
Z 
oe 
© 
Q 
2. 
3 
5$ 
oO 
2 hres 8 
The connector is-at the front on the tunnel side facing the drive direction. a 
wn 
S 
D 
n 
n 
gQ 
3 
3 
Eo) 


o 
— Remove the two nuts -1- and -3- (9 Nm). 


— Remove the knee airbag -2- from the bracket -4-. 
o 
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Installing 


— Install in reverse order of removal. 
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AN WARNING 


Make sure that the airbagsconnector engages audibly! 





— Switch on ignition: 


A WARNING 


Make sure that no persons are in the vehicle. 





— Connect the battery. Refer to = Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation 


3.1.10 Knee Airbag Bracket, Rabbit from MY 
09 


Removing 


AN WARNING 


Read the Safety Instructions for working with airbags, belt ten- 


sioners and battery cut-out units. Refer to 
> “1.1 Airbag, Belt Tensioner and Battery Cut-Out Krippen- 
eral Safety Precautions", page 98 . 











— Switch on ignition. 
— Disconnect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation 


— Remove the knee airbag (Golf from MY 2009). Refer to 
> “3.1.9 Knee Airbag, Golf from MY 09", page 137 


— Remove side instrument panel cover on front passenger side. 
Refer to > “2.4.20 Instrument Panel Side Covers“, page 70 


— Press rotary light switch toward front, rotate it toward right until 
it stands vertically, now pull it out and disconnect wiring har- 
ness. 





— Remove the steering column trim gap cover from the instru- 
ment panel. Refer to 
=> “2.4.26 Steering Column Trim“, page 82 . It is not necessary 
to remove the complete steering column trim. 





— Remove the instrument cluster. Refer to > Electrical Equip- 
ment; Rep. Gr. 90 ; Removal and Installation . It is not 
necessary to disconnect the wiring harness. 


— Remove right trim panel on driver side. Refer to 
> “2.4.14 Driver Side Left Trim“, page 58 


— Remove the trim in the center of the instrument panel (Golf 
from MY 09). Refer to 
=> “2.4.28 Trim, Instrument Panel, Center, Golf from MY 09", 


page 87 
— Remove the trim around the A/C and heater controls (Golf from 


MY 09). Refer to 
> “2.4.30 Trim, A/C and Heater Controls, Golf from MY 09“, 


page 88 


— Remove the center cover (Golf from MY 09). Refer to 
> “2.4.7 Cover, Center, Golf from MY 00“, page 49 
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Vehicles with automatic transmission 


Loosen the selector lever boot off the cover. Refer to > Au- 
tomatic Transmission; Rep. Gr. 37 ; Removal and Installation . 


Vehicles with manual and DSG transmission 


Loosen the selector lever boot off the cover. Refer to > Manual 
Transmission; Rep. Gr. 34 ; Removal and Installation . 


Remove the storage compartment or ashtray (Golf from MY 
09). Refer to 
> "2.4.24 Storage Compartment/Ashtray, Golf from MY 09", 


page 81. 


Remove the cover from the center console. It is not necessary 
to remove the entire center console. 











Basic: 

> “2.4.2 Center Console, Basis, Golf from MY 09", page 18 
Highline: 

> “2.4.5 Center Console, Highline, Golf from MY 09", 

page 36 


Remove left trim panel on driver side. Refer to 
> “2.4.15 Driver Side Right Trim“, page 60 


Remove the footwell vents on the driver side. Refer to > 
Heating, Ventilation and Air Conditioning; Rep. Gr. 80 ; Re- 
moval and Installation . 


Remove the bolt -9- (1.5 Nm) and loosen the bracket -8-. 
Remove the bolts -3- and -4- (1.5 Nm). 
Remove the bolts -1-, -2-, -6- and -7- and then the bracket 


le 


k 
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Installing 


If a knee aifbag bracket is being replaced, then the paint 
around the threaded pin and on the crossmember surfaces 
must be removed. This is necessary to assure the perfect 
ground conneétion. 


AN Cautions, 
A 


Z 


Install the bolts in this sequence: -2-, -6-, -1- and -7- to assure 
a correct installation. “ay l 





%, á 
— Attach the knee airbag bracket with bolts -2-, -6-, -1-an 3 
(9 Nm). "819810, “gy eÀ 


— Install in reverse order of removal. 
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O 
3.4.11 Passenger Airbag Unit = 
Removing A 
è 
/\\. WARNING S 
S$ 


+ Always read the General Safety Precautions before work- 
ing orfairbags, belt tensioners and battery cut-out units 


(pyrotechnical components). Refer to p 
> “1.1 Airbag, Belt Tensioner and Ba Cut-Out Units 
General Safely Precautions “ page 9 or 


Q D ox? N 
@ Note the special instructions for the driver and passenger 


airbags. Refer to 
> ‘2. 1.6 Driver and Passenger Airbag, Special Notes“, 


page 105. 





— Disconnect the battery. Refer to = Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation 


— Remove side instrument panel cover. Refer to 
> “2.4.20 Instrument Panel Side Covers“, page 70 


— Remove center cover. Refer to 
> “2.4.8 Cover, Center, Golf from MY 04“, page 50 
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— Remove the glove compartment. Refer to 
> “2.4.18 Glove Compartment", page 65 


AN WARNING 


Electrostatic discharges can lead to unintended deployment of 


the airbag. Therefore, the technician must discharge static 
electricity from the body before disconnecting the ignition and 
ground wiring. This is done, for example, by briefly touching 
the vehicle body or the door striker pin. 





— Disconnect wiring harness from front passenger side airbag. 
— Remove the two®olts -1- (9 Nm). 
— Remove'the two bolts -2- and -3- (9 Nm). 


— Remove front passenger's airbag and brackets -4-“and -5- 
from mounts. 
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Installation 


— Install in reverse order of removal. 
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a Note 


If the passenger airbag housing is made of plastic, then use locking compound D 197 300 A2 to install the bolts 
-2- and -3- (9 Nm). 
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Check whether an additional ground cable*must be routed in the 
vehicle: 


A WARNING a 


If a passenger airbag is replaced, an additional ground cablé 
must be routed in the vehicle in some cases. 





a Note 


The example shows a single-stage airbag module. For dual-stage airbag modules, the evaluation as to whether 
an additional ground cable must be routed in the vehicle is done similarly. 
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— Check whether a ground wire is routed on the passenger air- 
bag housing: 


+ With a passenger airbag with ground line -1-, the wiring har- 
ness -2- is a three-conductor harness, and in addition, another 
cable -3- is secured on the threaded pins -4-. 


+ With a passenger airbag without ground line -5-, the wiring 
harness -6- is a two-connector harness and no additional ca- 
ble is secured on the threaded pins -7-. 









































On a passenger airbag without ground wire, route an additional 
ground wire in vehicle: 


[a] Note 


Forhe following work, use a cable (cross section 1mm,dength 600 mm) from the Wiring Harness Repair Kit - 
VAS*4978- or Wiring Harness Repait Kit -VAS 19768Az: 


— Secure endof ground line aM -1- onright side of pas- 
senger airbag. 


— Route ground line correctly to right side of passenger footwell. 
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a Note 


Lengthen the ground cable as needed with suitable instruments from the Wiring Harness Repair Kit-VAS 1978- 
or Wiring Harness Repair Kit -VAS 1978A- . 





— Secure other end of ground cable to ground pin -2-. 








Neste? 5 





— Switch on ignition. 


AN WARNING 


Make sure no one is in the vehicle. 





— Connect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation . 
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3.1.12 Rear Side Airbag, 4-door 


[4] Note 


Removal and installation is described for the right side of the ve- 
hicle. Removing and installing on the left side is identical. 


Removing 


AN WARNING 


Read the Safety Instructions for working with airbags, belt ten- 


sioners and battery cut-out units. Refer to 
2> “1.1 Airbag, Belt Tensioner and Battery Cut-Out Units, Gen- 
eral Safety Precautions“, page 98 . 











— Disconnect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation 


— Remove the seat bench. Refer to 
> “1.2.1 Bench Seat", page 294 . 


— Remove side upholstery with side airbag, 4-door, -1-. Refer to 
> “1.2.3 Side Upholstery with Side Airbag, 4-door“, 
page 296 


— Remove the two bolts -2- (9 Nm). 


a Note 


@ The bolts are microencapsulated and must therefore be replaced after every removal. 








@ Before installing the new sctéws, the threads of the corresponding nuts must be cleaned. 


— Remove rear side airbag connector coupling -3- from mount 
in side upholstery -1-. 


— Remove rear side airbag -3- from side upholstery. 


DE) 


k 
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Installing 
— Install in reverse order of removal. 


— Switch on ignition. 


AN WARNING 


Make sure that no persons are in the vehicle. 





Connect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and:Installation . 


PDE) 
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3.2 Crash Sensors 
> “3.2.3 Front Door Crash Sensors, Golf from MY 04“, 
page 151 


> “3.2.1 Driver Thorax Airbag Crash Sensor, Golf from MY 09%, 
page 149 


=> “3.2.4 Front Passenger Thorax Airbag Crash Sensor G180, 
Golf from MY 09", page 153 


=> “3.2.6 Rear Wheel Housing Crash Sensors, 2-door, Golf 2004", 
page 154 


> “3.2.7 Rear Wheel Housing Crash Sensors, 4-door, Golf 2004", 
page 155 


> “3.2.2 Driver Side Rear Side Airbag Crash Sensor G256, Golf 
from MY 09", page 151 


=> “3.2.5 Front Passenger Side Rear Side Airbag Crash Sensor 
G257, Golf from MY 09", page 153 





3.2.1 Driver Thorax Airbag Crash Sensor, 
Golf from MY 09 
a Note 


The Front Passenger Side Airbag Crash-Sensor -G179- is located 
on the front door subframe. 


Removing 


AN WARNING 


Always read the General Safety Precautions before working 


on airbags, belt tensioners and battery cut-out units (pyrotech- 
nical components). Refer o 
> “1.1 Airbag, Belt Tensioner and Battery Cut-Out Units, Gen- 
eral Safety Precautions", page 98 . 





— Disconnect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation 


— Remove front door trim: 


@ 2-door vehicles: 
> “2.3.2 Front Door Trim Panel, 2-door Vehicles“, page 197 


@ 4-door vehicles: 
> “2.3.3 Front Door Trim Panel, 4-door Vehicles“, page 200 


- Disconnect the wiring harness -1- from the driver side airbag 
crash sensor -G179- -2-. 


— Push the catch -arrow- upward with a screwdriver and remove 
the‘crash sensor from the subframe, arrows -A- and =B-. 


ae 
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. O 
Installation 
— Install ih reverse order of removal. 


Q 
— Switch ‘on ignition. 
[os 





Ss 
WARNING 
% 
Make sure no, one is in the vehicle. 
Zo $ 
— Connect the b . Refer to > Electrical Equipment; Rep. > 
Gr. 27 ; Removatand Installation > 
% x? 
es oy 
“a, so 
7 sponses 
. u 
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3.2.2 Driver Side Rear Side Airbag Crash 
Sensor G256, Golf from MY 09 


Removing 


AN WARNING 


Always read the General Safety Precautions before working 


on airbags, belt tensioners and battery cut-out units (pyrotech- 
nical components). Refer to 

2> “1.1 Airbag, Belt Tensioner and Battery Cut-Out Units, Gen- 
al Safety Precautions‘, page 98. 








— Disconnect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation . 


— Remove the seat bench. Refer to 
> “1.2.1 Bench Seat", page 294 . 


— Disconnect the connector lock -1- in the 
-direction of the arrow- and disconnect the connector-2- from 
driver side rear side airbag crashesensor -G256243-, 





— Remove bolt -4-(9 Nm)‘and then remove driver side rear side 
airbag crash sensor -G256- from the mount. 


Installation 


— Install in reverse order of removal. 


— Switch on ignition. 


AN WARNING 

















Makessure no one is in the vehicle. 





— Connect the battery. Refer to = Electrical Equipment; Rep. 
Gr.327 ; Removal and Installation . 


3.2.3 Front Door Crash Sensors, Golf from 


MY 04 
[a] Note 


Removal and installation is described for the right side of the ve- 
hicle. Removing‘and installing on the left side is ae ee 


Removing 


A WARNING 


Always read the General Safety Precautions before working 


on airbags, belt tensioners and battery cut-out units (p aati 
nical components). Refer 

> “1.1 Airbag, Belt Tensioner and Battery Cut-Out Units, a. 
eral Safety Precautions“, page 98 . 





— Disconnect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation 
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— Remove outer door panel. Refer to > Body Exterior; Rep. Gre, 
OLS Removal and Installation é 





— Disconnect the wiring harness -1- from the crash sensor -3-. 
=^ Remove the two bolts -2- (2.5 Nm). 

















Installation 
— Install in reverse order of removal. 


— Switch on ignition. 


AN WARNING 


Make sure no one is in the vehicle. 





— Connect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation . 
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3.2.4 Front Passenger Thorax Airbag Crash 
Sensor G180, Golf from MY 09 
(è) Note 


The Front Passènger Side Airbag Crash Sernsor-G 180- is located 
on the frerit door subframe. 


AN WARNING 


Always read the General Safety Precautions before working 


on airbags, belt tensioners and battery cut-out units (p NEE 
nical components). Refer 

> “1.1 Airbag, Belt Tensioner and Battery Cut-Out Units, eae 
eral Safety Precautions“, page 98 











— Disconnect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation 


— Remove front door trim: 


@ 2-door vehicles: 
> “2.3.2 Front Door Trim Panel, 2-door Vehicles“, page 197 





@ 4-door vehicles: 
> “2.3.3 Front Door Trim Panel, 4-door Vehicles“, page 200 





Removal and installation of Front Passenger Front Airbag Crash 
Sensor -G180- is identical to removal and installation of the Driver 
Side Airbag Crash Sensor -G179- and the procedure can be de- 
rivéd from this: 


+ Driver Thorax Airbag Crash sd br- -G179- , Golf.from MY 09, 
Removing and Installing, refer 
> “3.2.1 Driver Thorax Airbag Gsh Sensof Golf from MY 09“, 


page 149 


3.2.5 Front Passenger Side Rear Side Airbag 
Crash Sensor G257, Golf from MY 09 





Removing 


AN WARNING 


Always read the General Safety Precautions before working 


on airbags, belt tensioners and battery gaa oe (p pan 
nical components). 

> “1.1 Airbag, Belt Tensioner and Battery Cut- Out Units, Gen. 
= Safety Precautions’, page 98 . 








— Disconnect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation . 


— Remove the seat bench. Refer to 
> “1.2.1 Bench Seat", page 294 . 
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— Disconnect the connector lock -1- in the 


-direction of the arrow- and disconnect.thé connector-2- from 
front passenger side rear side airbagccrash sensor -G257- 





— Remove bolt -4-(9 Nm) and then remove front passenger side 
rear side airbag crash sensof’-G257- from the mount. 


Installation 


— Install in reverse order of removal. 


— Switch on ignition. 


AN WARNING 

















Make sure no one is in,the vehicle. 





— Connect the battery. Refer to = Electrical Equipment; Rep. 
Gr. 27 ; Removal and‘Installation . 


3.2.6 Rear WheelHousing Crash Sensors, 2- 
door, Golf 2004 


(å) Note 


i 
Removal and installation is described for the,right side of the ve- a 
hicle. Removing and installing on the left side 1syidentical. 


Removing 


AN WARNING 


Always read the General Safety Precautions before working 


on airbags, belt tensioners and battery cut-out units (pyrotech- 
nical components). Refer to 
2 “1.1 Airbag, Belt Tensioner and Battery Cut-Out Units, Gen- 
eral Safety Precautions“, page 98. 








— Disconnect the battery. Refer to = Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation 


— Remove the seat bench. Refer to 
> “1.2.1 Bench Seat", page 294 


— Remove the backrest. Refer to > “1.2.2 Backrest", page 295 








— Remove the B-pillar upper trim. Refer to 
> “2.6.8 Upper B-Pillar Trim“, page 232 


— Remove side trim > “2.6.6 Side Trim, 2-door“, page 229 


— Press connector lock -1- toward rear -arrow- and disconnect 
connector -2- from crash sensor -4-. 


— Remove the two bolts -3- (9 Nm). 
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Installation 
— Install in reverse order of removal. 


— Switch on ignition. 


AN WARNING 


Make sure no one is in the vehicle. 





— Connect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation . 


3.2.7 Rear Wheel Housing Crash Sensors, 4- 
door, Golf 2004 
B Note 


Removal and installation is described for the right side of the ve- 
hicle. Removing and installing on the left side is identical. 
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Removing 


AN WARNING 


Always read the General Safety.Precautions before working 





on airbags, belt tensioners and battery cut-out units (pyrotech- 
nical components). Refer to 
> “1.1 Airbag, Belt Tensioner and Battery Cut-Out Units, Gen- 
eral Safety Precautions", page 98 . 








— Disconnect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation 


— Remove the seat bench. Refer to 
> “1.2.1 Bench Seat", page 294 


Vehicles through 06.05 
— Removes4-door side upholstery: 





+ With rear side airbag, refer to 
> “1.2.3Side Upholstery with Side Airbag, 4-door“, 


page 296 


@ Without rear side airbag, refer to 
> “1.2.4 Side Upholstery, 4-door“, page 297 


— Remove the wheel housing trim (4-door vehicle). Refer to 


> “2.3.4 Wheel Housing Trim, 4-door“, page 12 
Vehicles with rearside airbag, from 06.05 








— Remove 4-door side upholstery: 
@ With rear side airbag;‘refer to ©) 


> “1.2.3 Side Upholstery4yvith Side Airbag, 4- door 
page 296 aa 


— Remove the wheel housing trim (4-door vehicle). Refer to 
> “2.3.4 Wheel Housing Trim, 4-door“, page 12 








Vehicles without rear side airbag, from 06.05 


— Remove wheel housing trim on 4-door vehicles without rear 
side airbag 
> “2.3.3 Trim, Wheel Housing, 4-door, Without Side Airbag, 


from 06.05“, page 11 


— Press connector lock -1- toward rear -arrow- and disconnect 
connector -2- from crash sensor -4-. 


— Remove the two bolts -3- (9 Nm). 
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Installation 
— Install in reverse order of removal. 


— Switch on ignition. 


AN WARNING 


Make sure no one is in the vehicle. 





Connect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation . 
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3.3 Passive Occupant Detection System 


> “3.3.1 Passive Occupant Detection System Components, Man- 
ual Seats, Removing", page 158 








> “3.3.2 Passive Occupant Detection System Repair Kit, Manual 
Seats, Installing", page 161 








> “3.3.3 Passive Occupant Detection System Components, Pow- 
er Seats, Removing“, page 161 








> “3.3.4 Passive Occupant Detection System Repair Kit, Power 
Seats, Installing“, page 165 








3.3.1 Passive Occupant Detection:System 
Components,,Manual Seats, Removing 


AN WARNING 


Observe safety precautions when working on seat occupied 


recognition. Refer to 
> ‘2.3.2 Passive Occupant Detection System, Safety Precau- 


tions", pagé 106 . 


a Note 


@ Seat éushion, mat for seat occupied recognition, control mod- 
ule arid pressure sensor must only be replaced together. 
Components are complementary and must not be separated! 








+ Only the wiring harnesses mentioned in the following descrip- 
tion may be separated! 


— Mount thefixture for seat repair -VAS 6136- on the engine and 
transmission holder -VAS 6095- . 


— Remove the front seat. Refer to 
=> “1.1.7 FrontSeat", page 258 . 


— Attach the seat to’the fixture for seat repair VARS! 36- P 
— Remove the front seatbelt latch: A 


a. 





@ 2-door vehicle, refer to 
> “3.4.1 Belt Latch, 2-door“, page 166 . 


@ 4-door vehicle, refer to 
> “3.4.2 Belt Latch, 4-door“, page 168 . 


— Remove right trim on seat: 








@ Seat without a pass-through, refer to 
> “1.1.27 Right Seat Trim“, page 288 . 


@ Seat with a pass-through, refer to 
> “1.1.31 Trim, Right, Seat with Pass-Through", page 292 . 


— Remove left trim on seat: 








+ Seat without a pass-through, refer to 
> “1.1.12 Left Seat Trim“, page 268 . 


+ Seat with a pass-through, refer to 
> “1.1.15 Left Seat Trim with Pass-Through“, page 272 . 


— Remove bracket and front seat operating lever. Refer to 
> “1.1.9 Front Seat Support and Operating Lever", 


page 264 . 
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— If present, remove mount for’seat drawer. Refer to 
> “1.1.30 Seat DrawerMount", page 291 . 


— Remove the front.seat backrest. Refer to 
> “1.1.16 Left Front Seat Backrest“, page 273 . 


— Remove the cover from the seat cushion. Refer to 
> “1.1.1 Front Seat Pan Covers and Cushion", page 301 . 











— Disconnect the connector from the passenger occupant de- 
tection system control module -J706- . 


— Remove-the passenger occupant detection system pressure 
sensor -G452- . 


— Disconnect the connector from the passenger occupant de- 
tection system pressure sensor -G452- . 


— Unclip pressure hose -2- from retainers. 


— Removetthe screws -1- (1.5 Nm) and the passenger occupant 
detection;system control module -J706- -3-. 
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— Lift the seat cushion -1-. When doing this do not separate the 
seat cushion from the passenger occupant detection system 
mat -4-. 
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— Remove the clips -2- from the lower seat frame -5-. Do not 
remove clip -3-. 





AN WARNING 


@ The seat cushion, the mat for the passenger occupant de- 


tection system, the pressure hose, the passenger occu- 
pant detection system pressure sensor -G452° and the 
passenger occupant detection system control module - 
J706- are calibrated together and may-not be used with 
other components. 





— Remove the seat cushion and the mat for the passenger oc- 
cupant detection system fromthe lower seat frame. 


— Guide the pressure hose and the passenger occupant detec- 
tion system pressure sensor -G452- through the opening in- 
side the lower seat frame. 


— — e- 
p 


Ned-10@26 
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3.3.2 Passive Occupant Detection System 
Repair Kit, Manual Seats, Installing 


a) Note 


When installing, make sure the seat heating wiring harness 
does not get caught between the seat cushion and the pas- 
senger occupant detection system mat. 


@ Pressure hose must be routed without kinking. 


+ After being connected to the vehicle electrical system, verify 
that the replaced components can move easily by moving the 
seat. 


After replacing, perform a basic setting, on-cthe passenger occu- 
pant detection system using a Vehicle Diagnosis Tester that has 
“Guided Fault Finding". 


AN WARNING 


Basic setting must be performed when seat is not occupied. 





Install in revèrse order of removal. Note the following: 


— Tape the insert -2- to the lower seat frame -1- with two-sided 
tape -3- as illustrated. 


— Switch on ignition. 


AN WARNING 


@ Make sure that no persons are in the vehicle. 





— Connectthe battery. Refer to = Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation . 

















3.3.3 Passive Occupant Detection System 
Components, Power Seats, Removing 


AN WARNING = 


Observe safety precautions when working on seat occupied 


recognition. Refer to 
> ‘2.3.2 Passive Occupant Detection System, Safety Precau- 


fons" , page 106. 





äl Note 


Seat cushion, mat for seat occupied recognition, control mod- 
ule and pressure sensor must only be replaced together. 
Components are complementary and must not be separated! 


+ Only the wiring harnesses mentioned in the following descrip- 
tion may be separated! 
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+ oè 


Mount the fixture for seat repair -VAS 6136- on the engine and 
transmission holder -VAS 6095- . 


Remove the front seat. Refer to 
> “1.1.7 Front Seat“, page 258 . 


Attach the seat to the fixture for seat repair -VAS 6136- . 
Remove the front seat belt latch: 

2-door: > “3.4.1 Belt Latch, 2-door“, page 166 

4-door: > “3.4.2 Belt Latch, 4-door“, page 168 


Remove right trim on seat. Refer to 
> “1.1.27 Right Seat Trim“, page 288 . 


Remove left power seat trim. Refer to 
> “1.1.14 Left Power Seat Trim“, page 271. 


If present, remove seat drawer mount. Refer to 
> “1.1.30 Seat Drawer Mount", page 291 




















Remove retainer and power seat bracket. Refer to 
> “1.1.26 Power Seat Bracket and Support", page 287 


Remove the front seat backrest. Refer to 
> “1.1.16 Left Front Seat Backrest", page 273 . 


Remove the cover from the seat cushion. Refer to 
> “1.1.1 Front Seat Pan Covers and Cushion", page 301 . 


Remove the screw -1- and then move the control module with 
bracket -2- and the wiring harness -3- to the side. 
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Disconnect the connector from the passenger occupant de- 
tection system control module -J706- . 


Remove the passenger occupant detection system pressure 
sensor -G452- . 


Disconnect the connector from the passenger occupant de- 
tection system pressure sensor -G452- . 


Unclip pressure hose -2- from retainers. 


Remove the screws -1- (1.5 Nm) and the passenger occupant 
detection system control module -J706- -3-. 
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— Lift the seat cushion -1-. When doing this do not separate the 
seat cushion from the passenger occupant detection system 
mat -4-. 


— Remove the clips -2- from the lower seat frame -5-. Do not 
remove Clip -3-. 


AN WARNING 


@ The seat cushion, the mat for the passenger occupant de- 
tection system, the pressure hose, the passenger occu- 


pant. detection system pressure sensor -G452- and the 

passenger occupant detection system control module - 

J706-‘are calibrated together and may not be used with 
other components. 





— Remove the seabcushion and the mat for the-pe ssenger oc- 
cupant detection system from the lower seatfframe. 


— Guide the pressure hose and-the passenger occupant detec- 
tion system pressure sensor -G452- through thé opening in- 
side the lower seat frame. 
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3.3.4 Passive Occupant Detection System 
Repair Kit, Power Seats, Installing 
B Note 


@ When installing, make sure the seat heating wiring harness 
does not get caught between the seat cushion and the pas- 
senger occupant detection system mat. 


@ Pressure hose must be routed without kinking. 


+ After being connected to the vehicle electrical system, verify 
that the replaced components can move easily by moving the 
seat. 


After replacing, perform a basic setting on the passenger occu- 
pant detection system using a Vehicle Diagnosis Tester that has 
“Guided Fault Finding". 


AN WARNING 


Basic setting must be performed when seat is not occupied. 
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Install in reverse order of removal. Note the following: 





— Tape the insert -2- to the lower seat frame -1- with two-sided 
tape -3- as illustrated. 


— Switch on ignition. 


A WARNING 


@ Make sure that no persons are in the vehicle. 





— Connect the battery. Refer to = Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation . 

















3.4 Seat Belts 

> “3.4.1 Belt Latch, 2-door“, page 166 

> “3.4.2 Belt Latch, 4-door“, page 168 

> “3.4.3 Center Rear Lap Belt“, page 169 

> “3.4.4 Front Seat Belts, 2-door“, pag 170 

> “3.4.5 Front Seat Belts, 4-door“, pagë 172 

> “3.4.6 Front Seat Belt Height Adjustet", page 174 

> “3.4.7 Rear Outer Seat Belts“, page 175 

> “3.4.8 Rear Center Three-Point Seat Belt“, page 178 
> “3.4.9 Rear Double Belt Latch", page 179 


3.4.1 Belt Latch, 2-door 


(å) Note fy 














L 
The following describes removing and installing the seat béltlatch A 
on the left seat. Removing and installing the right seat belt latch —— 
Is identical. 
Removing 


— Mountthe fixture for seat repair -VAS 6136- on the engine and 
transmission holder -VAS 6095- . 


— Remove front seat. Refer to > “1.1.7 Front Seat“, page 258 
— Attach the seat to the fixture for seat repair -VAS 6136- . 


— Position seat as far forward as possible. 
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— If present, disconnect wiring harness -1- from seat frame. 
— Remove bolt -22(20 Nm). 


a Note 


@ The screw Is micro-encapsulated and must be replaced every time it is loosened. 
@ Before nevebolts are installed, the thread of the corresponding nut must be cleaned. 


— Turn seat belt latch 90° clockwise -arrow A-. 
— Swivel seatbelt latch toward outside -arrow B-. 


— Remove the ‘seat belt latch from the mount in seat rail 
-arrow C-. 


Installing 
— Install in reverse Order of removal. 
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3.4.2 Belt Latch, 4-door 


a Note 


The following describes removingand installing the seat belt latch 
on the left seat. Removing andznstalling the right seat belt latch 
Is identical. 





Removing 


— Mountthe fixture for seat repair -VAS 6136- on the engine and 
transmission holder -VAS 6095- . 


— Remove front seat. Refer to > “1.1.7 Front Seat", page 258 
— Attach the seat to the fixture for seat repair -VAS 6136- . 


— Position seat as far forward as possible. 





— |f present, disconnect wiring harness from seat frame. 
— Remove bolt -1- (20 Nm); 


(å) Note 


@ The screw is micro-encapsulateďand must be replaced every time it is loosened. 
Fa 
@ Before new bolts are installed, the thread of the corresponding ai be cleaned: 


— Remove the seat belt latch -2- from the mount’in,the seat rail 
-arrow-. 
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Installing 


— Install in reverse order of removal. 


3.4.3 Center Rear Lap Belt 


Removing 


— Remove the seat bench. Refer to 
> “1.2.1 Bench Seat", page 294 


— Remove the backrest. Refer to > “1.2.2 Backrest", page 295 








— Remove the bolt -1- (40 Nm) and remove lap belt -2- from 
body. 
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Installing 
— Install in reverse order:of removal. 


3.4.4 Front Seat Belts, 2-door 


Removing 


(å) Note 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing on the right side is identical. 


AN WARNING 


@ Read the Safety Instructions for Working with airbags, belt Es 
tensioners and battery cut-out units. “Refer to 
> “1.1 Airbag, Belt Tensioner and Battery Gut-Out Units, 


General Safety Precautions“ page 98. 


$ Follow the special instructions regarding belt tensioners. 
Refer to 
> “1.3 Belt Tensioner, Special Instructions", page 99 . 
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— Disconnect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation . 


— Remove the B-pillar upper trim. Refer to 
> “2.6.8 Upper B-Pillar Trim“, page 232 


— Remove the seat bench. Refer to 
> “1.2.1 Bench Seat", page 294 . 


— Remove the backrest. Refer to > “1.2.2 Backrest", page 295 








— Remove the sill panel strip (2-door vehicle). Refer to 
> “2.3.1 Sill Panel Trim, 2-door“, page 8 





— Remove side trim. Refer to 
> “2.6.6 Side Trim, 2-door“, page 229 


— Remove bolt -1- (20 Nm). 
— Remove the screw -2- 40 Nm) and washer -3-. 





— Pull the guide bracket -4- through loop in belt webbing. 


— Remove screw -5- (40 Nm) and remove automatic belt retrac- 
tors -6- from B-pillar. 


A WARNING 


Electrostatic charges may result injnvoluntary deployment of 


the belt tensioner. Therefore thé’ technician must discharge 
Static electricity from the bodysbefore separating the ignition 
and ground wiring. This is done, for example, by briefly grasp- 
ing the chassis or door striker. 





— Disconnect the connector -7-. 
— Remove bolts -8- (4.5 Nm) and belt guide -9-. 


— Remove bolt -10- (40 Nm) and remove belt relay -11- from belt 
height adjuster. 
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Installing 
- Install in reverse order of removal. 


- Connect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation . 


3.4.5 Front Seat Belts, 4-door 


Removing 





The following describes removing and installifigzon the left side Of 
the vehicle. Removing and installing on the rigkit side is identical. 


A 
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AN WARNING 


@ Read the Safety Instructions for working with airbags, belt 
tensioners and battery cut-out units. Refer to 
> “1.1 Airbag, Belt Tensioner and Battery Cut-Out Units, 


General Safety Precautions‘, page 98. 


Follow the special instructions regarding belt tensioners. 
Refer to 
> “1.3 Belt Tensioner, Special Instructions“, page 99 . 





— Disconnect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation 


— Remove the B-pillar upper trim. Refer to 
> “2.6.8 Upper B-Pillar Trim“, page 232 


— Remove the B-pillar lower trim. Refer to 
=> “2.6.3 Lower B-Pillar Trim“, page 226 


— Remove the bolt -1- (40 Nm) and remove belt anchor -2- from 
body. 


AN Caution 


The screw -1- may be micro-encapsulated and must be heated 
using a hot air gun before loosening. While doing this, protect 
the neighboring seat belt against excessive heat with a moist 
towel. 


a Note 


@ /fthe screws micro-encapsulated, it must be replaced every time it is loosened. 





¢ Before installing the new screw, threads on nut faust be cleaned and cut again if necessary. 


=~ Remove screw -3- (40 Nm) and remove automatic beltretrac- 
tors -4- from B-pillar. 


AN WARNING 


Electrostatic charges may result in involuntary deployment of 


the belt tensioner. Therefore the technician must discharge 
static electricity from the body before separating the ignition 
and ground wiring. This is done, for example, by briefly grasp- 
ing the chassis or door striker. 





— Disconnect wiring harness -5-. 
— Remove bolts -6- (2 Nm) and belt guide -7-. 


— Remove bolt -8- (40 Nm) and remove belt relay -9- from belt 
height adjuster. 


9 
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Installing 
— Install in reverse order of removal. 


— Connect the battery. Refer to = Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation . 


3.4.6 Front Seat Belt Height Adjuster 


(å) Note 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing on the right side is identical. 


Removing 


— Remove the B-pillar upper trim. Refer to 
> “2.6.8 Upper B-Pillar Trim“, page 232 


(å) Note 


Belt anchor or anchor rail does not need to be removed on seat 
belt. 
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— Remove bolt -1- (40 Nm) and remove belt relay -2- from belt 
height adjuster. 


— Remove bolt -3- (20 Nm) and separate belt height adjuster 
-4- from mounting in carrier plate. 


N69-10037 | 





Installing 
— Install in reverse order of removal. 


3.4.7 Rear Outer Seat Belts 


Removing 


(å) Note 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing on the right side is identical. 


2-door vehicles 


— Remove the B-pillar upper trim. Refer to 
> “2.6.8 Upper B-Pillar Trim“, page 232 
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— Remove the seat bench. Refer to 
> “1.2.1 Bench Seat", page 294 


— Remove the backrest. Refer to > ‘1.2.2.Backrest", page 295 








— Remove side trim. Refer to 
> “2.6.6 Side Trim,-#door", page 229 


— Remove the storage compartment from the side luggage com- 
partment cover. Refer to 
> “2.5.3 Storage Compartment, Luggage Compartment Cov- 
er“, pagé’220 


— Remove roof end strip. Refer to 
> “2.9.2 Roof End Strip*, page 243 


— Remove the C-pillar trim. Refer to 
> 2.6.1 C-Pillar Trim*, page 223 . 


4-door vehicles through 06.05 


— Remove the seat bench. Refer to 
>1.2.1 Bench Seat", page 294 


— Remove 4-door side upholstery: 














+ With rear side airbag, refer to 
> “4.2.3 Side Upholstery with Side Airbag, 4-door", 


page 296 


@ Without rear side airbag, refer to 
> “1.24 Side Upholstery, 4-door“, page 297 


— Removeʻthe wheel housing trim, 4-door, refer to 
> “2.3.4 Wheel Housing Trim, 4-door“, page 12 











4-door vehicles with rear side airbag, from 06.65) 
— Remove 4-door sidé‘upholstery: pf 
+ With rear side airbag, refer tò 
> “1.2.3 Side Upholstery with Side Airbag, 4-door“, 
page 296 


— Remove the wheel housing trim (4-door vehicle). Refer to 
> “2.3.4 Wheel Housing Trim, 4-door“, page 12 





4-door vehicles without rear side airbag, from 06.05 


— Remove wheel housing trim on 4-door vehicles without rear 
side airbag 
> “2.3.3 Trim, Wheel Housing, 4-door, Without Side Airbag, 


from 06.05“, page 11 


— Remove the storage compartment from the side luggage com- 
partment cover. Refer to 
> “2.5.3 Storage Compartment, Luggage Compartment Cov- 
er“, page 220 


— Remove roof end strip. Refer to 
> “2.9.2 Roof End Strip“, page 243 


— Remove the C-pillar trim. Refer to 
> “2.6.1 C-Pillar Trim“, page 223 . 


— Remove the bolt -1- (40 Nm) and remove seat belt guide -2- 
from body. 
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Vehicles with belt tensioner 


AN WARNING 


@ Read the Safety Instructions for working with airbags, belt 
tensioners and battery cut-out units. Refer to 


> “1.1 Airbag, Belt Tensioner and Battery Cut-Out Units, 
General Safety Precautions“, page 98 . 


@ Pay attention especially to the instructions for belt ten- 
sioners. Refer to 
> “1.3 Belt Tensioner, Special Instructions“, page 99. 





— Disconnect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation 


AN WARNING 


Electrostatic discharges can lead to unintended deployment of 


the airbag. Therefore, the technician must discharge static 
electricity from the body before disconnecting the ignition and 
ground wiring. This is done, for example, by briefly touching 
the vehicle body or the door striker pin. 





— Disconnect wiring harness -3-. 


— Remove screw -4- (40 Nm) and remove automatic belt retrac- 
tors -5- from body -arrow A-. 


Vehicles without belt tensioner 


— Remove screw -6- (40 Nm) and remove automatic belt retrac- 
tors -7- from body -arrow B-. 


A 
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Installing 
— Install in reverse order of removal. 


3.4.8 Rear Center Three-Point Seat Belt 


Removing 


— Remove the seat bench. Refer to 
> “1.2.1 Bench Seat", page 294 


— Remove the backrest. Refer to > “1.2.2 Backrest", page 295 


— Remove the cover and the backrest cushion. Refer to 
> “1.2.2 Backrest Covers and Cushion“, page 316 


— Remove the bolt -1- (40 Nm) and remove seat belt latch -2- 
from body. 


Remove hex nut -3- (40 Nm) and remove automatic belt re- 
tractors -4- from console -5-. 


— Guide seat belt latch -2- through console -5-. 


1 78 Rep. Gr.69 - Passenger Protection, Airbags, Seat Belts 


Golf 2004 > , Golf 2009 > @® 


Body Interior - Edition 05.2011 - 





= O 
Installing . 
4 V6, 


— Install in reverse order of remova 
3.4.9 Rear Dotble Belt Latch 


Removing 








— Remove the seat bench. Refer to 
> “1.2.1 Bench Seat", page 294 


— Remove the backrest. Refer to > “1.2.2 Backrest", page 295 


— Remove screw -1- (40 Nm) and remove double seat belt latch 
-2- from body. 
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Installing 





— Install in reverse order of removal. 


1 80 Rep. Gr.69 - Passenger Protection, Airbags, Seat Belts 


Golf 2004 > , Golf 2009 > 
Body Interior - Edition 05.2011 





4 Special Tools 
Special tools and workshop equipment required 


@ Vehicle Diagnosis, Testing and Information System - 
VAS 5051- 


+ Diagnostic Cable -VAS 5051/1- or -VAS 5051/3- 


VAS 5051 A 
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AO C a 








1 Description and Operation 

> “1.1 Instrument Panel“, page 182 

1.1 Instrument Panel 

> “1.1.1 Instrument Panel, Golf from MY 04, Aligning“, 
page 182 

1.1.1 Instrument Panel, Golf from MY 04, 


Aligning 


Instrument panel height is adjusted correctly when there4s no 
offset between door trim seam -arrow A- and instrument panel 
seam -arrow B-. 


Height difference between upper edge of door trig -1- and upper 
edge of instrument panel -2-: 3 mm +/- 1 mm. 


Itis not necessary to change instrument panel position to increase 
horizontal gap between door trim and instrument panel 
-arrow C-. 














— Open the door and remove the bolt -1- (2 Nm). 


— Hold an appropriately thick cloth at left edge of instrament 
panel and close door. 


In this way, door trim engages closer to door and the gap between 
door trim and instrument panel increases appropriately. Thus, it 
is not necessary to align instrument panel. 


a Note 


Perform work on passenger side in the same way. 


Aligning the instrument panel 


Instrument panel can be aligned in height and diagonally to di- 
rection of travel. 


— Remove wiper arm. Refer to > Electrical Equipment; Rep. Gr. 
92 ; Removal and Installation 























— Remove plenum chamber cover. Refer to = Body Exterior; 
Rep. Gr. 64 ; Removal and Installation 


— Remove side instrument panel covers. Refer to 
=> “2.4.20 Instrument Panel Side Covers“, page 70 
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— Pry cover -1- out of mounts using trim removal wedge -3409- . 

















— Unclip cover -1- from trim using a small screwdriver. 
— Remove bolt -2- (4.5 Nm). 
— Pull left footwell triny-3- out of mounts. 


(Ee 


Removal of right footwell trim is fdentical. a 
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— Loosen the bolt -1- in plenum chamber 2-3 turns. 




















— Loosen two bolts -1- below heating or A/C mechanism 2-3 
turns (9 Nm). 


a Note 


Additional bolts in this area do not need to be loosened. 


— Loosen four bolts -2- in tunnel area 2-3 turns (20 Nm). 
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— Loosen nut -1- on right side 2-3 turns (18 Nm). 
— Loosen fuse holder bolt -3- on left side (2 Nm). 
— Loosen two nuts -4- 2-3 turns (18 Nm). 
Aligning the instrument panel height 


CE) iiss 


@ Instrument panel height is set using eccentric screws -2- and -5-. 
@ Inthe zero position, the longer eccentric surface faces toward outside of vehicle. 
@ Eccentric must not be turned more than +90° out of zero position 
— Adjust desired instrument panel height using eccentric screws 
-2- and -5-. 
Aligning the instrument panel width 
— Slide instrument panel into desired position. 

















N7O-10@27 














— Tighten the instrument panel to the tightening specifications 
after it has been aligned. 
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Installation of removed components is reverse of removal. 
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2 Removal and Installation 

> “2.1 Carpet“, page 187 

> “2.2 Door Trim Panels, Golf from MY 04“, page 189 
> “2.3 Door Trim Panels, Golf from MY 09“, page 196 

> “2.4 Instrument Panel“, page 206 

> “2.5 Luggage Compartment Trim“, page 218 

> “2.6 Pillar and Side Trim“, page 223 

> “2.7 Rear Lid Trim Panel, Golf from MY 04“, page 234 
> “2.8 Rear Lid Trim Panel, Golf from MY 09“, page 237 
> “2.9 Roof Trim“, page 239 


2.1 Carpet 
> “2.1.1 Carpet“, page 187 
2.1.1 Carpet 


Special tools and workshop equipment.required 
+ Airbag adapter -VAS 6229- 








VAS 6229 


@ Airbag adapter -VAS 6281- 
VAS 6281 





gea 














Q 


— Remove front seats. Refer to > “1.1.7 Front Seat“, page 258 


k 


Removing 





— Remove accelerator pedal module. 
— Remove center console: 


@ Basic: 
> “2.4.1 Center Console, Basis, Golf from MY 04“, page 15 


@ Highline: 
> “2.4.4 Center Console, Highline, Golf from MY 04“, 
page 27 
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— Remove side instrument panel covers. Refer to 
> “2.4.20 Instrument Panel Side Covers“, page 70 





— Remove hood release lever. Refer to > Body Exterior; Rep. 
Gr. 55 ; Removal and Installation 


— Remove sill panel trim: 


2-door: > “2.3.1 Sill Panel Trim, 2-door“, page 8 





oe ¢ 


4-door: > “2.3.2 Sill Panel Trim, 4-door“, page 9 





Remove the A-pillar lower trim: 


@ Driver side: 
> “2.6.4 Lower A-Pillar Trim, Driver Side“, page 227 


@ Passenger side: 
> “2.6.5 Lower A-Pillar Trim, Passenger Side“, page 228 








— Remove bolt -1- (1.5 Nm) and pull support cover -2- upward 
out of mounts in floor panel. 


2-door vehicles and vehicles with power seats 
— Remove cover cap -1- and remove bolt -2- (4aNim): 
— Remove bracket -3- from seat rail -4-5 


All vehicles 


— Cut into floor cover at both -dashed lines- in parking brake 
console area. 


— Remove floor covéring from vehicle. 


k 
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Installing 
— Install in reverse order of removal. 


2.2 Door Trim Panels, Golf from MY 04 


> “2.2.1 Door Trim Molding“, page 189 


> “2.2.2 Driver Side Front Door Trim“, page 190 
> “2.2.3 Passenger Side Front Door Trim“, page 191 


> “2.2.4 Rear Door Trim“, page 193 
> “2.2.5 Window Crank“, page 194 


2.2.1 Door Trim Molding 


Removing 


[a] Note 


When prying out trim molding, begin in front area of door trim. 











— Carefully pry off the trim strip -1- 24 mm behind the front edge 
-dimension a- using the release tool -T10236- . 














N7O-10@34 
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T10236 == f N70-10290 





— Pry trim molding as described out of remaining mounts, the 
dimensions are: 


@ -Dimension b = 120 mm- 

+ -Dimension c = 230 mm- 

@ -Dimension d = 338 mm- 

+ -Dimension e = 445 mm- 

— Pull trim molding out of door trim in direction of travel. 
Installing 


— InstalEin reverse order of removal. 


2.2.2 Driver Side Front Door Trim 


Removing 
— Switch off ignition. 


— Pry upper section of grip shell -1- upward out of mounts in door 
trim using trim removal wedge -3409- . r 


; 4 : , E, 

— Depending on vehicle-equipment, disconnect ng harness- 

es from upper section of¢grip shell. pf 

— Remove two screws -2- (4 Nm) in'a@rea handle molding area. 
— Remove bolt -3- and three bolts -4- (2 Nm). 


— Disengage door trim from mounts in lower area using disas- 
sembly pliers -3392- . 


— Disengage door trim from mounts on the sides using disas- 
sembly pliers -3392- . 


— Pull door trim vertically upward out of window shaft. 


— Remove the wiring harness from the speaker on vehicles with 
a radio. 


— Disconnect door trim wiring harness from door control module. 
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- Disengage the release cable -5- from the interior door mech- 
anism -6-. 


— Remove the screw -7- (2 Nm) and pry the mirror triangle cover 
-8- out of mounts using trim removal wedge -3409- . 


— Remove the wiring harness from the speaker in the cover on 
vehicles with a radio. 





Installing 


— Install in reverse order of removal. 


a Note 


Check the clips for damage and replace if necessary. 


2.2.3 Passenger Side Front Door Trim 
Removing 
— Switch off ignition. 


— Pry the upper section of the grip shell -1- out of the pull handle 
in the door trim using the Trim Removal Wedge -3409- . 
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Remove the bolts -2- and -3- (4 Nm). 
Remove the screw -4- and the three screws -5- (2 Nm). 


Disengage door trim from mounts in lower area using disas- 
sembly pliers -3392- . 


Disengage door trim from mounts on the sides using disas- 
sembly pliers -3392- . 


Pull door trim vertically upward out of window shaft. 


Remove the wiring harness from the speaker on vehicles with 
a radio. 


Disconnect door trim wiring harness from door control module. 


Disengage the release cable -6- from the interior door mech- 
anism -7-. 

Remove the screw -8- (2 Nm) and pry the mirror triangle cover 
-9- out of mounts using trim removal wedge -3409- . 


Remove the wiring harness from the speaker in the cover on 
vehicles with a radio. 


N70-10052 





Installing 


Install in reverse order of removal. 
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a Note 


Check the clips for damage and replace if necessary. 


2.2.4 Rear Door Trim 


a Note 


The following describes removing and installing the trim panel on 
the right rear door, Removing and installing the trim panel on the 
left rear door is identical. 

Removing 

— Switch offignition. 

Only vehicles: with manual window regulators 


— Remove window crank. Refer to 
> “2.2.5 Window Crank“, page 194 


— Pry the upper section of the grip shell -1- out of the pull handle 
in the doorarim using the Trim Removal Wedge -3409- . 


— Remove thé-bolts -2- and -3- (4 Nm). 
— Remove bolt =4- (2 Nm). 


— Disengage door:trim from mounts in lower area using disas- 
sembly pliers -3392- . 





— Disengage door trim<from mounts on the sides esingga 
sembly pliers -3392- . 


— Pull door trim vertically upwáfrtd.out of window Ma 


- Depending on vehicle equipment, disèonnect wiring harness- 
es from door trim. 


- Disengage the release cable -5- from the interior door mech- 
anism -6-. 
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Installing 


— Install in reverse order of removal. 


window regulator, then it is necessary to adapt the new door panel 
using workshop“tool. It will be necessary ake a hole ithe 
door trim panel for the;window regulator shaft. 


(å) Note 


Check the clips for damage and replace if necessary. 


If the door*trim panel is being replaced er with manual 


2.2.5 Window Crank 


Removing 


— Press circlip -1- forward in direction of travel -arrow- and re- 
move window crank -2- from drive mechanism -3-. 
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N70-0855 





Installing 


— Install in reverse order of removal. 


a Note 


+ After installation; window crank on right side of vehicle must stand at “5:00“ when window Js closed. 
@ After installation, window crank on left side of vehicle must stand at “7:00“ when window is*closed. 
@ This corresponds to a 30° -angle a- position. 

@ Deviation of window cranks to each other must be 6° max. 
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N70-0855 





2.3 Door Trim Panels, Golf from MY 09 


> “2.3.1 Door Trim Panel Decorative Trim“, page 196 

> “2.3.2 Front Door Trim Panel, 2-door Vehicles“, page 197 
> “2.3.3 Front Door Trim Panel, 4-door Vehicles“, page 200 
> “2.3.4 Front Speaker Trim“, page 203 

> “2.3.5 Rear Door Trim“, page 203 





2.3.1 Door Trim Panel Decorative Trim 


(å) Note 


The decorative trim is welded to the door trim panels. It is neces- 
sary to remove the door trim panel. 

Removing 

— Switch off ignition. 

— Remove front door trim: 


@ 2-door vehicles: 
> “2.3.2 Front Door Trim Panel, 2-door Vehicles“, page 197 . 
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@ 4-door vehicles: 
> “2.3.3 Front Door Trim Panel, 4-door Vehicles“, page 200 . 


— Removing rear door trim. Refer to 
> “2.2.4 Rear Door Trim“, page 193 . 


— Remove the weld points on the decorative trim strip with a 
suitable grinder. 


- Loosen the decorative trim strip. fromthe: l 
ok cpa eG does No 
Installing RNS Ue, 
D % 
— Insert the decorative trim strip into the door trim panel and se-s, 


cure it with clamping washers. “Co 
cS 


Ox 
2.3.2 Front Door Trim Panel, 2-door Vehicles % 
& 5 
@ Wedges -T10383- 


S 
t 
a} Note 


Removal and installation is described for the right side of the ve- 
hicle-Removing and installing on the left side is identical. 


Removing 
- Switch off ignition. 





aal P 











E 
— Loosen the trim -1- from the door trim panel using the wedge 











N70-10480 








— Remove the bolts -1- and -2- (4.5 Nm). 











N70-10481 
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— Remove the screw -1- (4.5 Nm). 








N70-10482 














AN Caution 


When loosening the door trim, the mounting elements could be 


damaged. To prevent this, follow the specified location and 
sequence for the clip connections to be loosened when re- 
moving the door trim. 





AG. Volkswagen AG do 
e 


\N 
— Remove the door trim in the -specified sequence- fromthe re- > Noto 
lease mechanisms, use the wedges -T1 0383- 60° Yar, 
X So 
D O; 


3 


T10383 


N70- 10483 
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— Pull door trim vertically upward out of window shaft. 


— Disengage the cable -1- from the interior door mechanism on 
the inside of the door trim panel. 


— Depending on vehicle equipment, disconnect wiring harness- 
es from door trim. 


Installing 


— Install in reverse order of removal. 


a Note 


Check the clips for damage and replace if necessary. ` N70-10484 


AN Caution 


Before installing the door trim, make sure the release mecha- 
nisms on all the clips are in the -1 position-. 

















It is not possible to install the door trim correctly if the clips are 
in the -2 position-. 


[ N70-10361 | 
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2.3.3 Front Door Trim Panel, 4-door Vehicles 


(å) Note 


Removal and installation is described for the right side of the ve- 
hicle. Removing and installing on the left side is identical. 





Removing 


swage” AG Volkswagen Aq doss, 
— Switch off ignition. asow® or Quy, 
AO g, 
— Loosen the trim -1- from.the door trim panel using the wedge 4 
-T10383/1- . Ss N 
©, 
— Remove the three bolts -arrows- (4.5 Nm). O 
- Remove the scréw -2- (4.5 Nm). % 
| Z 
A 


Í —T10383/1 


1- 


N70-10485 
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AN Caution 


When loosening the door trim, the mounting elements could be 


damaged. To prevent this, follow the specified location and 
sequence for the clip connections to be loosened when re- 
moving the door trim. 





— Remove the door trim in the -specified sequence- from the rez 
lease mechanisms, use the wedges -T10383- . 


n AG. Volkswagen AG gg 





“* 49 $$9U}991109 OU} 


T10383/1 T10383 


N70-10486 


— Pull door trim vertically upward out of window shaft. 
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— Disengage the cable -1- from the interior door mechanism on 
the inside of the door trim panel. 


— Depending on vehicle equipment, disconnect wiring harness- 
es from door trim. 


Installing 


— Install in reverse order of removal. 


a Note 


Check the clips for damage and replace if necessary. 


A Caution 


Before installing the. door trim, make sure the release mecha- 
nisms on all the clips are in the -1 position-. 





It is not possible to install the door trim correctly if the clips are 
in the -2 position-. 
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2.3.4 Front Speaker Trim 


[a] Note 


Removal and installation is described for the right side of the ve- 
hicle. Removing and installing on the left side is identical. 


Removing 

— Switch off ignition. 

— Remove front door trim: . 
+ 2-door vehicles: N yawa gen AG N EDENA oa 
> “2.3.2 Front Door Trim Panel, 2- -dogrVèhicles", page 197 


+ 4-door vehicles: NX 


> “2.3.3 Front Door Trim Panęlý4- -door Vehicles“, page 200 


- Remove the door trim panel cover -1- from the mounts in the 


door inner panel. S 


— Disconnect wiring hamess -2-. 
Installing ov 
O 
T 
— Install in reverse order of removal. 


5 
B Note a 


Check the clips for damage and replace if necessary. 

















S 
a 
T 
O 
% 
E 
% 
o 
b 
$ 
Z 
v N70-10488 
Xo 
Cy 
Q- 
2.3.5 Rear Door Trim >, 
“YW, 
“Ae Ai Ip S eo N 
a Note 810, d “OW uap 


Removal and installation is described for the right side of the ve- 
hicle. Removing and installing on the left side is identical. 
Removing 

— Switch off ignition. 


— Loosen the trim -1- from the door trim panel using the wedge 
-T10383/1- . 
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Remove the bolts -1- and -2- (4.5 Nm). 





N70-10481 














Remove the screw -1- (4.5 Nm). 








AN Caution 


= 
When loosening the door trim, the mounting elements could be 


damaged. To prevent this, follow the specified location and 


sequence for the clip connections fo be loosened when re- 
moving the door trim. 


% 
2 
% 
© 
@ 
2, 
6 
= 
oO 
Q 
2 
3 
Q 
5 
Q D 
— Remove the door trim in the -specified sequence- from the re- 9 
lease mechanisms, use the wedges, -T10383- . 5 
O 9 
S 
g 
= 
S 
| 
> 
Q 
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T10383/1 T10383 


N 70-1048 7 





— Pull door trim vertically upward out of window shaft. 


— Disengage the cable < olay the interior door mechanism on 
the inside of the door tri panel 


— Depending on vehicle equipment, disconnect wirin ness;, eo! 
es from door trim. losg „gy v 





Installing 
— Install in reverse order of removal. 


If the door trim panel is being replaced on a vehicle with manual 
window regulator, then it is necessary to adapt the new door panel 
using workshop tool. It will be necessary to make a hole in the 
door trim panel for the window regulator shaft. 


B Note 


Check the clips for damage and replace if necessary. 











N70-10484 
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AN Caution 


Before installing the door trim, make sure the release mecha- 
nisms on all the clips are in the -1 position-. 





It is not possible to install the door trim correctly if the clips are 
in the -2 position-. 





2.4 Instrument Panel 
> “2.4.1 Instrument Panel“, page 206 





> “2.4.2 Instrument Panel Crossmember“, page 213 





2.4.1 Instrument Panel 


Removing 


— Disconnect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation 


— Remove driver side airbag unit. Refer to 
> “3.1.2 Air Bag, Driver Side, Golf from MY 04", page 118 
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— Remove the steering wheel. Refer to > Suspension, Wheels 
and Steering; Rep. Gr. 48 ; Removal and Installation 


— Remove side instrument panel covers. Refer to 
> “2.4.20 Instrument Panel Side Covers“, page 70 





— Remove the A-pillar center trim. Refer to 
> “2.6.2 Center A-Pillar Trim“, page 225 


— Remove the A-pillar upper trim. Refer to 
> “2.6.7 Upper A-Pillar Trim“, page 230 . 


Golf from MY 04 


— Loosen the sill panel strips near the A-pillar lower trim and re- 
move. 


@ 2-door: > “2.3.1 Sill Panel Trim, 2-door, page's 
@ 4-door: > “2.3.2 Sill Panel Trim: 4-door", page 9 











— Remove the lower trim from the A-pillar on the passenger side. 
Refer to 
> “2.6.5 Lower A-Ritlar Trim, Passenger Side“, page 228 

— Remove the hogd release lever. Refer to > Body Exterior; 
Rep. Gr. 55 ; Removal and Installation 

— Remove the.A-pillar lower trim on the driver side. Refer to 


> “2.6.4 Lower A-Pillar Trim, Driver Side“, page 227 . 


— Remove the center cover (Golf from MY 04). Refer to 
> “2.4.8 Cover, Center, Golf from MY 04", page 50 


— Remove center console: 


+ Basis (Golf from MY 04), refer to 
> “2.4.1 Genter Console, Basis, Golf from MY 04“, page 15 


@ Highline (Golf from MY 04), refer to 
> “2.4.4 Center Console, Highline, Golf from MY 04", 


page 27 
— Remove instrument panel center vent: 











@ Vehicles without Climatronic: 
> “2.4.31 Ventszlnstrument Panel, Center, Vehicles without 


Climatronic, Golf ftom MY 04“, page 89 
@ Vehicles with Climatronic: 


> “2.4.32 Vents, Instrument Panel, Center, Vehicle Edith Cli- 
matronic, Golf from MY 04%page 91 











— Remove instrument panel center trim:,Refer to 
> “2.4.29 Trim, Instrument Panel, Center, Golf from MY 04“, 


page 87 
Golf from MY 09 


— Remove the trim in the center of the instrument panel (Golf 
from MY 09). Refer to 
> “2.4.28 Trim, Instrument Panel, Center, Golf from MY 09“, 


page 87 
— Remove the trim around the A/C and heater controls (Golf from 


MY 09). Refer to 
> “2.4.30 Trim, A/C and Heater Controls, Golf from MY 09%, 


page 88 


— Remove the center cover (Golf from MY 09). Refer to 
> “2.4.7 Cover, Center, Golf from MY 00“, page 49 
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a Note 


On the Golf from MY 09 it is not necessary to remove the center 
control in order to remove the instrument panel. The center con- 
sole can be loosened and then pushed toward the rear. 


— Loosen the center console: 


+ Basis (Golf from MY 09), refer to 
> “2.4.3 Center Console, Basis, Golf from MY 09", page 23 


+ Highline (Golf from MY 09), refer to 
> “2.4.6 Center Console, Highline, Golf from MY 09", 


page 46 
All vehicles 








— Remove the glove compartment. Refer to 
> “2.4.18 Glove Compartment", page 65 





Vehicles with radio system 


— Remove the radio. Refer to = Communication; Rep. Gr. 91 ; 
Removal and Installation 


Golf from MY 09 


— Remove the storage compartment from the center of the in- 
strument panel (Golf from MY 09). Refer to 
> “2.4.25 Storage Compartment, Instrument Panel, Center, 
Golf from MY 09", page 81 


All vehicles 
Vehicles with Navigation 


— Remove the navigation display and controls. Refer to > Com- 
munication; Rep. Gr. 91 ; Removal and Installation 


Vehicles with Climatic or Climatronic 


— Remove controls for Climatic orGlimatronic. Refer to > Heat- 
ing, Ventilation and Air Conditioning; Rep. Gr. 87 ; Removal 
and Installation . 


— Ifthe vehicle has Climatic, disconnect the center outlet tem- 
perature sensor -Gf91- connector. If the vehicle has Clima- 
tronic, disconnect-he left vent temperature sensor -G150- and 
right vent temperature sensor -G151- connectors. Refer to > 
Heating, Ventilation and Air Conditioning; Rep. Gr. 87 ; Re- 
moval and Installation 


Vehicles with heating 


— Remove thesheater controls. Refer to > Heating, Ventilation 
and Air Conditioning; Rep. Gr. 80 ; Removal and Installation 


Golf from MY 09 


— Remove theicenter vent in the instrument panel (Golf from MY 
09). Refer te 
> “2.4.33 Vent, Instrument Panel, Center, Golf from MY 09", 


page 94 
All vehicles 





— Remove the steering column trim. Refer to 
> “2.4.26 Steering Column Trim“, page 82 





— Remove the steering,column electronics control module - 
J527- . Refer to = Electrical Equipment; Rep. Gr. 94 | 
Removal and Installation a) 


A 


A 
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— Remove the Airbag Spiral Spring/Return Spring With Slip Ring 
-F138-. Refer to = Electrical Equipment; Rep. Gr. 94 ; Re- 
moval and Installation 


— Remove the steering angle sensor -G85- . Refer to > Electri- 
cal Equipment; Rep. Gr. 94 ; Removal and Installation 


— Remove the turn signal switch -E2- . Refer to > Electrical 
Equipment; Rep. Gr. 94 ; Removal and Installation 


— Remove the windshield wiper switch -E- . Refer to > Electrical 
Equipment; Rep. Gr. 94 ; Removal and Installation 


— Remove the instrument cluster. Refer to > Electrical Equip- 
ment; Rep. Gr. 90 ; Removal and Installation . 


— Remove right trim panel on driver side. Refer to 
> “2.4.14 Driver Side Left Trim“, page 58 


— Remove left trim panel on driver side. Refer to 
> “2.4.15 Driver Side Right Trim“, page 60 


— Remove driver side footwell cover, if equipped. Refer to 
> “2.4.13 Driver Side Footwell Cover“, page 57 


Vehicles with cell phone mount on instrument panel 








— Disconnect the wiring harnesses from the cell phoneanount:. 
Refer to = Communication; Rep. Gr. 91 ; Removal and In- 
stallation 


All vehicles 


— Remove the lower screw in the fuse holder on the driver side 
under the instrument panel. Refer to = Electrical Equipment; 
Rep. Gr. 97 ; Removal and Installation . 


— Remove the Sunlight Photo Sensor -G107- and the Sunlight 
Photo Sensor 2 -G134- if equipped = Heating, Ventilation and 
Air Conditioning; Rep. Gr: 87 ; Removal and Installation 


Golf from MY 09 


— Remove the knee airbag (Golf from MY 2009). Refer to 
> “3.1.9 Knee Airbag, Golf from MY 09", page 137 


— Remove the two bolts -arrow- (1.5 Nm). 

















All vehicles 

— Remove two bolts -1- (9 Nm) from front passenger airbag. 

— Disconnect wiring harness from front passenger side airbag. 
— Remove bolt -2- (3 Nm). 

— Remove the bolts -3- and -4- (3 Nm). 
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— Pullinstrument panel out of mounts =1- in windshield transition g 
area % © 
l G D 
— Depending on vehicle equipment, discorinect the correspond- oe 
ing wiring harnesses and remove instrument,panel from vehi- oe 
i we 





cle with a second mechanic. 


(å) Note 


When installing instrument panel, make sure that instrument panel is placed with exact fit into mounts -1-. 
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Installing 


Install in reverse order of removal. 


2.4.2 Instrument Panel Crossmember 


When removing and installing electrical wires, make a sketch or 
take a photo to remember the original installation locations. 


Removing 


Disconnect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation 


Remove the instrument panel. Refer to 
> “2.4.1 Instrument Panel", page 206 


Remove the wiper arms. Refer to = Electrical Equipment; 
Rep. Gr. 92 ; Removal and Installation 


Remove the plenum chamber cover. Refer to => Body Exterior; 
Rep. Gr. 50 ; Removal and Installation . 
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— Remove the plenum chamber bolt -1- (20 Nm). 




















— Remove both expanding pins -3- upward. 
— Remove both expanding rivets -2-. 


— Remove the intermediate pieces -1- and -4- from the heater 
and A/C unit. 








N7O-10474 
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B Note 


When removing the crossmember, pay close attention to the po- 
sition of the electrical wires and their mountings; if necessary 
make a sketch or take photographs. 


— Disconnect the wiring harness -1- from the Anti-Theft Immo- 
bilizer Reading Coil -D2- 


— Disconnect the steering column from the crossmember. Refer 
to = Suspension, Wheels, Steering; Rep. Gr. 48 ; Removal 
and Installation . 













































































— Remove the wiring harness from the crossmember -arrows*. 














— Remove the wiring bracket -1=0n both sides of the vehicle from 
the crossmember -arrow-. 














— Remove the right and left bolts -1- and -2- (205Nm). 
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— Remove the bolts -1- and -2- (4.5 Nm). 
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— Remove both nuts -3- and -4- (9 Nm). 
— Remove the bolts -5- and -6- (4.5 Nm). 
— Remove both nuts -7- and -8- (8 Nm). 
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(å) Note 


Mark the height and side position of the crossmember in the ve- 
hicle around the nuts -1- and -2-. 
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— Remove the two nuts -1- and -2- (20 Nm) on the driver side. 


a Note 


Mark the height and side position of the crossmember in the ve- 
hicle around the nut -2-. 














— Remove the nut -2- (20 Nm) on the passenger side. 


— Remove the harness connector mountings from the cross- 
member, depending on the equipment level of the vehicle. 


— Pull the crossmember -1- 2 cm toward the rear. 














— Remove the bolts -1- and -2- (9 Nm). 


— Remove the support panel -3- fromthe crossmember -4-. 


(è) Note 


When removing the crossmêmber, pay close attention to the po- 
sition of the electrical wires-and their mountings, if necessary 
make a sketch or take photographs. 


— With a second technician, carefully remove the crossmember 
-4- from the vehicle. 

















Installing 


— Install in reverse order of removal. 


(à) Note 


Before installing the crossmember, line it up with the markings 
made before it was removed. 
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2.5 Luggage Compartment Trim 
=> “2.5.1 Luggage Compartment Side Trim“, page 218 








> “2.5.2 Rear Lock Carrier Cover", page 219 





> “2.5.3 Storage Compartment, Luggage Compartment Cover“ 
page 220 


2.5.1 Luggage Compartment Side Trim 


(å) Note 


Removal and installation is described for the right side of the ve- 
hicle. Removing and installing on the left side is identical. 





Removing 

— Switch off ignition. 

— Remove floor covering from vehicles 
2-door vehicles 


— Remove the'B-pillar upper trim. It is not necessary to remove 
the belt end fitting and the guide bracket from the front seat 
belt. Refer to > “2.6.8 Upper B-Pillar Trim“, page 232 . 


— Remove the seat bench. Refer to 
>£1.2.1 Bench Seat", page 294 . 


— Remove the backrest. Refer to > “1.2.2 Backrest", page 295 











-© Remove side trim > “2.6.6 Side Trim, 2-door“, page 229 
4-door vehicles through 06.05 


= Remove the seat bench. Refer to 
> “1.2.1 Bench Seat", page 294 . 


= Remove 4-door side upholstery: 








@ With rear side airbag, refer to 
> “1.2.3 Side Upholstery with Side Airbag, 4-door“, 
page 296 


+ Without rear side airbag, refer to 
3 “1.2.4 Side Upholstery, 4-door“, page 297 


— Wheel housing trim, 4-door, removing. Refer to 
=> “23.4 Wheel Housing Trim, 4-door", page 12 








4-door vehicles with rear side airbag, from. 1.06.05 


— Remove 4-door side upholstery: PA 
@ With rear side airbag,refer to ama 
> “1.2.3 Side Upholsterywith Side Airbagy 4*door", 





page 296 


— Wheel housing trim, 4-door, removing. Refer to 
> “2.3.4 Wheel Housing Trim, 4-door“, page 12 





4-door vehicles without rear side airbag, from 06.05 


— Remove wheel housing trim on 4-door vehicles without rear 
side airbag. Refer to 
> “2.3.3 Trim, Wheel Housing, 4-door, Without Side Airbag, 


from 06.05“, page 11 
All vehicles 





— Remove rear lock carrier cover. Refer to 
> “2.5.2 Rear Lock Carrier Cover“, page 219 
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— Remove the storage compartment from the side luggage com- 
partment cover. Refer to 


> “2.5.3 Storage Compartment, Luggage Compartment Cov- 
er“, page 220 


— Remove the two bolts -1- (8 Nm) and remove the anchor point 


— Remove five press buttons -3- and remove trim from vehicle. 





2.5.2 Rear Lock Carrier Cover 
Removing 

— Remove floor covering from vehicle. 

— Disengage cover from body in lower area -arrow A-. 
— Remove cover from side mounts -1- and -2- in body. 
— Pull cover upward from lock carrier -arrows B-. 
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Installing 


— Install in reverse order of removal. 


(å) Note 


Check the clips for damage and replace if necessary. 


2.5.3 Storage Compartment, Luggage Com- 
partment Cover 
(å) Note 


Removal and installation is described for the right side of the ve- 
hicle. Removing and installing on the left side is identical. 


Removing 
— Switch off ignition. 
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2-door vehicles 


— Remove the B-pillar upper trim. Belt anchor rail does not need 
to be removed from front seat belt. Refer to 
> “2.6.8 Upper B-Pillar Trim“, page 232 . 


— Remove the seat bench. Refer to 
> “1.2.1 Bench Seat", page 294 . 


— Remove the backrest. Refer to > “1.2.2 Backrest", page 295 





— Remove side trim. Refer to 
> “2.6.6 Side Trim, 2-door“, page 229 


4-door vehicles through 06.05 


— Remove the seat bench..Réfer to 
> “1.2.1 Bench Seatispage 294 . 


— Remove 4-door.side upholstery: 





@ With rear side airbag, refer to 
> “1.2.3 Side Upholstery with Side Airbag, 4-door“, 


page 296 


@ Without:rear side airbag, refer to 
> “1.24 Side Upholstery, 4-door“, page 297 








- Wheél housing trim, 4-door, removing. Refer to 
> “23.4 Wheel Housing Trim, 4-door“, page 12 


4-door Vehicles with rear side airbag, from 06.05 
— Remove 4-door side upholstery: 


@ Withrear side airbag, refer to 
> “12.3 Side Upholstery with Side Airbag, 4-door", 


page-296 


— Wheebhousing trim, 4-door, removing. Refer to 
> “2.34 Wheel Housing Trim, 4-door“, page 12 








4-door vehicles without rear side airbag, from 06.05 


— Remove wheel housing trim on 4-door vehicles without rear 
side airbag. Refer to 
> “2.3.3 Trim, Wheel Housing, 4-door, Without Side Airbag, 
i ; 





from 06.05", pagé-11 A 

All vehicles E 

— Remove lock carrier cover from‘¢atches in compartment tran- 
sition area. 


— Remove the bolts -1- and -2- (1.5 Nm). 
— Remove compartment -3- from mounts. 


— Depending on vehicle equipment, disconnect wiring harness- 
es from compartment. 
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Installing 
— Install in reverse order of removal. 


(å) Note 


Before installation, inspect the retaining clips for damage and re- 
place if necessary. 
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2.6 Pillar and Side Trim 

> “2.6.1 C-Pillar Trim“, page 223 

> “2.6.2 Center A-Pillar Trim“, page 225 

> “2.6.3 Lower B-Pillar Trim“, page 226 

> “2.6.4 Lower A-Pillar Trim, Dyiver’ Side“, page 227 

=> “2.6.5 Lower A-Pillar Trim, Passenger Side“, page 228 
> “2.6.6 Side Trim, 2¢door", page 229 

> “2.6.7 Upper AzPillar Trim“, page 230 

> “2.6.8 Upper B-Pillar Trim“, page 232 


2.6.1 C-Pillar Trim 


a Note 


The following describes removing and installing on the left side of 
the vehiéle. Removing and installing on the right side is identical. 

















Removing 
— Switchsoff ignition. 
4-door vehicles through 06.05 


— Remove the seat bench. Refer to 
> “1.2.1 Bench Seat“, page 294 . 


— Remove 4-door side upholstery: 





+ With rear side airbag, refer to 
> “1.2.3 Side Upholstery with Side Airbag, 4-dgor? 
page 296 


@ Without rear side airbag, refermto 
> “1.2.4 Side Upholstery, 4-door“; page 297 


— Wheel housing trim, 4-door, removing. Refer to 
> “2.3.4 Wheel Housing Trim, 4-door“, page 12 


A 








4-door vehicles with rear side airbag, from 06.05 
— Remove 4-door side upholstery: 


@ With rear side airbag, refer to 
> “1.2.3 Side Upholstery with Side Airbag, 4-door", 


page 296 


— Wheel housing trim, 4-door, removing. Refer to 
> “2.3.4 Wheel Housing Trim, 4-door“, page 12 








4-door vehicles without rear side airbag, from 06.05 


— Remove wheel housing trim on 4-door vehicles without rear 
side airbag. Refer to 
> “2.3.3 Trim, Wheel Housing, 4-door, Without Side Airbag, 


from 06.05“, page 11 
2-door vehicles 





— Remove the B-pillar upper trim. It is not necessary to remove 
the belt end fitting and the guide bracket from the front seat 
belt. Refer to > “2.6.8 Upper B-Pillar Trim“, page 232 . 


— Remove the seat bench. Refer to 
> “1.2.1 Bench Seat", page 294 . 


— Remove the backrest. Refer to > “1.2.2 Backrest", page 295 
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— Remove side trim. Refer to 
> “2.6.6 Side Trim, 2-door“, page 229 


All vehicles 








— Remove the storage compartment from the side luggage com- 
partment cover. Refer to 
> “2.5.3 Storage Compartment, Luggage Compartment Cov- 


er“, page 220 . 
— Remove roof end strip > “2.9.2 Roof End Strip“, page 243 








- Remove airbag emblem -1- and the screw -2- (4 Nm). 


(å) Note 


When re-installing, airbag emblem -1- must be replaced. 


— Remove nut -3- (1.5 Nm). 
— Loosen trim from threaded pins. in\nut -3- -arrow A-. 
— Remove trim from mounts.sarrow B- and door seal piping. 


— Remove trim upward oat of mounts in body -arrow C-. 
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Installing 
— Install in reverse order of removal. 


a Note 


Check the clips for damage and replace if necessary. 


2.6.2 Center A-Pillar Trim 


a Note 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing on the right side is identical. 
Removing 


— Remove side instrument panel cover. Refer to 
> “2.4.20 Instrument Panel Side Covers“, page 70 . 


— Remove the trim panel -1- from the mounts in the body 
-arrow A-. 


— Pull trim upward out of lower A-pillar trim -arrow B-. 
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Installing 





— Install in reverse order of removal. 


(å) Note 


Ensure trim is in door seal molding after installation. 


2.6.3 Lower B-Pillar Trim 


— In vehicles with interior monitoring system „Switch ignition off. 


— Remove the sill panel strip on the 4-door vehicle. Refer to 
> “2.3.2 Sill Panel Trim, 4-door", page 


— Remove the two bolts -1- (4 Nm). 
— Remove trim -3- from door seal piping. 
— Remove the trim near the guide -2-. 


— In vehicles with interior monitoring system, disconnect wiring 
harness from sensor. 


— Remove the trim under the B-pillar upper trim piece. 
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Installing 


— Install in reverse order of removal. 


2.6.4 Lower A-Pillar Trim, Driver Side 


Removing 


— Disengage sill panel trim from body in lower A-pillar trim tran- 
sition area. 


@ 2-door: > “2.3.1 Sill Panel Trim, 2-door“, page 8 
+ 4-door: > “2.3.2 Sill Panel Trim, 4-door“, page 9 


— Remove side instrument panel covers. Refer to 
> “2.4.20 Instrument Panel Side Covers“, page 70 











— Remove the hood release lever -1-. Refer to Body Exterior; 
Rep. Gr. 55 ; Removal and Installation 


— Remove clip -2-. 
— Remove trim from body -arrow A-. 
— Remove trim from door seal piping. 


— Pull trim out of mount -arrow B-. 


B Note 


Before installation, clip -2- must be checked for damage and replaced if necessary. 


DE) 


f 
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Installing 
— Install if reverse order of removal. 


2.6.5 Lower A-Pillar Trim, Passenger Side 


Removing 


— Disengage sill panel trim from body in lower A-pillar trim tran- 
sition area. 


@ 2=door: > “2.3.1 Sill Panel Trim, 2-door“, page 8 
+ 4-door: > “2.3.2 Sill Panel Trim, 4-door“, page 9 


— Remove side instrument panel cover on front passenger side. 
Refer to > “2.4.20 Instrument Panel Side Covers“, page 70 


a Note 


For clarity, instrument pane! is not depicted in the illustration. 


— Remove trim4rom body -arrow A-. ry 
— Remove trim from.door seal piping. A 


— Pull trim out of mount -arrow B-. 
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Installing 


Install in reverse order of removal. 


2.6.6 Side Trim, 2-door 


B Note 


Removal and installation is described for the right side of the ve- 
hiéle. Removing and installing on the left side is identical. 


Removing 


Remove the B-pillar upper trim. Belt anchor rail does not need 
tõbe removed from front seat belt. Refer to 
> “2.6.8 Upper B-Pillar Trim“, page 232 . 


Remove the seat bench. Refer to 
> “1.2% Bench Seat", page 294 . 


Remove coyer cap -1- from mounts and femove screw -2- (2 


Nm). = 
Remove sill panel ‘trim from mounts in sidestrim in lower’area. 


Remove side trim from mounts in body. 


B 


od 
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— In vehicles with radio system, disconnect wiring harness from 
speaker -3-. 





— In vehicles with interior monitoring system, disconnect wiring 
harness from sensor. 


IN70- 10054 





Installing 


— Install in reverse order of removal. 


(å) Note 


Before installation, inspect the retaining clips for damage and re- 
place if necessary. 


2.6.7 Upper A-Pillar Trim 


a Note 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing on the right side Is identical. 
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Removing 


— Remove side instrument panel covers. Refer to 
> “2.4.20 Instrument Panel Side Covers“, page 70 





— Remove the A-pillar center trim. Refer to 
> “2.6.2 Center A-Pillar Trim“, page 225 


— Remove airbag emblem -1- and the screw -2- (4 Nm). 





— Remove trim in area of mounting clip -3- from mounts 
-arrow A-. 


— Remove trim from door seal piping. 
— Pull trim out of front mount -arrow B-. 


— Removettrim in rear area from instrument panel -arrow C-. 


a Note 


@ When re-installing, airbag emblem -1- must be replaced. 
@ Check the clips for damage and replace if necessary. 
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Installing 





— Install in reverse order of removal. 


2.6.8 Upper B-Pillar Trim 


(å) Note 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing on the right side Is identical. 


Removing 
— Remove airbag emblem -4- and the screw -2- (4 Nm). 


B Note 


When re-installing, airbag emblem -1- must be replaced. 


— Pull trim in lower area out of mount in body -arrow A-. 
— Remove trim from door seal piping. 
— Pull trim out of top mount -arrow Be, 
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4-door vehicles 
— Open the flap at the bottom of the B-pillar -1-. 


— Press floor covering slightly to side and remove screw -2- (40 
Nm). 


— Remove belt anchor -3- from body. 
2-door vehicles 


— Remove the seat bench. Refer to 
> “1.2.1 Bench Seat", page 294 . 


— Remove the sill panel strip (2-door vehicle). Refer to 
> “2.3.1 Sill Panel Trim, 2-door“, page 8 























— Remove anchor rail from seat belt. Refer to 
> “3.4.4 Front Seat Belts, 2-door“, page 170 


All vehicles 





— Pull seat belt through trim opening. 
Installing 


a Note 


@ When installing, driver for belt height adjuster -4- and button in trim -3- must be located in the same position. 
+ Before installation, clip must be checked for damage and replaced if necessary. 
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— Install in reverse order of removal. 


2.7 Rear Lid Trim Panel, Golf from MY 04 
> “2.7.1 Rear Lid Trim“, page 234 

> “2.7.2 Window Frame Trim“, page 235 

2.7.1 Rear Lid Trim 

@ Pliers -3392- 


Removing 





— Remove two screws -1- from handle recess (2 Nm). 
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— Remove trim from mounts in rear lid using disassembly pliers 
-3392- . Start from lower edge of tailgate. 


— Remove rear lid trim -2- on both sides from window frame trim 


— Remove trim in centering pin area -4- and -5- from mounts in 
rear lid. 
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Installing 
— Install in reverse order of removal. = 


a Note 


Before installation, inspect the retaining clips for damage and re- 
place if necessary. 


2.7.2 Window Frame Trim 


Removing 


— Remove rear lid trim. Refer to 
> “2.7.1 Rear Lid Trim“, page 234 
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— Using pliers -3392- , remove trim at sides from mounts in lid. 





— Pull trim on upper edge out of mounts. 


— Remove trim in centering pin area -1- and -2- from mounts in 
rear lid. 





Installing 
— Install in reverse order of removal. 


a Note 


Before installation, inspect the retaining clips for damage and re- 
place if necessary. 
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eÙ D ar, 
2.8 Rear Lid Trim Panel, Golf from MY 09 lo 
= “2.8.1 Rear Lid Trim", pag’ 237 Se, 
> “2.8.2 Window Frame rim“, page 238 a 
2.8.1 Rear Lid Trim Z 
Removing g 3 
— Remove two Screws -arrows- from handle recess (1.5 Nm). Q 
Loosen the trimþanel from the mounts in the rear lid -1- using 3 
the wedge -T10383- . Start from lower edge of tailgate. 2 
Remove rear lid trim on both sides from window frame trim 3 
-2-. 2 D 
Remove the tring. panel from the mounts in the rear lid near the g 
aligning pins. © 2 


“110383 





Installing 


N70- 10489 
Install in reverse order of removal. 
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a Note 


Before installation, inspect the retaining clips for damage and re- 
place if necessary. 


2.8.2 Window Frame Trim 


Removing 


— Remove rear lid trim. Refer to 
> “2.8.1 Rear Lid Trim“, page 237 


Loosen the trim panel -1- on the sides from the mounts in the 
lid using the wedge -T10383 - . 


Pull trim on upper edge out of mounts. 


Remove the trim panel from the mounts in the rear lid near the 
aligning pins. 


Installing 


— Install in reverse order of removal. 
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B Note 


Before installation, inspect the retaining clips for damage and re- 
place if necessary. 

2.9 Roof Trim 

> “2.9.1 Headliner“, page 239 

> “2.9.2 Roof End Strip“, pagé-243 

> “2.9.3 Roof Insulation and Reinforcement“, page 244 


2.9.1 Headliner 


Removing 





— If present, open sunroof. 
— Switch off ignition. 


— Remove the front interior lamp -W41- . Refer to > Electrical 
Equipment; Rep. Gr. 96 ; Removal‘and Installation . 


— Remove roof end strip. Refer to fy 
> “2.9.2 Roof End Strip“, page 243 A 


— Remove right side instrument panel cover 
> “2.4.20 Instrument Panel Side Covers“, page 70 





— Remove the right A-pillar center trim. Refer to 
> “2.6.2 Center A-Pillar Trim“, page 225 


— Remove the right A-pillar upper trim. Refer to 
> “2.6.7 Upper A-Pillar Trim“, page 230 


— Loosen the left A-pillar trim where it contacts the headliner. 





— Remove upper B-pillar trim. Belt anchors or front belt anchor 
rails do not have to be removed. Refer to 
> “2.6.8 Upper B-Pillar Trim“, page 232 


2-door vehicle only 


— Remove the seat bench. Refer to 
> “1.2.1 Bench Seat", page 294 


— Remove the backrest. Refer to > “1.2.2 Backrest", page 295 








— Remove side trim. Refer to 
> “2.6.6 Side Trim, 2-door“, page 229 


— Remove the storage compartment from the side luggage com- 
partment cover. Refer to 
> “2.5.3 Storage Compartment, Luggage Compartment Cov- 
er“, page 220 


— Remove the trim from the C-pillars. Refer to 
> “2.6.1 C-Pillar Trim“, page 223 


4-door vehicle only 





— Remove the airbag emblems -1- and bolts -2- (4 Nm) from both 
C-pillars. 


a Note 


When re-installing, airbag emblems -1- must be replaced. 


— Remove nuts -3- from each (1.5 Nm). 
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— Loosen trim from nut threaded pins -3- -arrow A-. 





— Remove trim from mounts -arrow B- and door seal molding. 


a Note 


Completely removing C-pillar trim is not necessary on 4-door vehicles. 


| N70-10044 





Vehicles with sunroof 
— Push the wedge -T10039/1- between frame -1- and headliner 


— Using the release lever -T10039/1- , separate the frame in 
-direction of the arrow- from the headliner, the whole way 
around. 


{ 
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T10039 


T10039/% 
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Remove the sun visors -1-. Refer to 
> “2.4.27 Sun Visor“, page 83 . 


Remove right and left roof grab handles -2- and -3-. Refer to 
> “2.1.1 Roof Grab Handles“, page 2 


Remove the two bolts -4- (2 Nm). 








Lower headliner slightly and (depending on vehicle equip- 
ment) disconnect wiring harnesses from headliner. 


Remove headliner from vehicle through the rear lid. 
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Installing 
— Install in reverse order of removal. 


— Ifthe vehicle has a console in the headliner, then remove the 
remaining clamp mounts near the four threaded holes -1- and 
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(à) Note 


4-door vehicles: Two additional technicians are needed to install the headliner correctly above the C-pillars. 


2.9.2 Roof End Strip 


Removing 
— Open tailgate. 


- Remove roof end strip -1- down out of mounts in roof cross- 
member and rear lid seal molding. 


B Note 


Before installation, inspect the retaining clips for damage and replace if necessary. 
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Installing 
— Install in reverse order of removal. 


2.9.3 Roof Insulation and Reinforcement 


Removing 
— Remove headliner. Refer to > “2.9.1 Headliner“, page 239 


(å) Note 


A Lupo is shown as an example in the following illustrations. Re- 
moval and installation of insulation/reinforcements is same in 
Golf. 


— Cut roof insulation/reinforcements -1- in direction of travel in 
strips approx. 6 cm wide -2- using a carpet knife. 
— Pull off strips -2- from roof. 


— Cut back the adhesive residue -3- using the electric cutter - 
V.A.G 1561 A- and the cutting blade -V.A.G 1561/20- -4-. 
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B Note 


/f paint structure was damaged while removing roof insulation/reinforcements, paint damage must be repaired. 


Installing 


a Note 


Processing instructions of adhesive must be observed when in- 
Stalling roof insulation/reinforcements. 


Apply adhesive D 190 MKD A3 to insulation/reinforcements 
using cartridge gun -V.A.G 1628- . 


Apply adhesive in beads on insulation/roof reinforcement. 
Dimension -a- = 58 +/- 2 mm. 
Dimension - b- = 25 +/- 5 mm. 


Transport roof insulation/reinforcements into vehicle through 
rear lid and press on to roof over the entire surface. 
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3 Special Tools 

Special tools and workshop equipment required 
@ Electric cutter -V.A.G 1561 A- 

Blade, offset -V.A.G 1561/202 

Cartridge gun -V.A.G 1628- 

Release lever -T10039 - 

Trim removal wedge -3409- 


© © © > 


00-0016 


@ Pliers -3392- 


@ Release tool -T10236- 
T10236 


SP 


WO00-10098 
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Trim removal wedge -3409- 





00-0016 
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1 Removal and Installation 
> “1.1 Front Seats“, page 250 








> “1.2 Rear Seats", page 294 








1.1 Front Seats 
> “1.1.1 Backrest Release Cable, Seat with Pass-Through“, page 
250 


> “1.1.2 Backrest release, 2-door“, page 251 

> “1.1.3 Bucket Seat Pan“, page 253 

2> “1.1.4 Bucket Seat Backrest Release Cable“, page 254 
> “1.1.5 Bucket Seat Pan“, page 256 

> “1.1.6 Entry Assistance Unit Release Cable“, page 257 
> “1.1.7 Front Seat“, page 258 


> “1.1.8 Front bucket seat backrest, removing and installing“, 
page 262 


> “1.1.9 Front Seat Support and Operating Lever“, page 264 

















> “1.1.10 Front Bucket Seat Bracket and Operating Lever“, page 
265 


> “1.1.11 Headrest Guides“, page 266 

> “1.1.12 Left Seat Trim“, page 268 

> “1.1.13 Left Bucket Seat Trim“, page 269 

> “1.1.14 Left Power Seat Trim“, page 271 

> “1.1.15 Left Seat Trim with Pass-Through“, page 272 
> “1.1.16 Left Front Seat Backrest“, page 273 


> “1.1.17 Lumbar Support Framẹ,ManuaksGolf from MY 04“, 
page 274 


> “1.1.18 Lumbar Support Frame, Manual, Golf from MY 09“; 
page 276 


> “1.1.19 Lumbar Support, Power Seat“, page 277 

> “1.1.20 Eùmbar Support Lever, Golf from MY 09“, page 279 
> “1.1.2 Power Forward/Back Adjustment Unit“, page 280 
> “1.1.22 Power Seat Pan“, page 282 

> “1.£.23 Power Seat Angle Adjustment Unit“, page 284 

=> “131.24 Power Seat Height Adjustment Unit“, page 285 

> “161.25 Power Seat Backrest Adjustment Motor“, page 287 
> “41.26 Power Seat Bracket and Support", page 287 

> “141.27 Right Seat Trim“, page 288 

> “1.4.28 Right Bucket Seat Trim“, page 289 

> “1.129 Slider, 2-door Vehicles“, page 290 

> “1.1.30 Seat Drawer Mount", page 291 

> “1.1.31°Erim, Right, Seat with Pass-Through", page 292 






































1.1.1 Backrest Release Cable, Seat with 
Pass-Through fy 
Removing a 


IFON ine rure tar seat repair -VAS 6136- onthe engine and 


Golf 2004 > , Golf 2009 > 
Body Interior - Edition 05.2011 





Installing 


Install in reverse order of removal. 


transmission holder -VAS 6095- . 


Remove the front seat. Refer to 
> “1.1.7 Front Seat“, page 258 . 


Attach the seat to the fixture for seat repair -VAS 6136- . 


Remove right trim on seat. Refer to 
> “1.1.31 Trim, Right, Seat with Pass-Through“, page 292 


Remove left trim on seat. Refer to 
2> “1.1.15 Left Seat Trim with Pass-Through“, page 272 


Release backrest and fold backrest onto seat. 








Loosen cover from seat frame in front seat backrest area. 
Cover is not removed from front seat backrest. 


Remove the cable brackẹt-1- on left side of the lower seat 
frame. To do this, release locking tab in -direction of arrow 2- 
using a screwdriver and remove cable bracket in 

-direction of arrow 3s. 


Remove the clip -4- for the cable from the lower seat frame. 


Remove the release cable from the retainers on the lower seat 
frame. 














Unclip the cable bracket -1- from retainer -2- on right side. 


Slide the release cable downward and remove from the re- 
taining pins -3-. 

















1.1.2 Backrest release, 2-door 


a Note 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing on the right side is identical. 


Removing 


Mount the fixture for seat repair -VAS 6136- on the engine and 
transmission holder -VAS 6095- . 


Remove front seat. Refer to > “1.1.7 Front Seat", page 258 
Attach the seat to the fixture for seat repair -VAS 6136- . 


Remove front right seat trim. Refer to 
> “1.1.27 Right Seat Trim“, page 288 








Vehicles with manual seat adjustment 


Remove front left seat trim. Refer to 
2> “1.1.12 Left Seat Trim“, page 268 
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Vehicles with electric seat adjustment 


Remove left power seat trim. Refer to 
> “1.1.14 Left Power Seat Trim“, page 271 





All vehicles 


Remove front seat backrest. Refer to 
> “1.1.16 Left Front Seat Backrest", page 273 


Attach the backrest to the fixture for seat repair -VAS 6136- . 
Remove cover and cushion from the front seat backrest. Refer 





to 
> “1.1.3 Front Seat Backrest Cover and Cushion“, page 306 





Drill out rivet -1- on both sides of backrest and remove bracket 
-2- from backrest. 


Loosen eyelets -3- on release -4- from screws,+5“ 
Disengage spring -6-. 
Disengage upper eyelet -7- fram lever -8-. 


Press the retainers in the.mount -9- and remove the release 
cable -10- from the backrest. 


[N72-10064 | 
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Installing 


— Install in reverse order of removal. 


a Note 


After installation, both release cables must release simultane- 
ously. Adjustment is done using knurled nuts in releases. 


1.1.3 Bucket Seat Pan 


a Note 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing on the right side is identical. 
Removing 


— Mount the fixture for seat repair -VAS 6136- on the engine and 
transmission holder -VAS 6095- . 
f= 


— Remove the frontseat. Refer to =} 
> “1.1.7 Front Seat"/page 258 . 


— Attach the seat to the fixture‘for-seat repair VAS 6136": 


— Remove front left bucket seat trim. Refer to 
> “1.1.13 Left Bucket Seat Trim“, page 269 


— Remove the front seat belt latch: 
2-door: > “3.4.1 Belt Latch, 2-door“, page 166 
4-door: > “3.4.2 Belt Latch, 4-door“, page 168 


Remove front bucket seat backrest. Refer to 
> “1.1.8 Front bucket seat backrest, removing and installing“, 
page 262 


— Remove cover and upholstery from front bucket seat backr- 
ests. Refer to 
> “1.1.2 Front Bucket Seat Cushion Cover and Cushion“, page 
303 


— Remove two screws -1- in front area (24 Nm). 








oe +% 








— Remove screw -2- from seat base in rear left area (24 Nm). 
— Remove screw -3- from seat base in rear right area (24 Nm). 


a Note 


@ Screws -1- to -3- are micro-encapsulated. They must be replaced each time they are loosened. 
¢ Before installing the new screws, the threads of the corresponding nuts must be cleaned. 
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Installing = 


Install in reverse order of removal. 


1.1.4 Bucket Seat Backrest Release Cable 


(å) Note 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing on the right side is identical. 


Removing 


+ 


Mount the fixture for seat repair -VAS 6136- on the engine and 
transmission holder -VAS 6095- . 


Remove the front seat. Refer to 
> “1.1.7 Front Seat“, page 258 . 


Attach the seat to the fixture for seat repair -VAS 6136- . 


Remove front left bucket seat trim. Refer to 
> “1.1.13 Left Bucket Seat Trim“, page 269 


Remove the front seat belt latch: 
2-door: > “3.4.1 Belt Latch, 2-door“, page 166 
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@ 4-door: > “3.4.2 Belt Latch, 4-door“, page 168 


— Remove front right bucket seat trim. Refer to 
> “1.1.28 Right Bucket Seat Trim“, page 289 


— Remove front bucket seat backrest. Refer to 
> “1.1.8 Front bucket seat backrest, removing and installing", 


page 262 
— Remove cover and upholstery from front seat backrest, bucket 


seat. Refer to 
> “1.1.4 Front Bucket Seat Backrest", page 311 











— Remove bolts -1-. 


— Remove the upper section of the backrest release -2- in 
-direction of arrow-. 





— Unclip the release cable -2- from the latch -arrow A-. 
— Unclip the release cable -2- from the latch -arrow B-. 


B Note 


Perform the following on both sides. 


3 
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— Drill out the blind rivet head -1- on the backrest frame -3-. 


— Remove the bolts -2- (24 Nm) and fold the backrest frame 
-3- forward in -direction of arrow-. 


a Note 


@ The bolts are microencapsulated and must therefore be re- 
placed after every removal. 





@ Before new bolts are installed, the counter thread of the cor- 
responding nut must be cleaned. 


Remove the cable -1- from the plate. 


Push the cable eye -2- downward in -direction of arrow- and 
remove the cable from the pin -4-. 


— Remove any remaining,blind rivet -3-. 


— Remove the front release -1- from the openings in the backrest 
frame -2-. 


Installing 


— Install in reverse order of removal. 


(å) Note 


Use pop rivet pliers -VAS 5072- to remove the blind rivets. 


1.1.5 Bucket Seat Pan 


Fs 
a Note E) 


The following describes removing and installing ver back- 
rest trim on the left side of the vehi¢le..The removal and instaila- 
tion of the other backrest trim are identical. 

Removing 


— Loosen the backrest trim -1- off the backrest near the catches 
-arrows- using the trim removal wedge -3409- . 


— Pull the backrest trim -1- toward the rear. Slide the backrest 
trim near the guides -2- out of the mounts in the backrest. 
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Installing 


Install in reverse order of removal. 


1.1.6 Entry Assistance Unit Release Cable 


B Note 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing on the right side is identical. 


Removing 


Mount the fixture for seat repair -VAS 6136- on the engine and 
transmission holder -VAS 6095- . 


Remove front seat. Refer to > “1.1.7 Front Seat“, page 258 
Attach the seat to the fixture for seat repair -VAS 6136- . 


Remove front right seat trim. Refer to 
> “1.1.27 Right Seat Trim“, page 288 


Remove front left seat trim. Refer to 
2> “1.1.12 Left Seat Trim“, page 268 


B 


od 
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— Remove front seat backrest. Refer to 
> “1.1.16 Left Front Seat Backrest", page 273 


— Disengage the release cable -1- from the bracket -2-. 





— Disengage eyelet -3- from pins -4-. 
— Disengage the release cable -1- from the bracket -5-. 
— Thread end of release -7- out of bracket -6-. 


N72-10066 | 





Installing 


— Install in reverse order of removal. 


1.1.7 Front Seat 


(å) Note 


@ The following describes removing and installing on the left side 
of the vehicle. Removing and installing on the right side is 
identical. 


@ The following describes removing and installing a manual 
seat. Removing and installing a power seat is identical. 
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Removing 


AN WARNING 


Observe safety precautions for working on airbags. 





— If present, remove seat drawer from seat. 


— Position seat as far forward as possible using fore/aft adjust- 
ment. 


— Remove screws -3- and -4-. 
— Position seat as far back as possible using fore/aft adjustment. 


— Disconnect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation 


— Remove the cap -5- from coupling station. 


AN WARNING 


Electrostatic discharges can lead to unintended deployment of 
the airbag. Therefore, the technician must discharge static 
electricity from the body before disconnecting the ignition and 
ground wiring. This is done, for example, by briefly touching 
the vehicle body or the door striker pin. 





— Depending on vehicle equipment, ‘disconnect seat wiring har- 
nesses from the coupling station. 


- Connect Airbag Adapter -VAS 6229- or Airbag Adapter -VAS 
6281- to side airbag wiring harness <6-. 


— Remove screws -1- and -2-. 
— Remove the wiring harness from the mount in the floor panel. 


AN Caution 


Ifseatis to be lifted out or transported out of the vehicl&it must 4 


} 


siti pe 
Di: 
1 


not be grasped by the attachments, for example, seat belt 
latch, lever for seat fore/aft adjustment, lever for seat height 
adjustment or seat trim panels in order to prevent damage. 





— Reach with the right hand between backrest and seat cushion, 
grasp with the left hand onto forward end of seat cushion and 
lift seat out of vehicle. 


1. Removal and Installation 259 


Golf 2004 > , Golf 2009 > 
Body Interior - Edition 05.201 1 


Installing 


Lift seat through the front doors and into the vehicle. 


Insert seat into corresponding holes in floor via the centering 
pins on the tunnel side. 


Tighten screw -1- (40 Nm). 
Tighten screw -2- (40 Nm). 


AN WARNING 


When installing seat, if a thread in mounting plate of seat 


crossmember was damaged, a reworking of the damaged 
thread is forbidden. In this case, mounting plate of seat cross- 
member must be replaced. 





If there is damage to threads in mounting plate of seat cross- 
member: 


Replace the respective mounting plate of seat crossmember 
> Body Repair; Rep. Gr. 51 


Remove the airbag adapter -VAS 6229- or the airbag adapter 
-VAS 6281- . 
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— Engage wiring harness for side airbag -6+ in coupling station. 


— Engage the remaining wiring harnessés in connector station, 
according to vehicle equipment. 


— Secure wiring harness in mount orefloor and insert cover cap 
-5- into coupling station. 


— If present, insert seat drawer into:seat. 


— Switch on ignition. 


A WARNING 


Make sure that no persons are in the vehicle. 





— Connect the battery. Refer to = Eleetrical Equipment; Rep. 
Gr. 27 ; Removal and Installation . 


— Position seat as far forward as possibleysing fore/aft adjust- 


ment. 
— Tighten screw -3- (40 Nm). © 
— Tighten screw -4- (40 Nm). A 


AN WARNING 


When installing seat, if a thread in mounting plate of seat 


crossmember was damaged, a reworking of the damaged 
thread is forbidden. In this case, mounting plate of seat cross- 
member must be replaced. 





If there is damage to threads in mounting plate of seat cross- 
member: 


— Replace the respective mounting plate of seat crossmember. 
Refer to > Body Repair; Rep. Gr. 51 


1. Removal and Installation 261 


Golf 2004 > , Golf 2009 > 
Body Interior - Edition 05.201 1 





Nes- 10540 





1.1.8 Front bucket seat backrest, removing 


and installing 
(å) Note 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing on the right side is identical. 
Removing 


— Mountthe fixture for seat repair -VAS 6136- on the engine and 
transmission holder -VAS 6095- . 


— Remove thefront seat. Refer to 
> “1.1.7 Front Seat“, page 258 . 


— Attach the seat to the,fixture for seat repair WAS 6136- . 
— Remove front left bucket seattrim. Refer to = 
2> “1.1.13 Left Bucket Seat Trim", page 269 
— Remove the front seat belt latch: 
@ 2-door: => “3.4.1 Belt Latch, 2-door", page 166 


+ 4-door: > “3.4.2 Belt Latch, 4-door“, page 168 
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— Remove front right bucket seat trim. Refer to 
> “1.1.28 Right Bucket Seat Trim“, page 289 


— Disconnect the connector on the bottom of the seat pan for the 
backrest heating, if equipped. 





— Remove two bolts each on left and right sides -1- and -2- (34.5 
Nm). 


a Note 


@ The bolts are microencapsulated and must therefore be replaced after every removal. 
+ Before installing the new screws, the threads of the corresponding nuts must be cleaned. 


— Remove the backrest from the seat frame. 

















Installing 


— Install in reverse order of removal. 
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1.1.9 Front Seat Support and Operating Lever 


(å) Note 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing.on the right side. is identical. 





Removing 
— Remove front.séat. Refer to = “1.1.7 Front Seat", page 258 


— Remove front left seat trim. Refer to 
> “1.1.12Left Seat Trim“, page 268 


— Remove the two bolts -1- (3.5 Nm) and remove operating lever 


— Remove the two bolts -3- (3.5 Nm) and remove bracket -4-. 


N72-10003 





Installing 


— Install in reverse order of removal. 
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1.1.10 FrontBucket Seat Bracket and Operat- 


ing Lever 
[a] Note 


The following describes removing and installing on the left side of 
the vehiéle. Removing and installing on the right side is identical. 
Removing 

— Remove front seat. Refer to > “1.1.7 Front Seat", page 258 


— Remove front left bucket seat trim. Refer to 
> “121.13 Left Bucket Seat Trim“, page 269 


B Note 


As of MY 10, the bracket -4- is riveted to the seat pan with bolts -1- and -3-. Drill out the blind rivet to remove 
the bracket. 


— Remove the two bolts -1- (3.5 Nm) and remove operating lever 
> 


= j 
— Remove the two bolts3- (3.5 Nm) and remoy@bracket -4-. 
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Installing 
— Install in reverse order of removal. 


(å) Note 


Use pop rivet pliers -VAS 5072- to remove the blind rivets. 


1.1.11 Headres¢Guides 


Removing 


(å) Note 


@ To remove headrest guides, Backrest cover must be partially 
removed. 


@ Headrest guides are shown removeđģđđo provide a better ius: 
tration. 

— Mountthe fixture for seat repair -VAS 6136- on the engine and 
transmission holder -VAS 6095- . 

— Remove front seat. Refer to = “1.1.7 Front Seat“, page 258 
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— Attach the seat to the fixturefor\séatrepair-VAS 6136- . 


— Remove front right’seat trim. Refer to 
> “1.1.27 Right Seat Trim“, page 288 


Vehicles with manual seat adjustment 





— Remove front left seat trim. Refer to 
> ‘¥f.1.12 Left Seat Trim“, page 268 


Vehicles with electric seat adjustment 





— ` Remove left power seat trim. Refer to 
> “1.1.14 Left Power Seat Trim“, page 271 


All vehicles 





= Remove front seat backrest. Refer to 
> “1.1.16 Left Front Seat Backrest“, page 273 


» Attach the backrest to the fixture for seat repair -VAS 6136- . 


= Remove cover from backrest until underside of headrest 
guides are accessible. Refer to 
> “1.1.3 Front Seat Backrest Cover and Cushion“, page 306 








— <Grasp in seat frame and operate headrest guide locking tab 
“arrow A- with button -1-. 


— Reémove headrest guide with button from backrest. 
— Graspin backrest frame and operate headrest guide locking 
tab -arrow B- -2-. gui 
Y. T 
— Remove héädrest guide from backrest 
as 
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1.1.12 Left Seat Trim 


B Note 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing on the right side is identical. 
Removing 

— Remove front seat. Refer to > “1.1.7 Front Seat“, page 258 

— Remove bolt -1- (2.5 Nm). 


— Press securing clip metal tab -2- inward using a small screw- 
driver and remove handle -3- from adjustment lever -4-. 


(å) Note 


For clarity, securing clip is depicted as removed in the illustration. 


— Remove the clip -2- from the adjusting lever -4-. 


— Using assembly tool -3399- , reach behind a locking mecha- 
nism of backrest adjusting wheel -5-. 
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— Pry assembly tool -3399- outward -arrow A- and remove back- 
rest adjusting wheel from seat. 


— Remove bolt -6- (2.5 Nm). 


— Remove trim -7- in direction of travel out of mounts in seat 
frame. 





Installing 


— Install in reverse order of removal. 


1.1.13 Left Bucket Seat Trim 


(å) Note 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing on the right side is identical. 


Removing 
— Remove front seat. Refer to > “1.1.7 Front Seat“, page 258 
— Remove bolt -1- (2.5 Nm). 
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— Pull handle -3- upward and press metal clamp tab -2- inward 


with a small screwdriver. Remove handle downward from ad- 
justing lever -4-. 


a Note 


For clarity, securing clip is depicted as removed in the illustration. 





— Remove the clip -2- from the adjusting lever -4-. 


— Using assembly tool -3399- , reach behind backrest adjusting 
wheel locking mechanisms -5-. 


— Pry assembly tool -3399- outward -arrow A- and remove back- 
rest adjusting wheel from seat. 


— Press clamping pin -7- inward and remove the clip -6-. 


— Remove trim -8- from mounts on seat. 








Installing 


— Install in reverse order of removal. 
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1.1.14 Left Power Seat, Erim 


B Note 


The following describes removing and installing on the left sideof 
the vehicle. Removing and installing on the right side is identical: 
Removing 

2 Switch off ignition. 

— Press clamping pin -1- inward and remove the clip -2-. 


— Pull rear trim -3- outward and then swing trim downward 
-arrow A-. 


— Remove rear trim from seat. 


— Pull front trim -4- upward and then swing trim outward 
-arrow B-. 


— Push front trim toward rear -arrow C-. 


= Remove front trim from seat and disconnect wiring harnesses 
from switches -5-. 
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Installing 





Install in reverse order of removal. 


1.1.15 Left Seat Trim with Pass-Through 


Removing 


+ 
+ 


Remove the front seat. Refer to 
> “1.1.7 Front Seat“, page 258 . 


Remove the front seat belt latch: 

2-door: > “3.4.1 Belt Latch, 2-ddor*, page 166 
4-door: > “3.4.2 Belt Latch, 4-door“, page 168 

Press clamping pin -2- inward an@ remove the clip -1-. 


Release the retaining hook -3- andsemove the trim -4- from 
the seat. 


Release the retaining hook -5- and remove the trim -6- from 
the seat. 





Installing 


Install in reverse order of removal. 
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1.1.16 Left Front Seat Backrest 


B Note 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing on the right side is identical. 
Removing 


— Mount the fixture for seat repair -VAS 6136=0n the engine and 
transmission holder -VAS 6095- . 


— Remove the front seat. Refer to 
> “1.1.7 Front Seat", page 258 . 


— Attach the seat to the fixture fof seat repair -VAS 6136- . 


— Remove front right seat trim.-Refer to 
> “1.1.27 Right Seat Trim“, page 288 


Vehicles with manual seat adjustment 








— Remove front left seat trim 
> “1.1.12 Left Seat Trim“, page 268 


Vehicles with electric seat adjustment 





— Remove left power seat trim. Refer to 
> “1.1.14 Left Power Seata rim“, page 271 


All vehicles 





— Disengage retaining straps from backrest cover on underside 
of seat frame. 


— Remove wiring harnesses from’side airbag and seat heating 
from seat base, if necessary. 


— Remove two bolts each on left and right sides -1- and -2- (34.5 a 
Nm). 


a Note 


k 


2 Lj 


@ The bolts are microencapsulated and must therefore be replaced after every removal. 


¢ Before installing the new screws, the threads of the corresponding nuts must be cleaned. 


— Remove the backrest from the seat frame. 


1. Removal and Installation 2/3 


Golf 2004 > , Golf 2009 > 
Body Interior - Edition 05.201 1 








Installing 

— Install in reverse order of removal. 

1.1.17 | Lumbar Support Frame, Manual, Golf a 
from MY 04 


a Note 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing on the right side is identical. 
Removing 


— Mountthe fixture for seat repair -VAS 6136- on the engine and 
transmission holder -VAS 6095- . 


— Remove front seat. Refer to > “1.1.7 Front Seat, page 258 
— Attach the seat to the fixture for seat repair -VAS 6136- . 


— Remove front right seat trim. Refer to 
> “1.1.27 Right Seat Trim“, page 288 


— Remove front left seat trim. Refer to 
> “1.1.12 Left Seat Trim“, page 268 
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— Remove front seat backrest. Refer to 
> “1.1.16 Left Front Seat Backrest", page 273 


— Attach the backrest to the fixture for seat repair -VAS 6136- . 
— Remove cover and cushion from the front seat backrest. Refer 
t 





o 
2> “1.1.3 Front Seat Backrest Cover and Cushion“, page 306 





— Remove two bolts -1- and remove adjusting wheel -2- from 
backrest frame. 


— Drill out rivet -3-. 


— Disengage both upper wires -4- of lumbar support from back- 
rest frame. 


— Remove lumbar support from backrest frame -5-. 
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Installing 


— Install in reverse order of removal. 
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1.1.18 | Lumbar Support Frame, Manual, Golf 
from MY 09 


B Note 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing on the right side is identical. 





Removing 


— Mountthe fixture for seat repair -VAS 6136- on the engine and 
transmission holder -VAS 6095- . 


— Remove front seat. Refer to > “1.1.7 Front Seat“, page 258 
— Attach the seat to the fixture for seat repair -VAS 6136- . 


— Remove front right seat trim. Refer to 
> “1.1.27 Right Seat Trim“, page 288 


— Remove front left seat trim. Refer to 
> “1.1.12 Left Seat Trim“, page 268 


— Remove front seat backrest. Refer to 
> “1.1.16 Left Front Seat Backrest“, page 273 


— Mountthe fixture for seat repair -VAS 6136- on the engine and 
transmission holder -VAS 6095- . 


— Remove the lumbar support lever 
> “1.1.20 Lumbar Support Lever, Golf from MY 09“, 


page 279 
—- Remove cover and cushion`from the front seat backrest Refer 











to 
> “1.1.3 Front Seat Backrest Cover and Cushion“, page 306 





- Remove the two bolts -1- from the actuator (1.5 +/- 1 Nm). 
— Remove the side retainers -2- and -3- from the backrest frame. 
— Remové the side springs. 


— Remove the lumbar support -4- from the upper mounts 
-arrows- in the backrest frame. 


RDE) 
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Installing fy 
— Install in reverse order of removal. A 
1.1.19 | Lumbar Support, Power Seat 


Removal and installation of lumbar support is described for left 
backrest frame. The same removal and installation instructions 
for lumbar support apply for right backrest frame. 


AN WARNING 


Read the Safety Instructions for working with airbags, belt ten- 


sioners and battery cut-out units. Refer to 
2> “1.1 Airbag, Belt Tensioner and Battery Cut-Out Units, Gen- 
eral Safety Precautions“, page 98 . 





— Mount the fixture for seat repair -VAS 6136- on the engine and 
transmission holder -VAS 6095- . 


— Remove the front seat. Refer to 
> “1.1.7 Front Seat", page 258 . 


— Attach the seat to the fixture for seat repair -VAS 6136- . 
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Remove front right seat trim. Refer to 
> “1.1.27 Right Seat Trim“, page 288 


Remove left power seat trim. Refer to 
> “1.1.14 Left Power Seat Trim“, page 271 


Remove front seat backrest. Refer to 
> “1.1.16 Left Front Seat Backrest", page 273 


Secure backrest on fixture for seat repair -VAS 6136- . 











Remove cover and cushion from the front seat backrest. Refer 


to 
> “1.1.3 Front Seat Backrest Cover and Cushion“, page 306 





Remove front side airbag. Refer to 
2> “3.1.5 Driver and Passenger Side Airbag“, page 125 





Disconnect wiring harness from drive motors -1- and -2-. 
Drill out rivet -3- in lower area on rear side. 

Drill out two rivets -4- on left side. 

Drill out two rivets -5- on right side. 


Disengage lumbar support from mounts in backrest frame 
-arrows-. 


Remove components of lumbar support from backrest frame. 
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Installing 
— Install in reverse order of removal. 


To install rivets -3-, -4- and -5-, use pop rivet pliers -VAS 5072- . 

















1.1.20 Lumbar Support Lever, Golf from MY 09 
The lumbar adjustment lever is an option on the following seats: 
@ Front Seats with Manual Height Adjustment 

@ Front passenger seat with pass-through 


B Note 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing on the right side is identical. 
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Removing 
— Remove the lever from the shaft. 


Installing 


— Install in reverse order of removal. 


(å) Note 


Make sure the splines in the lumbar adjustment lever -1- align with 
the splines on the shaft -2-. 


1.1.21 Power Forward/Back Adjustment Unit 


The following describes removing and installing the seat forward/ 
back adjustment on the left frontseat frame. Removal and instal- 
lation of the right seat longitudinal adjuster is performed in the 
same way. 


Removing 


— Mountthe fixture for seat repaip-VAS 6136- on the engine and 
transmission holder -VAS 6095: . 


— Remove the front seat. Refer to 
> “1.1.7 Front Seat", page 258 . 


— Attach the seat to the fixture for seatcrepair -VAS 6136- . 


— Remove front right seat trim. Refer to 
> “1.1.27 Right Seat Trim“, page 288 


— Remove left power seat trim. Refer to 
> “1.1.14 Left Power Seat Trim“, page 271 
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— Remove retainer and power seat bracket. Refer to 
> “1.1.26 Power Seat Bracket and Support", page 287 





— Remove front seat drawer mount. Refer to 
> “1.1.30 Seat Drawer Mount", page 291 





— Remove front seat backrest. Refer to 
> “1.1.16 Left Front Seat Backrest", page 273 


— Remove cover and cushion from front seat backrests. Refer 
to = “1.1.1 Front Seat Pan Covers and Cushion“, page 301 








— Remove screws -1- and -2- on right side. 


— Remove screw -3- in rear area. 


a Note 


Screw -3- in installation position points from inside toward outside. 


— Remove screw -4-.if front area. 


— Remove seat pan -5- from longitudinal adjuster -6-. 


N72-10166 





1. Removal and Installation 281 


Golf 2004 > , Golf 2009 > 
Body Interior - Edition 05.201 1 





Installing 


— Install in reverse order of removal. 


1.1.22 Power Seat Pan 


The following describes removing and installing the lower seat 
frame on a left front seat. Removal and installation of the right 
seat pan is performed in the same way. 


Removing 


— Mount the fixture for seat repair -VAS 6136- on the engine and 
transmission holder -VAS 6095- . 


— Remove the front seat. Refer to 
> “1.1.7 Front Seat", page 258 . 


— Attach the seat to the fixture for seat repair -VAS 6136" 


— Remove front right seat trim. Refer to 
> “1.1.27 Right Seat Trim“, page 288 


— Remove left power seat trim. Refer to 
> “1.1.14 Left Power Seat Trim“, page271 


— Remove retainer and power seat bracket. Refer to 
> “1.1.26 Power Seat Bracket andSSupport", page 287 











— Remove front seat drawer mount? Refer to 
> “1.1.30 Seat Drawer Mount", page 291 


— Remove front seat backrest. Refer to 
> “1.1.16 Left Front Seat Backrest", page 273 


— Remove cover and cushion from front seat backrests. Refer 
to = “1.1.1 Front Seat Pan Covers and Cushion“, page 301 


— Remove screws -1- and -2- on fight side. 





— Remove screw -3- in rear area. 


(å) Note 


Screw -3- in installation position points from inside toward outside. 


— Remove screw -4- in front area. ey 
— Remove seat pan -5- from longitudinal adjuster46-. A 
a 
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Installing 
— Install in reverse order of removal. 


If the present seat pan is replaced, new part is a “Sportline“ seat 
pan. If this seat pan in installed in a vehicle with a different equip- 
ment type, bracket -1- and -2- must be removed. 


To avoid contamination, seat tracks -3- and -4- must be covered 
with a cloth when removing brackets -1- and -2-. 
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1.1.23 Power Seat Angle-Adjustment Unit 


Removal and installation of seat inclination adjuster is described 
for left backrest frame. Removal and installation of the right seat > 
inclination adjuster is performed in the samé way. p 


i 


Removing 


— Mountthe fixture for seat repair -VAS 6136- on the engine and 
transmission holder -VAS 6095- . 


— Remove the front seat. Refer to 
> “1.1.7 Front Seat, page 258 . 


— Attach the seat to the fixture for seat repair -VAS 6136- . 


— Remove front right seat trim. Refer to 
> “1.1.27 Right Seat Trim“, page 288 


— Remove left power seat trim. Refer to 
> “1.1.14 Left Power Seat Trim“, page 271 


— Remove retainer and power seat bracket. Refer to 
> “1.1.26 Power Seat Bracket and Support", page 287 


— Remove front seat drawer mount. Refer to 
> “1.1.30 Seat Drawer Mount", page 291 
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— Remove front seat backrest. Refer to 
> “1.1.16 Left Front Seat Backrest", page 273 


— Remove cover and cushion from front seat backrests. Refer 
to > “1.1.1 Front Seat Pan Covers and Cushion“, page 301 


— Disconnect wiring harness -1- from inclinationadjuster-2-: 
— Remove the bolt -3-. 
— Remove the two sets of bolts -4- and -5-. 


— Remove inclination adjustment -2- from seat frame. 





Installing 


— Install in reverse order of removal. 


1.1.24 Power Seat Height Adjustment Unit 


Removal and installation of seat height adjuster is described for 
left backrest frame. Removal and installation of the right seat 
height adjuster is performed in the same way. 


Removing 


— Mount the fixture for seat repair -VAS 6136- on the engine and 
transmission holder -VAS 6095- . 
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— Remove the front seat. Refer to 
> “1.1.7 Front Seat", page 258 . 


— Attach the seat to the fixture for seat repair -VAS 6136- . 


— Remove front right seat trim. Refer to 
> “1.1.27 Right Seat Trim“, page 288 


— Remove left power seat trim. Refer to 
> “1.1.14 Left Power Seat Trim“, page 271 


— Remove retainer and power seat bracket. Refer to 
> “1.1.26 Power Seat Bracket and Support", page 287 














— Remove front seat drawer mount. Refer to 
> “1.1.30 Seat Drawer Mount", page 291 





— Remove front seat backrest. Refer to 
> “1.1.16 Left Front Seat Backrest", page 273 


— Remove cover and cushion from front seat backrests. Refer 
to > “1.1.1 Front Seat Pan Covers and Cushion“, page301 








— Remove screw -1- in rear area of seat base. 


B Note 


Screw -1- in installation position points fromõinside toward outside. 


— Disconnect wiring harness -2- from height adjuster -3-. 
— Remove the two bolts -4-. 
— Remove height adjuster -3- from mounts in seat base. 
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Installing 


— Install in reverse order of removal. 


1.1.25 Power Seat Backrest Adjustment Motor 


If backrest adjustment motor is faulty, backrest frame must be 
replaced. 


1.1.26 Power Seat Bracket and Support 


a Note 
FE 


The following describes removing a. äl installing on thè left side of 
the vehicle. Removing and installin the right\side is identical. 
Removing 

— Switch off ignition. 


— Remove left power seat trim. Refer to 
> “1.1.14 Left Power Seat Trim“, page 271 


— Remove bolts -1- (3.5 Nm) and remove bracket -2- from seat 
frame. 
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— Remove two bolts -3- (3.5 Nm) and remove bracket -4- and 
spacer pipe -5- from seat frame. 





N72-10062 





Installing 


— Install in reverse order of removal. 


1.1.27 Right Seat Trim 


a Note 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing on the right side is identical. 


Removing 


— Remove the front seat. Refer to 
> “1.1.7 Front Seat, page 258 . 


Remove the front seat belt latch: 

2-door: > “3.4.1 Belt Latch, 2-door“, page 166 
4-door: > “3.4.2 Belt Latch, 4-door“, page 168 
Remove bolt -1- (2 Nm). 





+ > 





288 Rep. Gr.72 - Seat Frames 


Golf 2004 > , Golf 2009 > 
Body Interior - Edition 05.2011 





— Pull seat belt latch toward outside. 
— Press hooks -2- upward and remove trim -3- from seat. 
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Installing 


— Install in reverse order of removal. 


1.1.28 Right Bucket Seat Trim 


[a] Note 


The following describes removing and installing on the léft-side of 
the vehicle. Removing and installing on the right side Is identical, 


pO 


Removing 


— Remove the front seat. Refer to 
> “1.1.7 Front Seat", page 258 . 


Remove the front seat belt latch: 
@ 2-door: > “3.4.1 Belt Latch, 2-door“, page 166 
+ 4-door: > “3.4.2 Belt Latch, 4-door“, page 168 
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— Push the clamping pin -1- toward the inside and remove the 
clip -2-. 





— Press tab -3- upward and remove trim -4- from seat. 





Installing 


— Install in reverse order of removal. 


1.1.29 Slider, 2-door Vehicles 


Removing 

— Release the seat forward/back adjuster. 

— Slide the front séat all the way back. 

— Unlatch the frontseat using the entry assistance handle. 


— Fold the backrest forward and move the seat all the way for- 
ward at the same time. 


— Remove the rear screw on the tunnel side from the seat. 
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— Press the rocker -arrow A- on the memory stop in the 
-direction of the arrow- and release it. 


— Remove the slider -1- from the seat rail -2- toward the rear by 
tipping it slightly toward the tunnel. 














Installing 


— Install the slider into the seat rail -1- by slightly tipping it toward 
the tunnel. 


— ngage the slider in the back catch -arrow-. 
— <Tighten the rear screw on the seat on the tunnel side (40 Nm). 


— sTilt the backrest back while sliding the seat all the way back 
(entry assistance). 


— “Release the seat forward/back adjuster and slide the front seat 
into the desired position. 


(å) Note 


It is not necessary to adjust the slider. 
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1.1.30 “Seat Drawer Mount 


B Note a 


The following describes removing and installing on the left side of 
the vehicle. Removing and installing on the right side Is identical. 
Removing 

— Remove seat drawer -1- from mount. 

— Remove front seat. Refer to = “1.1.7 Front Seat", page 258 


— Remove front left seat trim. Refer to 
> “1.1.12 Left Seat Trim“, page 268 


— Remove bolt -2- (2 Nm). 
— Remove the three bolts -3- (2 Nm). 


— Remove mount -4- from seat frame. 
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Installing 


— Install in reverse order of removal. 


1.1.31 Trim, Right, Seat with Pass-Through 


Removing 


— Remove front seat. Refer to = “1.1.7 Front Seat, page 258 


— Press metal tab of securing clip -2- inward using a small 
screwdriver and pull off handle -3- from adjustment lever -1-. 


a Note 


For clarity, securing clip is depicted as removed in the illustration. 


— Remove the clip -2- from the adjusting lever -1-. 
— Grasp with assembly tool -3399- behind backrest release lever 


— Pry assembly tool -3399- outward -arrow A- and remove back- 
rest release lever from seat. 


— Using assembly tool -3399- , reach behind a locking mecha- 
nism of backrest adjusting wheel -5-. 
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— Pry assembly tool -3399-0ŭtward -arrow B- and remove.back- 
rest adjusting wheelfrom seat. 


— Push the clamping pin -6- toward the inside and remove the 
clip -7-. 


— Remove trim -8- in direction of travel out of mounts in seat 
frame. 


— Remove trim -9- from seat frame. 





Installing 


— Install in reverse order of removal. 
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1.2 Rear Seats 
> “1.2.1 Bench Seat", page 294 
> “1.2.2 Backrest“, page 295 
> “1.2.3 Side Upholstery with Side Airbag, 4-door*, page 296 
> “1.2.4 Side Upholstery, 4-door“, page 297 
1.2.1 Bench Seat 


Removing 














— Unclip four guides -1- from child seat anchors -2-. 


— Pull the front of the bench seat -3- up and out of the two mounts 
-4- -arrows A-. 


— Push the bench seat toward rear -arrow B-. 
— In rear area, pull seat bench upward. 
— Remove the bench seat from vehicle. 





Installing 


— Install in reverse order of removal. 
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1.2.2 Backrest 


Removing 


— Remove the seat bench. Refer to 
> “1.2.1 Bench Seat", page 294 . 


— Fold back floor carpet in area of center backrest bearing -4-. 





— Remove trim panel -1- from center backrest bearing. 
— Remove bolt -2- (9 Nm). 
— Remove clamp -3- from center backrest bearing. 


— Lift out right backrest -5- from center backrest bearing and pull 
backrest off pin -6-. 


— Remove bolt -8- (40 Nm) and remove belt buckle -9- from floor. 
— Remove right backrest from vehicle. 


— Lift out left backrest -7- from center backrest bearing and pull 
backrest off pin. 





Installing Fe 
— Install in reverse order of removal. a 
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1.2.3 Side Upholstery with Side Airbag, 4- 
door 


(å) Note 


Removal and installation is desèribed for the right side of the ve- 
hicle. Removing and installingson the left side is identical. 





Removing 


AN WARNING 


Observe safety precautions for working on airbags. 





— Disconnect the battery. Refer to > Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation . 


— Remove the seat bench. Refér to 
> “1.2.1 Bench Seat", page 294 


— Remove nut -1- (8 Nm). 
— Fold backrest forward, remove covercap and loosen screw 


=> 
-2- (8 Nm). a 
ae 


a Note 


The cover cap and bolt -2- were discontinued after start of production and so they are not installed in all vehicles. 


— Pull side upholstery -5- upward out of mounts -3- and -4- in 
body. 


A WARNING 


Electrostatic discharges can lead to unintended deployment of 


the airbag. Therefore, the technician must discharge static 
electricity from the body before disconnecting the ignition and 
ground wiring. This is done, for example, by briefly touching 
the vehicle body or the door striker pin. 





— Disconnect wiring harness from rear side airbag. 
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Installing 
— Install in reverse order of removal. 


— Switch on ignition. 


AN WARNING 


Make sure that no persons are in the vehicle. a 





— Connect the battery. Refer to = Electrical Equipment; Rep. 
Gr. 27 ; Removal and Installation . 


1.2.4 Side Upholstery, 4-door 


a Note 


Removal and installation is described for the right side of the ve- 
hicle. Removing and installing on the left side is identical. 
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Removing 





— Remove the seat bench. Refer to 
> “1.2.1 Bench Seat", page 294 


— Remove nut -1- (8 Nm). 





— Fold backrest forward. 


— Pull side upholstery -4- upward out of mounts -2- and -3- in 
body. 
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Installing 


— Install in reverse order of removal. 
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2 Special Tools 


Special tools and workshop equipment required 
@ Airbag adapter -VAS 6229- 


VAS 6229 


@ Airbag adapter -VAS 6281- 
VAS 6281 


(te rr 














@ Assembly tool -3399- 


@ Engirie and transmission holder -VAS 6095- 


VAS 6095 — , 


F 





A 
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@ Fixture for seat repair -VAS 6136- 





VAS 6136 


@ Pop rivet pliers -VAS 5072- 


@ Trim removal wedge -3409- 


vwioo-0016 
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74— Seat Upholstery, Covers 


1 Removal and Installation 


> “1.1 Front Seat Covers and Cushion“, page 301 





> “1.2 Rear Seats Covers and Cushion“, page 314 





1.1 Front Seat Covers.and Cushion 





> “1.1.1 Front Seat Pan Covers*and Cushion“, page 301 


> “1.1.2 Front Bucket Seat€ushion Cover and Cushion“, 
page 303 


> “1.1.3 Front Seat Backrest Cover and Cushion“, page 306 
> “1.1.4 Front Bucket Seat Backrest*, page 311 











1.1.1 Front Seat Pan Covers and Cushion 


B Note 


Removal and installation of the components are described for the 
left seat. The same procedure applies for the removal and instal- 
lation of the components of the right seat. 


AN WARNING 


If the front seat cushion cover on front passenger side is re- 


placed, then the frontpassenger seat occupant sensor -G 128- 
must always be œ replaced as well. Refer to 
> ‘3.1.8 Front PassengersSeat Occupant Sensor G128", page 
134 


f= 
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Removing — 


— Mount the fixture for seat repair -VAS 6136- on the engine and 
transmission holder -VAS 6095- . 


— Remove front seat. Refer to > “1.1.7 Front Seat", page 258 
— Attach the seat to the fixture for seat repair -VAS 6136- . 

— Remove the front seat belt latch: 

2-door: > “3.4.1 Belt Latch, 2-door“, page 166 

4-door: > “3.4.2 Belt Latch, 4-door“, page 168 


— Remove front right seat trim. Refer to 
> “1.1.27 Right Seat Trim“, page 288 


Vehicles with manual seat adjustment 








+ oè 








— Remove front left seat trim. Refer to 
> “1.1.12 Left Seat Trim“, page 268 


— Remove bracket and front seat operating lever. Refer to 
> “1.1.9 Front Seat Support and Operating Lever", page 264 





Vehicles with electric seat adjustment 


— Remove left power seat trim. Refer to 
> “1.1.14 Left Power Seat Trim“, page 271 


— Remove retainer and power seat bracket. Refer to 
> “1.1.26 Power Seat Bracket and Support", page 287 
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All vehicles 


Remove front seat drawer mount. Refer to 
> “1.1.30 Seat Drawer Mount", page 291 





Remove front seat backrest. Refer to 
> “1.1.16 Left Front Seat Backrest", page 273 


Remove profile -1- from receptacle. 





Disengage retaining straps -2- from seat on both sides. 
Disengage profiles -3- from mounts on both sides of seat. 
Disengage profile -4- from mount on front side of seat. 


Roll cover upward on outer sides aroundccircumference. 


'N74-10000 | 





Using a small screwdriver, unclip profiles -1- for cover out of 
mounts -2- in upholstery. 


In vehicles with seat heater, disconnect wiring harness -3- 
from seat frame. 


Remove cover -4- and the cushion -5- from the lower seat 
frame -6-. 
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Installing 
— Install in reverse order of removal. 


1.1.2 Front Bucket Seat Cushion Cover and 
Cushion 


a Note 


Removal and installation of the components are described for the 

left seat. The same procedure applies for the removal and instal- 
lation of the components of the right seat. © a 
Removing 


— Mount the fixture for seat repair -VAS 6136- on the engine and 
transmission holder -VAS 6095- . 


— Remove the front seat. Refer to 
> “1.1.7 Front Seat", page 258 . 


— Attach the seat to the fixture for seat repair -VAS 6136- . 


— Remove front left bucket seat trim. Refer to 
> “1.1.13 Left Bucket Seat Trim“, page 269 
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Remove the front seat belt latch: 
2-door: > “3.4.1 Belt Latch, 2-door“, page 166 
4-door: > “3.4.2 Belt Latch, 4-door“, page 168 


— Remove front right bucket seat trim. Refer to 
> “1.1.28 Right Bucket Seat Trim“, page 289 


— Remove front bucket seat backrest. Refer to 
> “1.1.8 Front bucket seat backrest, removing and installing", 
page 262 


— Loosen profile -1- from mount -2- in rear area of seat base . 








o-?¢ 
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a Note 


+ From VIN 2615638 (June 2006), seat cover is secured to seat with 17 additional clips (N. 107.297.0171) 
-Arrows-. 


@. 4 clips each on the right and left and 3 clips on the front side. 
+ Remove clips carefully from surrounding channel with a suitable tool. 


DE 
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— Loosen Velcro strip on both sides -1-. 
— Loosen surrounding profile -2- on seat pan -3-. 
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— Loosen all Velcro strips -1-.on cover from depression in up- 
holstery -2-. 





— Remove upholstery from bucket seat. 
Installing 


— Install in reversecorder of removal. 








1.1.3 Front Seat Backrest Cover and Cushion 


a Note 


Removal and installation of the components are described for the 
left seat. The same procedure applies for the removal and instal- 
lation of the components of the right seat. 

Removing 


ry 
— Mount the fixture for seat repair -VAS 6136- on the engipgand 
transmission holder -VAS 609549 $ 


— Remove front seat. Refer to => “1.1.7 FronfSeat", page 258 
— Attach the seat to the fixture for seat repair -VAS 6136- . 


— Remove front right seat trim. Refer to 
> “1.1.27 Right Seat Trim“, page 288 


Vehicles with manual seat adjustment 


as 





— Remove front left seat trim. Refer to 
> “1.1.12 Left Seat Trim“, page 268 


Vehicles with electric seat adjustment 





— Remove left power seat trim. Refer to 
> “1.1.14 Left Power Seat Trim“, page 271 


All vehicles 





— Remove front seat backrest. Refer to 
> “1.1.16 Left Front Seat Backrest", page 273 


— Attach the backrest to the fixture for seat repair -VAS 6136- . 


— Press corresponding button in headrest guide and pull head- 
rest -1- out of backrest. 


2-door vehicle only 
— Remove operating knob -2-. 


— Position a screwdriver in -direction of arrow- and pry trim -3- 
out of mount. 


(å) Note 


When installing, securing spring -4- must be removed from lever -5- and replaced. 
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Only vehicle (Golf from MY 04) with manual lumbar support ad- 
justment 


— Remove the lumbar support adjusting wheel -6- using the Pli- 
ers -3392- . 


All vehicles 
— Disengage backrest profile -7- on both sides. 


— Release profile -8- from mount -9-. 





— Loosen side profile -1- and -2- from mounts and fold back side 
of cover upward. 


— Remove plate -3- from backrest. 
— Open side profile -4- and disengage tension wire -5-. 
— Open side profile -7- and disengage tension wire -6-. 
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— Fold cover -5- upward. 


— Using a small screwdriver, unclip profiles -1- for cover out of 
mounts -2- in upholstery. 


— Disengage tension wire -4- on both sides from upholstery wire 


— Remove headrest guides. Refer to 
> “1.1.11 Headrest Guides“, page 266 


— Remove the cover -5- and cushion -6- from the backrest frame 
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Installing 
— Install in reverse order of removal. 
2-door Vehicle Only 


To prevent damage to the cover when folding the front seat backr- 
ests, ensure tensioning bands are positioned correctly. 


@ 1- long tensioning band, tunnel side 
@ 2-short tensioning band, tunnel side 
@ 3- long tensioning band, sill side 
@ 4- short tensioning band, sill side 
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The long tunnel side tensioning band should be guided between 


upholstery and seat structure side panel, then clipped into side 
panel from the inside -arrow-. 

















The short tunnel side tensioning band -1- should be guided be- 
tween the upholstery and side panel and clipped under seat 
sideways into seat pan -arrow-. 
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The long sill side tensioning band -1- should be guided along the 
cover and engage in the front area of the panel bracket -2- 
-arrow-. 














The short sill side tensioning band -1- should be guided between 
the upholstery and side panel and clipped under seat sideways 
into seat pan -arrow-. 
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1.1.4 Front Bucket Seat Backrest 


[4] Note 


The following describe removing and installing components on 
the left seat. Removing and installing components on the right 
seat is identical. 

Removing 


— Mount the fixture for seat repair -VAS 6136- on the engine and 
transmission holder -VAS 6095- . 


— Remove the front seat. Refer to 
> “1.1.7 Front Seat", page 258 . 


— Attach the seat to the fixture for seat repair -VAS 6136- . 


— Remove front left bucket seat trim. Refer to 
2> “1.1.13 Left Bucket Seat Trim“, page 269 


— Remove the front seat belt latch: 
2-door: > “3.4.1 Belt Latch, 2-door“, page 166 
4-door: > “3.4.2 Belt Latch, 4-door“, page 168 


Remove front right bucket seat trim. Refer to 
> “1.1.28 Right Bucket Seat Trim“, page 289 


— Remove front bucket seat backrest. Refer to 
> “1.1.8 Front bucket seat backrest, removing and installing", 


page 262 


a Note 


@ From VIN 2615638 (June 2006), the backrest cover is secured to the. backrest.with additional clips (N. 
107.297.01). 


@ Remove clips carefully from surrounding channel wittra suitable tool. 











+ > 











@ When installing the clips, be sure to install them:in their original positions. 


20 
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— Press left trim -1- on upper edge downward. 


— Then remove trim from=mounts in area of the two catches 
-arrows-. 


— Remove right trim -2- in the same way. 


— Remove surrounding profile -3- in side area of backrest from 
surrounding channel -45 


— In lower area of backrest} remove profile -5- from mount. 
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— Loosen all Velcro strips -1- on cover from depression in up- 
holstery -2-. 


— Remove upholstery from backrest frame. 
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Installing 
— Install in reverse order of removal. 


1.2 Rear Seats Covers and Cushion 

> “1.2.1 Bench Seat Cover and Cushion“, page 314 

> “1.2.2 Backrest Covers and Cushion“, page 316 

> “1.2.3 Pass-Through Unit with Center Armrest“, page 318 


1.2.1 Bench Seat Cover and Cushion 


Removing 


— Remove the seat bench. Refer to 
> “1.2.1 Bench Seat", page 294 


— Detach all cover profiles -arrows- from seat frame under the 
bench seat. 


— Release respective Velcro strap -1- in area of seat belt latches. 
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Roll up cover on the sides. 


Using a small screwdriver, press apart side ribs of mounts 
-1- and pull out grip channels -2-. 


Remove cover -3- and upholstery -4- from seat frame -5-. 
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Installing 


— Install in reverse order of removal. 


1.2.2 Backrest Covers and Cushion 


a Note 


The following describes removing and installing components on 
the right backrest. Removing and installing‘components on the 
left backrest is identical. 

Removing 

Only vehicles with a pass-through 


— Remove storage unit with center armrest. Refer to 
> “1.2.3 Pass-Through Unit with Center Armrest", page 318 


All vehicles 


— Remove the seat bench. Refer to 
> “1.2.1 Bench Seat", page 294 


— Remove the backrest. Refer to > “1.2.2 Backrest“, page 295 
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— Press corresponding button in headrest guide and pull the 
headrests -1- out of backrest. 


— Press side locking mechanisms -arrows- and release belt ex- 
traction panel -2- from mounts. 


a Note 


Belt extraction panel -2- has a one-time locking mechanism and therefore must be replaced when installing. 
— Press side locking mechanisms inward and pull cover -3- out 
of backrest. 


— Using a screwdriver, pry all profiles -4- out of mounts -5- on 
rear side of backrest along the circumference. 
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— Roll up cover on the sides. 


— Release the catches on the bottom of the head restraint guides 
and remove them from the backrest. 


— Using a small screwdriver, press apart side ribs of mounts 
-1- and pull out grip channels -2-. 


— Release cover -3- and upholstery -4- from backrest frame 
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Installing 

— Install in reverse order of removal. 

1.2.3 Pass-Through Unit with Center Armrest 
Removing 

— Remove upholstery insert -1- beneath center armrest. 

— Open storage unit -2- and remove two bolts -3- (9 Nm). 
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Installing 


— Install in reverse order of removal. 
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2 Special Tools 
Special tools and workshop equipment required 
@ Pliers -3392- 





@ Upholstery clip pliers -V.A.G 1634- 


V.A.G 1634 


@ Engine and transmission holder -VAS 6095- 


@ Fixture for seat repair -VAS 6136- 
VAS 6136 
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2. Special Tools 321 


Cautions & Warnings 


Please read these WARNINGS and CAUTIONS before proceeding with maintenance 
and repair work. You must answer that you have read and you understand these 
WARNINGS and CAUTIONS before you will be allowed to view this information. 


e |f you lack the skills, tools and equipment, or a suitable workshop for any procedure described in this manual, we 
suggest you leave such repairs to an authorized Volkswagen retailer or other qualified shop. We especially urge 
you to consult an authorized Volkswagen retailer before beginning repairs on any vehicle that may still be covered 
wholly or in part by any of the extensive warranties issued by Volkswagen. 


e Disconnect the battery negative terminal (ground strap) whenever you work on the fuel system or the electrical 
system. Do not smoke or work near heaters or other fire hazards. Keep an approved fire extinguisher handy. 


e Volkswagen is constantly improving its vehicles and sometimes these changes, both in parts and specifications, 
are made applicable to earlier models. Therefore, part numbers listed in this manual are for reference only. Always 
check with your authorized Volkswagen retailer parts department for the latest information. 


e Any time the battery has been disconnected on an automatic transmission vehicle, it will be necessary to 
reestablish Transmission Control Module (TCM) basic settings using the VAG 1551 Scan Tool (ST). 


e Never work under a lifted vehicle unless it is solidly supported on stands designed for the purpose. Do not support 
a vehicle on cinder blocks, hollow tiles or other props that may crumble under continuous load. Never work under a 
vehicle that is supported solely by a jack. Never work under the vehicle while the engine is running. 


e For vehicles equipped with an anti-theft radio, be sure of the correct radio activation code before disconnecting the 
battery or removing the radio. If the wrong code is entered when the power is restored, the radio may lock up and 
become inoperable, even if the correct code is used in a later attempt. 


e |f you are going to work under a vehicle onthe ground, make sure that the, ground is level. Block the wheels to 
keep the vehicle from rolling. Disconfiect the battery negative terminal (ground,strap) to prevent others from 
starting the vehicle while you are‘under it. 


e Do not attempt to work onzyour vehicle if you do not feel well. You increase the dangér-of injury to yourself and 
others if you are tired, upset or have taken medicine or any other substances that may impair you or keep you from 
being fully alert. 


e Never run the engine-unless the work area is well ventilated. Carbon monoxide (CO) kills. 


e Always observe good workshop practices. Wear goggles when you operate machine tools or work with acid. Wear 
goggles, gloves and other protective clothing whenever the job requires working with harmful substances. 


e Tie long hair behind your head. Do not wear a necktie, a scarf, loose clothing, or a necklace when you work near 
machine tools or running engines. If your hair, clothing, or jewelry were to get caught in the machinery, severe 
injury could result: 


e Do not re-use any fasteners that are worn or deformed in normal use. Some fasteners are designed to be used 
only once and are unreliable and may fail if used a second time. This includes, but is not limited to, nuts, bolts, 
washers, circlips anc-cotter pins. Always follow the recommendations in this manual - replace these fasteners with 
new parts where indicated, and any other time it is deemed necessary by inspection. 
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Cautions & Warnings 


e Illuminate the work area adequately but safely. Use a portable safety light for working inside or under the vehicle. 
Make sure the bulb is enclosed by a wire cage. The hot filament of an accidentally broken bulb can ignite spilled 
fuel or oil. 


e Friction materials such as brake pads and clutch discs may contain asbestos fibers. Do not create dust by 
grinding, sanding, or by cleaning with compressed air. Avoid breathing asbestos fibers and asbestos dust. 
Breathing asbestos can cause serious diseases such as asbestosis or cancer, and may result in death. 


e Finger rings should be removed so that they cannot cause electrical shorts, get caught in running machinery, or be 
crushed by heavy parts. 


e Before starting a job, make certain that you have all the necessary tools and parts on hand. Read all the 
instructions thoroughly; do not attempt shortcuts. Use tools that are appropriate to the work and use only 
replacement parts meeting Volkswagen specifications. Makeshift tools, parts and procedures will not make good 
repairs. 


e Catch draining fuel, oil or brake fluid in suitable containers. Do not use empty food or beverage containers that 
might mislead someone into drinking from them. Store flammable fluids away from fire hazards. Wipe up spills at 
once, but do not store the oily rags, which can ignite and burn spontaneously. 


e Use pneumatic and electric tools only to loosen threaded parts and fasteners. Never use these tools to tighten 
fasteners, especially on light alloy parts. Always use a torque wrench to tighten fasteners to the tightening torque 
listed. 


e Keep sparks, lighted matches, and; open flame away from the top of the battery. If escaping hydrogen gas is 
ignited, it will ignite gas trapped in the cells and cause the battery to explode. 


e Be mindful of the enviranment and ecology. Before you drain the crankcase, fird out the proper way to dispose of 
the oil. Do not pour gif onto the ground, down a drain, or into a stream, pond, or lake. Consult local ordinances that 
govern the disposatof wastes. 


e The air-conditioning (A/C) system is filled with a chemical refrigerant that is hazardousz:The A/C system should be 
serviced only by trained automotive service technicians using approved refrigerant recovery/recycling equipment, 
trained in related safety precautions, and familiar with regulations governing the discharging and disposal of 
automotive chemical refrigerants. 


e Before doing:any electrical welding on vehicles equipped with anti-lock brakes (ABS), disconnect the battery 
negative terminal (ground strap) and the ABS control module connector. 


e Do not expose any part of the A/C system to high temperatures such as open flame. Excessive heat will increase 
system pressure and may cause the system to burst. 


e When boost-charging the battery, first remove the fuses for the Engine Control Module (ECM), the Transmission 
Control Module<TCM), the ABS control module, and the trip computer. In cases wheresone or more of these 
components is not separately fused, disconnect the control module connector(s). 


e Some of the vehicles»covered by this manual are equipped with a supplemental restraint system (SRS), that 
automatically deploys an airbag in the event of a frontal impact. The airbag is operated by an explosive device. 
Handled improperly or without adequate safeguards, it eam, be accidentally activated and cause serious personal 
injury. To guard against personal injury or airbag system@failure, only trained Volkswagen Service technicians 
should test, disassemble or service the airbag system. pf 
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Cautions & Warnings 


Do not quick-charge the battery (for boost starting) for longer than one minute, and do not exceed 16.5 volts at the 
battery with the boosting cables attached. Wait at least one minute before boosting the battery a second time. 


Never use a test light to conduct electrical tests of the airbag system. The system must only be tested by trained 
Volkswagen Service technicians using the VAG 1551 Scan Tool (ST) or an approved equivalent. The airbag unit 
must never be electrically tested while it is not installed in the vehicle. 


Some aerosol tire inflators are highly flammable: Be extremely cautious when repairing a tire that may have been 
inflated using an aerosol tire inflator..Keeép sparks, open flame or other sources of ignition away from the tire repair 
area. Inflate and deflate the tire atéast four times before breaking the bead fromsthe rim. Completely remove the 
tire from the rim before attempting any repair. 


e When driving or riding in an airbag-equipped vehicle, never hold test equipment in your hands or lap while the 
vehicle is in motion. Objects between you and the airbag can increase the risk of injury in an accident. 


| have read and | understand these Cautions and Warnings. 


k | 
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